OGRRs for the TAC – August 6, 2003  

· OGRR 129 – Transmission Operator (TO)/TDSP Emergency Communication:  Adds the requirement for TOs to notify the appropriate TDSPs of ERCOT declared emergency events.  Corrects the communication path by giving TOs responsibility for TDSP notification during ERCOT emergencies.
· OGRR 130 – Automatic Voltage Regulator (AVR) and Power System Stabilizers (PSS) Status Reporting Requirements:  Corrects AVR reference and inconsistent AVR/PSS status reporting requirements in the Operating Guides.  Adds Protocol Reference 6.5.7 (9) to Operating Guide Section 2.2.4.  The revision is meant to make the Operating Guides consistent with Protocol 6.5.7 (9), which requires each QSE to “promptly inform ERCOT” when the QSE changes the status of the Generation Resource’s AVR or PSS.  The current Operating Guides require notification by telephone in one section and an electronic message within 10 minutes in another.

· OGRR 131 – LaaR Qualification Procedure for Responsive Reserve Service, Non-Spin Service, and Replacement Reserve Service:  Specifies LaaR requirements to qualify as a provider of Responsive Reserve Service, Non-Spin Service, and Replacement Reserve Service.  Fulfills the requirement of Protocol 6.10.1 that specifies ancillary service qualification programs will be approved by the TAC and will be included in the Operating Guides. 
· OGRR 134 – Calculation of Transmission Equipment Limits:  Defines equipment ratings for TDSP’s facilities and ERCOT’s use of the ratings.  The limits, which ERCOT is responsible for maintaining are currently very unclear and do not address NERC requirements regarding Operating System Limits and Interconnection Reliability Limits.  This change allows ERCOT to operate in a transparent mode and maximizes transmission utilization.
OGRRs can be viewed or downloaded at:  http://www.ercot.com/ProtocolRevisions/OpGuideRevFileSystem.cfm. 
