
Texas SET Change Control Form

Texas SET Change Request 

Change Control #2003-486

This TX SET Change Request can be found on the ERCOT website at www.ercot.com  .

	Requester’s Name: 

Ed Skiba
	Company Name:  

Entergy
	Phone #:  

504-576-5246

	Date of Request:

01/23/2003
	Affected EDI Transaction Set #(s): 867_02
	E-Mail Address: 

edskiba@us.ibm.com

	Emergency Priority* (Y/N):  N
	Requested Implementation Date:

Version 1.6
	Production Implementation Date:

	Testing Required for this CC (Y/N):  N
	Testing Flight Number:

(ready to test for this flight)
	Status:




Brief Explanation (This will be copied into the description in the Change Control Summary Spreadsheet):

The gray boxes for the PTD06 codes reference the REF~MT segment when they should reference the REF~JH segment.

Reason for Request (Explain why this change is needed. For business or technical purposes?):

The gray boxes under the PTD06 Codes reference the REF~MT (Meter Type) segment when they should reference the REF~JH (Meter Role) segment for the PTD~PL (Non-Interval Detail) and the PTD~BO (Interval Summary) loops. These corrections are associated to changes, which should have been incorporated when the EDI Implementation Guide was updated for Texas SET version 1.4. 

Add “. “ in Gray box for the PTD06.

Detail Explanation  (Exactly what change is required? To which TX SET Standards? Why?): 

See Redline.

For Change Control Manager Use Only:

	Date of TX SET Discussion:


	Expected Implementation Date:    


	


TX SET Discussion and Resolution:

	*Emergency Priority
	Used for Change Controls that require immediate implementation.


Please submit this form via e-mail to txsetchangecontrol@ercot.com .

Your request will be evaluated and prioritized at an upcoming TX SET meeting or conference call.


Segment:
PTD Product Transfer and Resale Detail (Non-Interval Detail)


Position:
010


Loop:
PTD        Mandatory


Level:
Detail


Usage:
Mandatory


Max Use:
1


Purpose:
To indicate the start of detail information relating to the transfer/resale of a product and provide identifying data


Syntax Notes:
1
If either PTD02 or PTD03 is present, then the other is required.



2
If either PTD04 or PTD05 is present, then the other is required.


Semantic Notes:

Comments:
	Notes:
	
	PTD = PL (Non-Interval Detail)

	
	
	There will be one PTD~PL Loop for each meter for each unit of measure.  There will be a separate PTD~PL Loops to reflect summed adjusted consumption.

For Additive/Subtractive Metering Only:

This loop is also used to for Additive/Subtractive Metering when the Master Meter is on one ESI ID and the additive and/or subtractive meters are on ESI IDs that are different than the master Meter.   All additive usage is summed.  All subtractive usage is summed.  It is possible to receive two additive/subtractive loops - one with summed additive usage and one with summed subtractive usage.  When reporting usage for the additive/Master and/or subtractive/Master usage, the meter number is not provided in the PTD04 and PTD05.  The type of Master/Subtractive and/or Master/ Additive usage must be provided in the PTD06 by using code "AI" or code "AO".

For Missing or Abundance of Consumption  - Non Interval:

This loop is also used to report missing or abundance of consumption when the consumption (added or subtracted) provided has not been registered by the meter, for example: tampering, fast, slow and/or flat/bypass.  The conditions exist only for non-interval meters on the same ESI ID.  The meter number must be provided in the PTD04 and PTD05.  The type of missing or abundance consumption must be provided in the PTD06.

Historical Usage is provided for the most recent 12 months of usage for the premise - not the most recent 12 months of usage for the customer. 

The PTD Loop is repeated once for each month of usage provided according to the meter cycle reporting period.  For instance, when reporting 12 months of usage (March-February) for un-metered usage, the PTD*BD is repeated twelve times, one PTD*BD for March, one PTD*BD for April, one PTD*BD for May, etc. for each device type.   When reporting 12 months of usage (March-February) for non-interval usage, the PTD*PL is repeated twelve times, one PTD*PL for March, one PTD*PL for April, one PTD*PL for May, etc. for each meter.  When reporting 12 months of usage (March-February) for interval usage, the PTD*BO and the PTD PM are repeated twelve times each, one PTD*BO and one PTD*PM for March, one PTD*BO and one PTD*PM for April, one PTD*BO and one PTD*PM for May, etc. for each meter.

	
	
	PTD~PL~~~MG~1234568MG

PTD~PL~~~~~AO (used to report subtractive metering off a master meter)

PTD~PL~~~MG~1234568MG~MD (used to report tampering)


Data Element Summary


Ref.
Data



Des.
Element
Name
Attributes
	Must Use
	PTD01
	521
	Product Transfer Type Code
	M
	
	ID 2/2

	
	Code identifying the type of product transfer

	 
	PL
	
	Property Level Movement/Sale

	
	Non-Interval Detail

	Dep
	PTD04
	128
	Reference Identification Qualifier
	X
	
	ID 2/3

	
	Code qualifying the Reference Identification

	 
	MG
	
	Meter Number

	
	Not used if the PTD06= "AO" or "AI"

	Dep
	PTD05
	127
	Reference Identification
	X
	
	AN 1/30

	
	Reference information as defined for a particular Transaction Set or as specified by the Reference Identification Qualifier

	
	Meter Number

Meter numbers will contain only uppercase letters (A to Z) and digits (0 to 9).  Note that punctuation (spaces, dashes, etc.) must be excluded, and significant leading and trailing zeros that are part of the meter number must be present.

Not used if the PTD06= "AO" or "AI"

When using codes "AI" and "AO", the Meter Number is not provided in the in the PTD04/PTD05.  

When using codes "CD", "DC", "DM", and "MD", the Meter Number must be provided in the PTD04/PTD05.

	
	PTD06
	486
	Product Transfer Movement Type Code
	O
	
	ID 2/2

	
	To indicate the type of product transfer movement

	
	To indicate the type of product transfer movement. This field is only used when reporting the type of Master/Additive usage, Master/Subtractive usage or missing or abundance of consumption adjustment.  

	 
	AI
	
	Adjustment In

	
	Additive Metering

Additive Usage for Additive meters off the master meter where a different ESI ID has been assigned to the master and/or all applicable subtractive or additive meters.  The receiver must add this consumption to the ESI ID.  When the PTD06 equals "AI", the REF~JH equals "A".

	 
	AO
	
	Adjustment Out

	
	Subtractive Metering

Subtractive Usage for Subtract meters off the master meter where a different ESI ID has been assigned to the master and/or all applicable subtractive or additive meters.  .  The receiver must subtract this consumption from the ESI ID.  When the PTD06 equals "AO", the REF~JH equals "S".

	 
	CD
	
	Customer to Distributor

	
	Added Flat /Bypass- Missing or Abundance of Consumption

For adjusting consumption when the added consumption provided has not been registered by the meter.   The condition exists only for non-interval meters on the same ESI ID.  The receiver must add this consumption to the meter number provided in the PTD05.  When the PTD06 equals "CD", the REF~JH equals "A".

	 
	DC
	
	Distributor to Customer

	
	Added Slow- Missing or Abundance of Consumption

For adjusting consumption when the added consumption provided has not been registered by the meter.  The conditions exists only for non-interval meters on the same ESI ID.  The receiver must add this consumption to the meter number provided in the PTD05.  When the PTD06 equals "DC", the REF~JH equals "A".

	 
	DM
	
	Distributor to Manufacturer

	
	Subtracted Fast- Missing or Abundance of Consumption

For adjusting consumption when the subtracted consumption provided has not been registered by the meter.  The condition exists only for non-interval meters on the same ESI ID.  The receiver must add this consumption to the meter number provided in the PTD05.  When the PTD06 equals "DM", the REF~JH equals "S".

	 
	MD
	
	Manufacturer to Distributor

	
	Added Tampering- Missing or Abundance of Consumption

For adjusting consumption when the added consumption provided has not been registered by the meter.  The condition exists only for non-interval meters on the same ESI ID.  The receiver must add this consumption to the meter number provided in the PTD05.  When the PTD06 equals "MD", the REF~JH equals "A".



Segment:
PTD Product Transfer and Resale Detail (Interval Summary)


Position:
010


Loop:
PTD        Mandatory


Level:
Detail


Usage:
Mandatory


Max Use:
1


Purpose:
To indicate the start of detail information relating to the transfer/resale of a product and provide identifying data


Syntax Notes:
1
If either PTD02 or PTD03 is present, then the other is required.



2
If either PTD04 or PTD05 is present, then the other is required.


Semantic Notes:

Comments:
	Notes:
	
	PTD = BO (Interval Summary)



	
	
	One PTD~BO loop is required for each meter for each unit of measure. There will be separate PTD~BO Loops to reflect summed adjusted consumption.

For Additive/Subtractive Metering Only:

This loop is also used to for Additive/Subtractive Metering when the Master Meter is on one ESI ID and the additive and/or subtractive meters are on ESI IDs that are different than the master Meter.   All additive usage is summed.  All subtractive usage is summed.  It is possible to receive two additive/subtractive loops - one with summed additive usage and one with summed subtractive usage  When reporting usage for the additive/Master and/or subtractive/Master usage, the meter number is not provided in the PTD04 and PTD05.  The type of Master/Subtractive and/or Master/ Additive usage must be provided in the PTD06 by using code "AI" or code "AO".   No netted usage is reported in this Loop.  The receiver must net the PTD~BO Loops to determine Master Meter usage.

Missing or Abundance of Consumption:

Not reported for Interval Meters.

Historical Usage is provided for the most recent 12 months of usage for the premise - not the most recent 12 months of usage for the customer. 

The PTD Loop is repeated once for each month of usage provided according to the meter cycle reporting period.  For instance, when reporting 12 months of usage (March-February) for un-metered usage, the PTD*BD is repeated twelve times, one PTD*BD for March, one PTD*BD for April, one PTD*BD for May, etc. for each device type.   When reporting 12 months of usage (March-February) for non-interval usage, the PTD*PL is repeated twelve times, one PTD*PL for March, one PTD*PL for April, one PTD*PL for May, etc. for each meter.  When reporting 12 months of usage (March-February) for interval usage, the PTD*BO and the PTD PM are repeated twelve times each, one PTD*BO and one PTD*PM for March, one PTD*BO and one PTD*PM for April, one PTD*BO and one PTD*PM for May, etc. for each meter.

	
	
	PTD~BO~~~MG~1234568MG

PTD~BO~~~~~AI (used to report Additive/Master metering usage)

PTD~BO~~~~~AO (used to report Subtractive/Master metering usage)


Data Element Summary


Ref.
Data



Des.
Element
Name
Attributes
	Must Use
	PTD01
	521
	Product Transfer Type Code
	M
	
	ID 2/2

	
	Code identifying the type of product transfer

	 
	BO
	
	Designated Items

	
	Interval Summary - interval meter consumption summarized across intervals.

	Dep
	PTD04
	128
	Reference Identification Qualifier
	X
	
	ID 2/3

	
	Code qualifying the Reference Identification

	 
	MG
	
	Meter Number

	
	Not used if the PTD06 = "AO" or "AI".

	Dep
	PTD05
	127
	Reference Identification
	X
	
	AN 1/30

	
	Reference information as defined for a particular Transaction Set or as specified by the Reference Identification Qualifier

	
	Meter Number

Meter numbers will contain only uppercase letters (A to Z) and digits (0 to 9).  Note that punctuation (spaces, dashes, etc.) must be excluded, and significant leading and trailing zeros that are part of the meter number must be present.

Not used if the PTD06 = "AO" or "AI".

	
	PTD06
	486
	Product Transfer Movement Type Code
	O
	
	ID 2/2

	
	To indicate the type of product transfer movement

	 
	AI
	
	Adjustment In

	
	Additive Metering

Additive Usage for Additive meters off the master meter where a different ESI ID has been assigned to the master and/or all applicable subtractive or additive meters.  When the PTD06 equals "AI", the REF~JH equals "A".

	 
	AO
	
	Adjustment Out

	
	Subtractive Metering

Additive Usage for Subtract meters off the master meter where a different ESI ID has been assigned to the master and/or all applicable subtractive or additive meters.  .  When the PTD06 equals "AO", the REF~JH equals "A".




1

