
Texas SET Change Control Form

Texas SET Change Request 

Change Control #2001-179

This TX SET Change Request can be found on the ERCOT website at www.ercot.com  .

	Requester’s Name: 

Dave Robeson
	Company Name:  

Entergy
	Phone #:  

504 576 2571

	Date of Request:

14 September 2001
	Affected EDI Transaction Set #(s):   814_04, 814_05, 814_20
	E-Mail Address: 

drobe90@entergy.com

	Emergency Priority* (Y/N): N
	Requested Implementation Date:Second/Third Quarter 2002


	Production Implementation Date:

	Testing Required for this CC (Y/N): Defer to Testing
	Testing Flight Number:

(ready to test for this flight)  Defer to Testing
	Status:




Brief Explanation (This will be copied into the description in the Change Control Summary Spreadsheet):

According to the 867s, the Texas Market does not allow a Market Participant to report consumption on a Quarterly basis.  

Reason for Request (Explain why this change is needed. For business or technical purposes?):

This change control supports both business and technical purposes.  Since the 867s do not allow a Market Participant to report consumption on a Quarterly basis, the 814_04, 814_05 and 814_20 should be corrected so TDSPs are not allowed to submit an interval period of “QTR” for Quarterly in the Meter Type field. 
This also complies with ERCOT Protocol Section 9.2.4 Final Statements …… “Final statements…. issued ….forty fifth calendar day….”

Detail Explanation  (Exactly what change is required? To which TX SET Standards? Why?): 

Remove the “QTR” from the REF02 of Segment REF~MT, Meter Type on the 814_04, 814_05 and 814_20.

For Change Control Manager Use Only:

	Date of TX SET Discussion:


	Expected Implementation Date:    


	


TX SET Discussion and Resolution:

	*Emergency Priority
	Used for Change Controls that require immediate implementation.


Please submit this form via e-mail to txsetchangecontrol@ercot.com .

Your request will be evaluated and prioritized at an upcoming TX SET meeting or conference call.

Version 1.4 814_04 Switch Notification Response dated 03 August 2001

Segment:
REF Reference Identification (Meter Type)


Position:
130

	Must Use
	REF02
	127
	Reference Identification
	X
	
	AN 1/30

	
	Reference information as defined for a particular Transaction Set or as specified by the Reference Identification Qualifier

	
	When REF01 is MT, the meter type is expressed as a five-character field.  The first two characters are the type of consumption, the last three characters are the metering interval reported for billing purposes.  "COMBO" is used for a meter that records more than one measurement.  Valid values can be a combination of the following values:

Type of Consumption

   K1   Kilowatt Demand (kW)

   K2   Kilovolt Amperes Reactive Demand (kVAR)

   K3   Kilovolt Amperes Reactive Hour (kVARH)

   K4   Kilovolt Amperes (kVA)

   KH  Kilowatt Hour (kWh)

Metering Interval Reported for Billing Purposes

   nnn   Number of minutes from 001 to 999

   DAY  Daily

   MON  Monthly

 
For Example:

   KHMON        Kilowatt Hours Per Month

   K1015            Kilowatt Demand per 15 minute interval

Other Valid Codes

    COMBO       This code is used to indicate that the meter has multiple

                         measurements, e.g., one meter that measures both kWh and

                         Demand.


Version 1.4 814_05 Premise Information and Enrollment Response dated 03 August 2001

Segment:
REF Reference Identification (Meter Type)


Position:
130

	Must Use
	REF02
	127
	Reference Identification
	X
	
	AN 1/30

	
	Reference information as defined for a particular Transaction Set or as specified by the Reference Identification Qualifier

	
	When REF01 is MT, the meter type is expressed as a five-character field.  The first two characters are the type of consumption, the last three characters are the metering interval reported for billing purposes.  "COMBO" is used for a meter that records more than one measurement.  Valid values can be a combination of the following values:

Type of Consumption

   K1   Kilowatt Demand (kW)

   K2   Kilovolt Amperes Reactive Demand (kVAR)

   K3   Kilovolt Amperes Reactive Hour (kVARH)

   K4   Kilovolt Amperes (kVA)

   KH  Kilowatt Hour (kWh)

Metering Interval Reported for Billing Purposes

   nnn   Number of minutes from 001 to 999

   DAY  Daily

   MON  Monthly

 
For Example:

   KHMON        Kilowatt Hours Per Month

   K1015            Kilowatt Demand per 15 minute interval

Other Valid Codes

    COMBO       This code is used to indicate that the meter has multiple

                         measurements, e.g., one meter that measures both kWh and

                         Demand.


Version 1.4 814_20 Create/Maintain/Retire ESI-ID Request dated 03 August 2001

Segment:
REF Reference Identification (Meter Type)


Position:
130

	Must Use
	REF02
	127
	Reference Identification
	X
	
	AN 1/30

	
	Reference information as defined for a particular Transaction Set or as specified by the Reference Identification Qualifier

	
	When REF01 is MT, the meter type is expressed as a five-character field.  The first two characters are the type of consumption, the last three characters are the metering interval reported for billing purposes.  "COMBO" is used for a meter that records more than one measurement.  Valid values can be a combination of the following values:

Type of Consumption

   K1   Kilowatt Demand (kW)

   K2   Kilovolt Amperes Reactive Demand (kVAR)

   K3   Kilovolt Amperes Reactive Hour (kVARH)

   K4   Kilovolt Amperes (kVA)

   KH  Kilowatt Hour (kWh)

Metering Interval Reported for Billing Purposes

   nnn   Number of minutes from 001 to 999

   DAY  Daily

   MON  Monthly

 
For Example:

   KHMON        Kilowatt Hours Per Month

   K1015            Kilowatt Demand per 15 minute interval

Other Valid Codes

    COMBO       This code is used to indicate that the meter has multiple

                         measurements, e.g., one meter that measures both kWh and

                         Demand.


END. 
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