Summary of Protocol Revisions

Effective:  February 25, 2004

Section 6:

PRR371 – Minimum Energy OOME When OOMC Issued

This PRR improves the “proxy” criteria for cost recovery for OOMC and OOME services and provides that financial settlement will treat the deployment as if an OOME instruction had been issued so the QSE does not bear the cost of the difference between market pricing and unit production costs.

Revised subsections:
6.8.2.1 & 6.8.2.2 – text removed from gray boxes due to system implementation.

PRR446 – 
Disclosure of OOMC Deployments

This PRR provides for disclosure on the second Business Day following each Operating Day of the number of units receiving OOMC Dispatch Instructions for each interval, aggregated by Congestion Zone, and the number of total MW of OOMC Dispatch Instructions for each interval, aggregated by Congestion Zone, which must be performed manually by ERCOT Staff.  On the 30th day following the Operating Day, this PRR provides for posting information on each unit receiving OOMC Dispatch Instruction, the intervals for which the instruction was received and the Low Sustainable Limit for each interval for each unit receiving such instruction. This provides more transparency on OOMC deployments.

Revised subsections:
 6.5.10 – text removed from gray box due to system implementation.
PRR450 – 
BLT Generic Cost Fix
The Resource generic cost for Block Load Transfers was inadvertently omitted during the approval of PRR371.  This PRR restores the Block Load Transfer category generic fuel costs.

Revised subsections:
 6.8.2.1 – text removed from gray box due to system implementation.
Section 7:

PRR397 – McCamey Area Congestion Management

Minimizes uplifted congestion costs while attempting to reliably maximize the use of the transmission system in the McCamey area where numerous wind turbine generators are currently located and additional wind generators may be constructed.

Revised subsections:
7.8 – some text removed from gray box due to partial system implementation.
