Summary of Protocol Revisions

Effective:  June 2, 2004

Section 4:
PRR 359 –
Improve Resource Plan
This PRR adds language to require current Resource plans providing full information on individual Resources that are necessary to support reliable system operations.
Revised subsections: 4.5.10 [language taken out of gray box] 

Section 6:
PRR349 –
UBES-DBES Ramp Rates
This PRR revises the Protocols language to incorporate the QSE’s bid ramp rates when ERCOT issues instructions for a QSE to change its Balancing Energy Service deployment (up or down) from the previous Settlement Interval to the target Settlement Interval.
Revised subsections: 6.5.2 [language taken out of gray box] 
PRR373 –
Define OOME as Instructed Deviation
This PRR provides a more consistent unit specific and portfolio deployment mechanism when manual OOME instructions are issued.
Revised subsections: 6.7.7.2, 6.7.7.3 [some language taken out of gray box] 
PRR424 –
Elimination of Resource Specific Deployment Used for Energy Balance Purpose

This PRR eliminates the Resource specific deployments for energy balance purposes and will reduce the cost of Local Congestion that is currently uplifted to all Loads.
Revised subsections: 6.7.1.2 [some language taken out of gray box] 
Section 7:

PRR424 –
Elimination of Resource Specific Deployment Used for Energy Balance Purpose

See Section 6 above.

Revised subsections: 7.3.2, 7.4.3.1 [language taken out of gray box] 
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