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	ERCOT/Market Segment Impacts and Benefits


Instructions:  To allow for comprehensive PRR consideration, please fill out each block below completely, even if your response is “none,” “not known,” or “not applicable.”  Wherever possible, please include reasons, explanations, and cost/benefit analyses pertaining to the PRR.

	
	Impact
	Benefit

	
	Business
	Computer Systems
	

	ERCOT
	Procedures need to be developed to add OOMC deployments under certain conditions.
	None as the PRR is currently worded.
	

	MARKET SEGMENT
	
	
	

	Consumer
	
	
	

	LSE:
General, Including NOIE
	
	
	

	LSE:
CR & REP
	
	
	

	QSE
	
	
	

	Resource
	
	
	

	TDSP
	
	
	


	Comments


The discretion and flexibility allowed by the PRR would permit ERCOT to develop sequential phased steps to implement the expectations.  Without the proposed flexibility and discretion there would be significant changes to ERCOT procedures and systems. 
Present ERCOT systems do not have a way to forecast whether 1,000 MW or more of generation redispatch will be required to resolve congestion.  The amount of congestion that occurs may vary significantly.  Simply saying that moving 1,000 MW of generation is unacceptable may not cover enough possible scenarios to be practical.  For example, if we are trying to resolve 5 MW of congestion, then it probably is unreasonable to move 1,000 MW (avg. shift factor of 0.5%) to do so.  However, if we are trying to resolve 100 MW of congestion, it may not be unreasonable to move 1,000 MW (avg. shift factor of 10%).  An after-the-fact review and analysis would be more likely to be feasible.
The language suggested with regard to disregarding double circuit lines as a single contingency is already routinely addressed by ERCOT.  The only way to determine the consequence of the outage is to analyze it.  We do so, and, if there is a Remedial Action Plan (RAP), then the consequence is managed by the RAP.  If there is not a RAP, the high consequence of exceeding the Emergency Rating determines that we must manage the congestion so that flows do not damage equipment post contingency.  These consequence results hold relevant regardless of whether conditions are present that may represent higher probability of the contingency.

	Revised Proposed Protocol Language
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