Summary of Protocol Revisions

Effective:  November 1, 2005
Section 1:

PRR 593-
Reporting of Net Generation and Load (FKA Behind the “Fence” Reporting of Load).

This PRR adds more resolution to the total actual ERCOT and projected ERCOT Load because generation netting may result in a significant amount of Load that never is reported to ERCOT.
Revised subsections: 1.3.1.1
Section 4:
PRR 599 –
Notification for Mismatched Inter-QSE Energy Schedules.

This PRR requires that notice be provided to both QSEs involved in a mismatch in the event that ERCOT remedies a mismatch as prescribed in PRR 548 (Settlement for Mismatched Inter-QSE Energy Schedules).  This PRR will provide a record of the amount of the mismatch to both parties involved in the mismatch, and thus assist Market Participants in reconciliation of mismatches.
Revised subsections: 4.7.2
PRR 612 –
Ancillary Service Procurement During the Adjustment Period.
This PRR allows for the update of Ancillary Service bids after Notice of ERCOT’s intent to procure Ancillary Services during the Adjustment Period.

Revised subsections: 4.5.8, 4.5.9.2

Section 6:
PRR 613-
Replacement Reserve Under Scheduled Capacity Delineation.  
This PRR updates the Replacement Reserve Section of the Protocols to reflect the calculation for Replacement Reserve Service (RPRS) Obligation for under scheduled capacity, including how mismatched schedules are processed.
Revised subsections: 6.9.2.1.1
Section 7:
PRR592 -
Modify Shift Factor Calculation to Exclude Fixed Output Generators
This PRR modifies the calculation of the monthly zonal Shift Factors used to manage and settle zonal congestion.
Revised subsections: 7.1, 7.2.2, 7.2.4, 7.3.4.1, 7.5.2.1, 7.5.2.2
Section 10:

PRR 593-
Reporting of Net Generation and Load (FKA Behind the “Fence” Reporting of Load). 

See Section 1 above.
Revised subsections: 10.3.2.4
Section 11:

PRR 488-
Weather Responsiveness Determination

This PRR amends the weather responsiveness determination to reflect the requirement for TDSPs to submit profile code changes, to prevent changing the weather responsiveness based on missing data, to establish a threshold for the amount of missing data, and to set up a process to re-test ESI IDs with insufficient data.

Revised subsections: 11.4.3.1 [text unboxed due to system implementation]
PRR 572- Weather Sensitivity Classification

This PRR creates procedures to determine weather sensitivity classifications when an ESI ID is inactive or de-energized.

Revised subsections: 11.4.3.1 [text unboxed due to system implementation]
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