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	PRR Number
	368PRR
	PRR Title
	Section 18 References

	Recommended Action 
	Approve

	Proposed Effective Date
	February 1, 2003

	Priority & Rank Assigned
	N/A

	Summary of Impact Analysis
	Does not impact the ERCOT computer system.

	Benefit
	Provides clarification.

	PRR Background
	The name of the document formerly known as “Load Profiling Operating Guides” has been changed to “Load Profilng Guides”.   

	Protocol Revision Subcommittee Recommendation 
	PRS recommends approval of PRR368 as submitted.

	
	


	Recommended Language


Throughout Section 18, change “Load Profiling Operating Guides” to “Load Profiling Guides” for all occurrences.

18.4.4.1
Validation Tests

This section refers to validation of the assignment of Load Profile Type and Weather Zone to ESI IDs.  

Validation tests of Load Profile and Weather Zone assignments, at a minimum, will occur at the following times: initial Load Profile and Weather Zone assignment, when a change is made in Load Profile or Weather Zone assignment, and at least one time per year. 

ERCOT will perform validation tests of the initial Load Profile assignments of each TDSP.  Samples of assignments from the Residential and Business Profile Groups will be randomly drawn from each appropriate each TDSP’s population of profiled ESI IDs.  If the assignment validation failure rate for any of these samples exceeds parameters specified in the Load Profiling Guides, ERCOT may request an audit of the corresponding TDSP’s Load Profile assignment processes and systems at the expense of the TDSP.  ERCOT may require TDSPs that fail sample Load Profile assignment validations and/or audits to resubmit Load Profile ID assignments for all ESI IDs in their service territory.

ERCOT may utilize a sampling method for Profile assignment validation on an annual basis and when a change is made in the Load Profile ID assignment.

ERCOT will validate the assignment of the Weather Zone component of the Load Profile ID for all ESI IDs.

Details of all validation tests will be specified in the Load Profiling Guides. The validation test reports will be generated as exceptions are identified and will be posted to the Market Information System.  Competitive Retailers may dispute a Load Profile ID assignment through the ERCOT settlement dispute process, as described in Section 9.5, Settlement and Billing Process, in conjunction with the Load Profiling Guides. 

TDSPs shall change the assignment of a Load Profile ID or Weather Zone for the single ESI ID based on an outcome of a dispute finding in favor of a Competitive Retailer.  If required to change an assignment, TDSPs must correct the assignment in their system and the ERCOT Customer registration system within three (3) Business Days.

18.5.1  ERCOT Responsibilities 

As the market matures, ERCOT’s responsibilities will expand to include the design and implementation of an ERCOT-wide load research program in order to develop Load Profiles. ERCOT will meet with the appropriate ERCOT TAC subcommittee as a mechanism to allow potential Market Participants to have input to ERCOT.  ERCOT will develop, administer, and maintain Load Profiles in accordance with these Protocols.  Disputes related to the accuracy or appropriateness of Load Profiles shall be handled in accordance with Section 9.5, Settlement and Billing Dispute Process.  ERCOT shall adhere to the profiling guidelines as set forth in the Load Profiling Guides.   

18.6.4
Technical Requirements

Regardless of data retrieval method, interval data shall be provided on a schedule that supports the requirements of final settlement (typical monthly billing cycle).

Interval data that is provided for settlement shall be consistent with the ERCOT defined Settlement Interval. 

IDRs used for settlement shall meet technical metering requirements defined in the Load Profiling Guides.

18.7.1.1
Overview

The ERCOT data aggregation and settlement systems must be able to collect and handle time-of-use (TOU) meter data.  The profiling of premises participating in TOU programs requires TOU meter reads so that consumption can be distributed within the appropriate time periods.

A time-of-use (TOU) meter is a programmable electronic device capable of measuring and recording electric energy in pre-specified time periods.  For Load Profiling purposes this definition does not include IDRs.  Specification for TOU meters can be found in the Load Profiling Guides.

18.7.3
Other Load Profiling

ERCOT in coordination with the appropriate ERCOT TAC subcommittee may develop Load Profiles for particular Customer segments that may require special Load Profiling techniques similar in nature to TOU and DLC programs.  Details are specified in the Load Profiling Guides.

	PRR Evaluation

	Non-ERCOT Market Comparison
	No Comparison conducted.
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