Load Profiling Guide Revision Request


	LPGRR Number
	
	LPGRR Title
	Implementation of BUSOGFLT Profile Type

	Load Profiling Guide Section(s) Requiring Revision (include Section No. and Title)
	9.1.4  Assignment of BUSOGFLT Profile Type (new)
11.3.3  Validation of BUSOGFLT Profile Type (new)

Appendix D – Profile Decision Tree

	Protocol Section(s) Requiring Revision, if any
	None

	Requested Resolution (Normal or Urgent)
	Normal

	Revision Description
	Directions for assigning the Business Oil & Gas Flat (BUSOGFLT) Profile Type, and validation of the same. 

	Reason for Revision
	Implementation of new Profile Type (BUSOGFLT)

	Credit Implications (Yes or No, and summary of impact)
	No

	Timeline

	Date Posted
	

	Please access the ERCOT website for current timeline information.




	Sponsor

	Name
	

	E-mail Address
	

	Company
	

	Company Address
	

	Phone Number
	

	Fax Number
	


	ERCOT/Market Segment Impacts and Benefits


Instructions:  To allow for comprehensive LPGRR consideration, please fill out each block below completely, even if your response is “none,” “not known,” or “not applicable.”  Wherever possible, please include reasons, explanations, and cost/benefit analyses pertaining to the LPGRR.

	

	Assumptions
	1
	Example: Key assumptions used in estimating market cost and/or benefit

	
	2
	Ex: Dependencies on other projects or other timing requirements

	
	3
	

	
	4
	

	

	
	Impact Area
	Monetary Impact

	Market Cost
	1
	Example: Cost per MP to implement
	Example: $10,000 each for 50 QSEs

	
	2
	Ex: Add’l staff required per MP
	Ex: 1.5 FTE each for 6 TDSPs @ $65/hour

	
	3
	
	

	
	4
	
	

	

	
	Impact Area
	Monetary Impact

	Market Benefit
	1
	Example: Reduced MP costs
	Example: 2 FTE reduction for 25 CRs @ $65/hour

	
	2
	Ex: Enhanced MP efficiency
	Ex: 2 hour savings per day for 50 generators @$65

	
	3
	Ex: Reduced congestion cost
	Ex: 0.5% reduction in total congestion cost

	
	4
	
	

	

	Additional Qualitative Information


	1
	What to include here: Benefits that are difficult to quantify

	
	2
	What to include here: Benefits that are not certain but relatively likely

	
	3
	What to include here: Customer service impacts, cash flow impacts, transaction speed, etc.

	
	4
	

	

	Other
	1
	What to include here: Thoughts on ERCOT systems impacts

	Comments
	2
	What to include here: Potential manual workarounds or delivery options

	
	3
	What to include here: Other comments of value to PRS, TAC and the Board of Directors

	
	4
	

	


	Proposed Load Profiling Guide Language Revision


New Section:

9.1.4  Assignment of BUSOGFLT Profile Type

CRs seeking to have the Oil & Gas Flat (OGFLT) Profile Segment assigned to one of their ESI IDs shall follow the instructions on the Oil & Gas tab of Appendix D -- Profile Decision Tree.

ERCOT shall review all assignments of the BUSOGFLT Profile Type on a quarterly basis, per Section 11.3.3 Validation of BUSOGFLT Profile Type. 

New Section:

11.3.3  Validation of BUSOGFLT Profile Type

ERCOT shall verify that only eligible ESI IDs are assigned the BUSOGFLT Profile Type.  Should an ESI ID be found to have been assigned the BUSOGFLT Profile Type erroneously, ERCOT shall work with the TDSP to have the Profile Type assignment corrected.  

Appendix D – Profile Decision Tree, Start tab [image: image1.emf]1.  Determine the Profile Type Code

A. Select the Profile Group

Select the appropriate Profile Group from the following:  NM (for Non-Metered), RES (for 

Residential), or BUS (for Business).

B. Select the Profile Segment

Valid Profile Segments are dependent upon the Profile Group and other factors.  Please see the 

Segment Assignment tab.

Valid Segments for NM are:  LIGHT and FLAT.

Valid Segments for RES are:  LOWR and HIWR.

Valid Segments for BUS are:  NODEM, LOLF, MEDLF, HILF, IDRRQ, and OGFLT.

C.  Concatenate the Profile Group and Profile Segment to form the Profile Type Code

Convert the Profile Group and Profile Segment to one field, e.g., BUSLOLF.

2.  Select the Weather Zone Code

A. Locate the ESI ID's service address ZIP Code on the ZipToZone tab.

B. Cross reference the ZIP Code to the Weather Zone.

C. 

Assign the valid Weather Zone Code:  COAST, EAST, FWEST, NORTH, NCENT, SOUTH, 

SCENT, or WEST.

3. Select the Meter Data Type Code

A. Assign NIDR for ESI IDs which do not have an IDR or are part of a Load Research sample and 

have an IDR installed for Load Research purposes.  See Segment Assignment tab, Section III., 

Step 1.

B.

Assign IDR for ESI IDs which have an IDR and are not exempt per 

A.

 above.

5. Select the Time-Of-Use Schedule Code

A. Assign NOTOU for ESI IDs not served under a Time-Of-Use schedule (for kWh), or if Meter Data 

Type is IDR.

B. For NIDR ESI IDs served under a TOU schedule (for kWh), assign the appropriate Time-Of-Use 

Schedule Code from the TOU Schedules tab.

For new ESI IDs TDSPs are responsible for assigning a complete Profile ID, using default components as 

directed by this Profile Decision Tree.  Reference the various tabs within this workbook to complete the 

assignments.

Getting Started

This sheet serves as an overview of the process to assign a Profile ID to an ESI ID.  Profile ID assignments 

are to be based on the historical data of the ESI ID, without regard to the specific customer(s) of the 

premises.  Regarding Annual Validation Load Profile ID assignments, ERCOT is responsible for the 

determination of the Profile Segment as directed by this Profile Decision Tree.  TDSPs are responsible for 

verifying that ERCOT's Profile Segment determination is consistent with the tariff under which the ESI ID is 

currently served, and for submitting the necessary Profile ID change transactions reflecting the ERCOT 

determined Load Profile Segment.  



Additionally, TDSPs must assign a valid code for each of the five Profile ID components.  These 

components are:  Profile Type, Weather Zone, Meter Data Type, Weather Sensitivity and Time-Of-Use 

Schedule.  Please note that the Profile Type is comprised of the Profile Group and the Profile Segment.  

Example of a completed Profile ID:   BUSHILF_FWEST_NIDR_NWS_NOTOU

Example of a completed Profile ID:   RESLOWR_EAST_NIDR_NWS_NOTOU

Profile ID assignments must adhere to the Protocols--even if all details are not listed within this document.

Non-Opt In Entities should proceed directly to the NOIEs tab.



6. Concatenate the five appropriate components (separated by underscores) to 

produce a Profile ID

4. TDSPs shall assign Weather Sensitivity Code NWS only, unless notified by ERCOT 

to assign Weather Sensitivity Code WS, per Section 11 of the Protocols.



Appendix D – Profile Decision Tree, Definitions tab 
[image: image2.emf]Term Additional info @

ActiveDays

m

ESI ID Status definition

ADUse

m

Usage Month Methodology 

tab

NWS Weather Sensitivity tab

OGFLT Oil & Gas tab

RESHIWR kWh

p

Segment Assignment tab



Denotes a Profile Segment of Oil & Gas Flat, applicable to ESI IDs that meet the criteria on 

the Oil & Gas tab.

Description/Definition

Denotes the number of days in a particular Usage Month in which the ESI ID received 

service (please see ESI ID Status for further clarification).

Denotes the Average Daily Usage (in kWh) for a specific Usage Month.  This is derived by 

dividing the Total kWh (kWh

m

) in the Usage Month by the Number of Active Days 

(ActiveDays

m

) in the same Usage Month, and rounding to two decimal places per the 

Rounding instructions on this tab. 

Definitions Used in Profile ID Assignments

Denotes the sum of the kWh interval values for the RESHIWR backcasted profiles of a 

specific weather zone for the specific days in the Meter Reading Period p.

Non-Weather Sensitive designation of the Weather Sensitivity Code.  (default for TDSP 

Assignment)


Appendix D – Profile Decision Tree, Segment Assignment tab

[image: image3.emf]Assignment Year for Average Load Factor calculations:  May 2005 through April 2006.

1.  BUS ESI IDs that have a kWh meter, but the meter does not measure and retain a kW value; or

2.  BUS ESI IDs for which a demand value is measured but the value is not sent to ERCOT, per Protocols 

Section 10.3.3.1.  ESI IDs that receive service at transmission voltage (> 60 kV) or are otherwise subject to the 

IDR requirement shall be assigned the IDRRQ Profile Segment.

Step 4:  

Determine the Average Load Factor (AvgLF) for ESI IDs that were not assigned a Profile Segment in Steps 

1-3 immediately above.

4a:  Determine Usage Month values (ActiveDays

m

, kWDays

m

, kWh

m

, MaxkW

m

, and ADUse

m

) for each ESI ID for 

the 12 months of the Assignment Year, which is listed near the beginning of Section III. 

For each ESI ID, assign the applicable Profile Segment based on the steps below.  Because the steps below are not 

mutually exclusive, it is necessary to step through each of the following in the order listed, for each ESI ID, until an 

applicable case is found.  (Please note that the breakpoint values below are subject to change periodically.)

Step 3:  

Assign the NODEM (Non-Demand) Profile Segment to:



Step 1:  

Assign the IDRRQ (IDR Required) Profile Segment to all BUS ESI IDs required to have an IDR, per Section 

18 of the ERCOT Protocols.

Step 2:  

Assign the OGFLT (Oil & Gas Flat) Profile Segment to:

ESI IDs for which ERCOT has informed the TDSP that OGFLT should be assigned, per the Oil & Gas tab.

III.  Business (BUS)


Appendix D – Profile Decision Tree, Valid Profile IDs tab 

[image: image4.emf]Profile Group Code Profile Segment Code Weather Zone Code Meter Data Type Code Weather Sensitivity Code TOU Schedule Code Valid Profile ID

BUS OGFLT COAST NIDR NWS NOTOU BUSOGFLT_COAST_NIDR_NWS_NOTOU

BUS OGFLT EAST NIDR NWS NOTOU BUSOGFLT_EAST_NIDR_NWS_NOTOU

BUS OGFLT FWEST NIDR NWS NOTOU BUSOGFLT_FWEST_NIDR_NWS_NOTOU

BUS OGFLT NCENT NIDR NWS NOTOU BUSOGFLT_NCENT_NIDR_NWS_NOTOU

BUS OGFLT NORTH NIDR NWS NOTOU BUSOGFLT_NORTH_NIDR_NWS_NOTOU

BUS OGFLT SCENT NIDR NWS NOTOU BUSOGFLT_SCENT_NIDR_NWS_NOTOU

BUS OGFLT SOUTH NIDR NWS NOTOU BUSOGFLT_SOUTH_NIDR_NWS_NOTOU

BUS OGFLT WEST NIDR NWS NOTOU BUSOGFLT_WEST_NIDR_NWS_NOTOU

NM LIGHT SOUTH NIDR NWS NOTOU NMLIGHT_SOUTH_NIDR_NWS_NOTOU

NM LIGHT WEST NIDR NWS NOTOU NMLIGHT_WEST_NIDR_NWS_NOTOU

Please note that there are no Profile IDs listed on this sheet that have WS for the Weather Sensitivity Code.

Valid Profile IDs


Appendix D – Profile Decision Tree, Oil & Gas tab (new)
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2.

Oil & Gas Flat Profile Segment Assignment

Customer Certification to the CR that the Customer holds an official Railroad Commission of Texas Operator Number and 

uses electricity at the premises identified by the ESI ID for the purpose of exploring, producing or transporting oil and/or 

natural gas extracted from the earth.  This Customer Certification must be signed by an official company representative 

and shall list the Railroad Commission of Texas Operator Number, the name of the entity holding the Operator Number, 

the ESI ID and the service address of the ESI ID. 

Sales Tax Exemption Certificate (on file with the CR for the ESI ID)

CRs seeking to have the Oil & Gas Flat (OGFLT) Profile Segment assigned to one of their ESI IDs are required to 

provide ERCOT (ERCOTLoadProfilingDepartment@ercot.com) with documentation, either electronic (preferred) or hard 

copy, of the following:

Within five (5) business days of receipt of the required documentation ERCOT shall request (via e-mail or other mutually acceptable 

means) that the TDSP change the Profile Segment to OGFLT for the specified ESI ID as soon as practicable, via the normal Texas 

SET process.

Should a previously approved ESI ID become ineligible to be served under the OGFLT Profile Segment, then the TDSP shall assign 

the applicable default Profile Segment to remain in effect until the next Annual Validation takes place.

The BUSOGFLT Profile Type assignment shall not change simply due to a switch in CRs.
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