Summary of Protocol Revisions

Effective:  December 1, 2006
Section 2:

PRR682 – Emergency Electric Curtailment Plan (EECP) Event Realignment

This PRR conforms the Protocols with revisions to the Operating Guide proposed in OGRR186, Emergency Electric Event Curtailment Plan (EECP) Event Realignment.  This PRR sets forth the necessary sequence for ERCOT to process EECP related items, thereby allowing ERCOT to be more proactive in communicating system conditions during certain events.



            Revised Subsection: 2.1 
Section 4:
PRR675 – Multiple Ramp Rates



This PRR allows Qualified Scheduling Entities (QSEs) to submit a ramp rate curve to ERCOT that would be used to calculate an equivalent ramp rate for clearing the Balancing Energy Service (BES) market.  







     


 


     

Revised Subsection:  4.5.2

Section 5:

PRR682 – Emergency Electric Curtailment Plan (EECP) Event Realignment


See Section 2 above.
Revised Subsections: 5.6.6.1, 5.6.6.2, 5.6.7
Section 6:
PRR673 – Adjust SCE Performance Charge Scale Factor


This PRR modifies the Scale Factor monthly based on ERCOT’s Control Performance Standard (CPS)-One score.  This PRR also sets maximum and minimum values for the Scale Factor.
Revised Subsections: 6.10.11, 6.10.12.1
PRR675 – Multiple Ramp Rates

See Section 4 above.
Revised Subsection: 6.5.2

PRR682 – Emergency Electric Curtailment Plan (EECP) Event Realignment




 See Section 2 above.
Revised Subsection: 6.10.3.2
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