August 3, 2007

Alan Hudson, the Structure Group
RE: External Interface Specification v1.02

General Comments

pp. 146-147
Notices and Alerts:  It seems are though more detail (structure, XML examples) is needed for the Notices and Alert types depiceted in Figure 113.  When will the detail be available?
pp. 148-149

We still don't have a clear understanding of how intervals will get represented in the Hour tag of the Error message.  What are valid values for the interval on an error.  I'm interested in how hours, minutes and seconds will be represented.  For the example below,  if I submit the following Output Schedule which has invalid data for value1 beginning at 01:10, how does the resulting error message look?                                    
 <OutputSchedule xmlns="http://www.ercot.com/wsdl/nodal/2006-12/mms">

 <startTime>2008-01-01T00:00:00-06:00</startTime>

 <endTime>2008-01-02T00:00:00-06:00</endTime>

 <resource>ResourceXYZ</resource>

 <EnergySchedule>

  <startTime>2008-01-01T00:00:00-06:00</startTime>

  <endTime>2008-01-02T00:00:00-06:00</endTime>

  <TmPoint>

   <time>2008-01-01T00:00:00-06:00</time>

   <value1>200</value1>

  </TmPoint>

  <TmPoint>

   <time>2008-01-01T01:05:00-06:00</time>

   <value1>220</value1>

  </TmPoint>

  <TmPoint>

   <time>2008-01-01T01:10:00-06:00</time>

   <value1>-260</value1>

  </TmPoint>

  <TmPoint>

   <time>2008-01-01T01:15:00-06:00</time>

   <value1>100</value1>

  </TmPoint>

 </EnergySchedule>

</OutputSchedule>
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