Summary of Protocol Revisions

Effective:  May 22, 2009

Section 2:

PRR776 - Automatic MCPE Adjustment During Intervals of Non-Spinning Reserve Service Deployment

This Protocol Revision Request (PRR) adjusts the Market Clearing Price of Energy (MCPE) when the deployment of Non-Spinning Reserve Service (NSRS) occurs to provide accurate prices in Real Time.  Under this proposal, the MCPE will be known in Real Time unless it is less than the combustion turbine proxy cost, which will be established and posted by ERCOT in the Day Ahead.  If the MCPE is less than the combustion turbine proxy cost, it may be adjusted upward ex poste, but the adjusted MCPE will not exceed the proxy. 

Revised Subsection: 2.1 [Unboxed due to effective date.]
Section 4:

PRR776 - Automatic MCPE Adjustment During Intervals of Non-Spinning Reserve Service Deployment

See Section 2 above.
Revised Subsections: 4.1.1, 4.1.2, 4.5.2, 4.10.8, and 4.10.9 [Unboxed due to effective date.]
Section 5:

PRR776 - Automatic MCPE Adjustment During Intervals of Non-Spinning Reserve Service Deployment

See Section 2 above.
Revised Subsection: 5.6.6.2 [Unboxed due to effective date.]
Section 6:

PRR776 - Automatic MCPE Adjustment During Intervals of Non-Spinning Reserve Service Deployment

See Section 2 above.
Revised Subsections: 6.1.5, 6.3.2, 6.5.2, 6.5.5, 6.7.4, 6.8.1.12, and 6.9.5.1 [Unboxed due to effective date.]









PAGE  

