Summary of November 1, 2010

Nodal Operating Guide Revisions

(Effective Upon the Nodal Operating Guide Transition Plan’s Texas Nodal Market Implementation Date as prescribed by zonal Operating Guide Section 1.3.7, Process for Transition to Nodal Operating Guide Sections)

Section 2:

NOGRR041 – Synchronization of Section 2 with Nodal Protocols
This Nodal Operating Guide Revision Request (NOGRR) aligns the Nodal Operating Guide with the Nodal Protocols by adding additional detail to Nodal Operating Guide sections that are referenced in the Nodal Protocols as well as eliminating conflicts and redundancies between the Nodal Operating Guide and Nodal Protocols. 
Revised Subsections:  2.1, 2.2.1, 2.2.2, 2.2.3, 2.2.4, 2.2.4.3, 2.2.5, 2.2.7, 2.2.8, 2.3, 2.3.1, 2.3.1.1, 2.3.1.2, 2.3.2, 2.3.2.1, 2.3.3, 2.5, 2.5.1, 2.6.1, 2.6.2, 2.7.1, 2.7.2, 2.7.3, 2.7.4.1, 2.7.4.2, 2.7.4.3, 2.8, 2.8.1


NOGRR043 – Synchronization with OGRR208, Voltage Ride-Through (VRT) Requirement
This NOGRR relocates generator voltage requirements from Section 6, Disturbance Monitoring and System Protection, to Section 2, System Operation and Control Requirements, and establishes VRT requirements for Wind-powered Generation Resources (WGRs) to synchronize with the zonal Operating Guides.  Clarifications to Resource Entity responsibilities regarding reactive capability and communication of changes have also been made. 
Revised Subsections:  2.9, 2.9.1


NOGRR045 – Synchronization of OGRR219, Time Error Correction
This NOGRR synchronizes the Nodal Operating Guide with Operating Guide Revision Request (OGRR) 219, Time Error Correction, which removes the requirement that ERCOT perform time error corrections for accumulated time errors exceeding five seconds.
Revised Subsection:  2.2.9.1


NOGRR051 – Synchronization with OGRR192 and OGRR238
This NOGRR synchronizes the Nodal Operating Guide with two approved OGRRs, OGRR192, Combustion Turbine Governor Performance Test Forms, and OGRR238, WGR Primary Frequency Response.  This NOGRR also adds new governor performance and WGR primary frequency response testing procedures.
Revised Subsections:  2.2.7, 2.3


NOGRR053 – Synchronization with OGRR226, Generation Resource Response Time Requirement
This NOGRR aligns the Nodal Operating Guide with the zonal Operating Guide by adding language specified for Resource response times for certain directed and automatic actions.
Revised Subsection:  2.2.10

Section 3:


NOGRR042 – Synchronization of Section 3 with Nodal Protocols
This NOGRR aligns the Nodal Operating Guide with the Nodal Protocols by adding additional detail to Nodal Operating Guide sections that are referenced in the Nodal Protocols as well as eliminating conflicts and redundancies between the Nodal Operating Guide and Nodal Protocols. 
Revised Subsections:  3.2, 3.2.1, 3.2.2, 3.2.4, 3.3.1, 3.3.2.2, 3.3.2.3, 3.4, 3.5, 3.6, 3.7, 3.8, 3.9, 3.9.1, 3.9.2, 3.9.3, 3.9.4

NOGRR043 – Synchronization with OGRR208, Voltage Ride-Through (VRT) Requirement
See Section 2 above. 

Revised Subsection:  3.3

Section 4:


NOGRR046 – Synchronization of Sections 4 and 5 with Nodal Protocols
This NOGRR aligns the Nodal Operating Guide with the Nodal Protocols by adding additional detail to Nodal Operating Guide sections that are referenced in the Nodal Protocols as well as eliminating conflicts and redundancies between the Nodal Operating Guide and Nodal Protocols.  

Revised Subsections:  4.1, 4.2, 4.2.3, 4.2.4, 4.3, 4.3.1, 4.5.1, 4.5.3, 4.5.3.2, 4.5.3.3, 4.5.3.4
Section 5:


NOGRR046 – Synchronization of Sections 4 and 5 with Nodal Protocols
See Section 4 above. 

Revised Subsections:  5.1.1, 5.1.2, 5.1.3, 5.2, 5.5, 5.5.1

Section 6:

NOGRR043 – Synchronization with OGRR208, Voltage Ride-Through (VRT) Requirement
See Section 2 above. 

Revised Subsection:  6.2.5.3.6

NOGRR047 – Synchronization of Sections 6 and 7 with Nodal Protocols
This NOGRR aligns the Nodal Operating Guide with the Nodal Protocols by adding additional detail to Nodal Operating Guide sections that are referenced in the Nodal Protocols as well as eliminating conflicts and redundancies between the Nodal Operating Guide and Nodal Protocols. 

Revised Subsections:  6.1.1, 6.1.2.2, 6.1.2.4, 6.1.2.5, 6.1.4, 6.2.1, 6.2.2, 6.2.3, 6.2.5.1.1, 6.2.5.1.2, 6.2.5.1.3, 6.2.5.1.4, 6.2.5.1.5, 6.2.5.2.1, 6.2.5.2.2, 6.2.5.2.3, 6.2.5.2.4, 6.2.5.2.8, 6.2.5.3.1, 6.2.5.3.2, 6.2.5.3.4, 6.2.5.3.5 
Section 7:


NOGRR047 – Synchronization of Sections 6 and 7 with Nodal Protocols

See Section 6 above.  

Revised Subsections:   7.1, 7.3, 7.3.4
Section 8:


NOGRR051 – Synchronization with OGRR192 and OGRR238
See Section 2 above.

Revised Subsection:  Attachment C

Section 9:

NOGRR042 – Synchronization of Section 3 with Nodal Protocols

See Section 2 above. 

Revised Subsection:  9.3.6

NOGRR050 – Resolution of Reporting Issues Related to NPRR219

This NOGRR removes the requirement for ERCOT to produce several reports related to Outage Scheduling from the current Nodal Operating Guide and grey-boxing the requirements until such time ERCOT systems can be modified to include only the Transmission Service Provider’s (TSP’s) Outages in the reports. 

Revised Subsection:  9.2.3 
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