Summary of December 1, 2010

Nodal Protocol Revisions


Section 1:

NPRR209 - Data Posting Changes to Comply with P.U.C. Subst. R. 25.505
This Nodal Protocol Revision Request (NPRR) removes a requirement to post certain State Estimator information that can be used to determine Resource status, which is confidential information as per Public Utility Commission of Texas (PUCT) rules.
Revised Subsection:  1.3.1.1
Section 2:

NPRR256 - Synchronize Nodal Protocols with PRR787, Add Non-Compliance Language to QSE Performance Standards (formerly “Add Violation Language to QSE Performance Standards”)
This NPRR aligns the Nodal Protocols with changes implemented from Protocol Revision Request (PRR) 787, Add Non-Compliance Language to QSE Performance Standards (formerly “Add Violation Language to QSE Performance Standards”), approved by the ERCOT Board on 8/18/09, and addresses the exclusion of Generation Resource Energy Deployment Performance (GREDP) during testing periods.

Revised Subsections:  2.1, 2.2

NPRR258 - Synchronization with PRR824 and PRR833 and Additional Clarifications

This NPRR synchronizes the Nodal Protocols with PRR824, Primary Frequency Response from WGRs, and PRR833, Primary Frequency Response Requirement from Existing WGRs; refines and clarifies the definition of GREDP; moves the definition of Measurable Event to Section 2.1, Definitions; and proposes a definition for Dead Band as defined in Section 6.2.1.4, Definitions, of the zonal Operating Guides.

Revised Subsections:  2.1, 2.2

NPRR265 - MIS Secure Area Posting of Resource Category – As-Built Clarification
This NPRR accounts for the posting of Resource Categories as a secure extract to the Market Information System (MIS) Secure Area in support of calculating Minimum and Maximum Resource Prices in Congestion Revenue Right (CRR) Settlement.  This NPRR also adds a definition for “Resource Category.”
Revised Subsection:  2.1

NPRR269 - Synchronization of PRR830, Reactive Power Capability Requirement
This NPRR synchronizes the Nodal Protocols with PRR830, Reactive Power Capability Requirement, approved by the ERCOT Board on 11/17/2009.  In addition, Nodal Protocol references to Point of Interconnection (POI) are being updated to reflect the defined term where appropriate.

Revised Subsections:  2.1, 2.2

NPRR278 - Emergency Interruptible Load Service (EILS) Modifications to Correct Self-Provision Settlement Equations, to Accommodate Advanced Metering Infrastructure, and other Clarifications
This NPRR proposes several modifications to the Nodal Protocols relating to EILS.  

Revised Subsection:  2.1

Section 3:

NPRR256 - Synchronize Nodal Protocols with PRR787, Add Non-Compliance Language to QSE Performance Standards (formerly “Add Violation Language to QSE Performance Standards”)
See Section 2 above.
Revised Subsections:  3.1.4.6, 3.1.4.8

NPRR258 - Synchronization with PRR824 and PRR833 and Additional Clarifications

See Section 2 above.
Revised Subsection:  3.17.2

NPRR267 - Remove All References to Pseudo Devices (formerly “Allow ERCOT to Manage Operations Model Pseudo Devices”)

See Section 2 above.
Revised Subsection:  3.10.1
NPRR269 - Synchronization of PRR830, Reactive Power Capability Requirement
See Section 2 above.
Revised Subsections:  3.8.2, 3.10.7.3, 3.15, 3.15.1, 3.15.2
NPRR276 - MIS Posting Requirement for the Network Operations Model Load Schedule

This NPRR adds a MIS Public Area posting requirement for the database load schedule.
Revised Subsection:  3.10.1 [grey-boxed effective upon system implementation]

NPRR278 - Emergency Interruptible Load Service (EILS) Modifications to Correct Self-Provision Settlement Equations, to Accommodate Advanced Metering Infrastructure, and other Clarifications
See Section 2 above.
Revised Subsection:  3.14.3 [grey-boxed effective on February 1, 2011]
Section 4:

NPRR286 - DAM Credit – Non-Business Day Processing

This NPRR will allow ERCOT to send Available Credit Limits (ACLs) to Counter-Parties participating in the Day-Ahead Market (DAM) and to send related collateral requests, as needed, on non-Business Days.
Revised Subsection:  4.4.10
Section 5:

NPRR268 - Posting Requirements of Verifiable Costs Documents

This NPRR allows ERCOT to post the Verifiable Cost Manual publicly on the ERCOT website.
Revised Subsection:  5.6.1
Section 6:

NPRR209 - Data Posting Changes to Comply with P.U.C. Subst. R. 25.505
See Section 1 above.
Revised Subsection:  6.5.7.1.13

NPRR257 - Synchronization with Nodal Operating Guide Section 9, Monitoring Programs and Changes to Posting Requirements of Documents Considered CEII (formerly “Synchronization with Nodal Operating Guide Section 9, Monitoring Programs”)

This NPRR grey-boxes multiple sections of the Nodal Protocols to align with Nodal Operating Guide Section 9, Monitoring Programs.  This NPRR also changes the posting requirement for certain Black Start documents which meet the definition of Critical Energy Infrastructure Information (CEII) and removes the requirement for posting Black Start procedures for Resource Entities that have Black Start Agreements with ERCOT since Section 8.1, QSE and Resource Performance Monitoring, is related to performance monitoring.
Revised Subsections:  6.5.7.3, 6.5.9.6 [partially grey-boxed effective upon system implementation]
NPRR258 - Synchronization with PRR824 and PRR833 and Additional Clarifications

See Section 2 above.
Revised Subsections:  6.5.7.6.2.2
NPRR267 - Remove All References to Pseudo Devices (formerly “Allow ERCOT to Manage Operations Model Pseudo Devices”)

See Section 2 above.
Revised Subsection:  6.5.7.1.13

NPRR269 - Synchronization of PRR830, Reactive Power Capability Requirement
See Section 2 above.
Revised Subsection:  6.5.7.7
NPRR277 - Removal of NPRR119 Language for LDL Calculation and Modification to the SCED Ramp Rate Calculation (formerly “Removal of NPRR119 Language for LDL Calculation”)
This NPRR removes changes that were made to the Low Dispatch Limit (LDL) calculation within the Resource Limit Calculator (RLC) as part of NPRR119, Resource Limit Calculator, to ensure that a Resource’s Dispatch limits are calculated taking into consideration the Resource’s current net MW output and ramp rates.  This NPRR also changes the Security-Constrained Economic Dispatch (SCED) Up and Down Ramp Rate calculation (SURAMP and SDRAMP) to reduce the amount of ramp rate that is reserved for Regulation Service.
Revised Subsection:  6.5.7.2
NPRR278 - Emergency Interruptible Load Service (EILS) Modifications to Correct Self-Provision Settlement Equations, to Accommodate Advanced Metering Infrastructure, and other Clarifications
See Section 2 above.
Revised Subsections:  6.6.11.1, 6.6.11.2 [grey-boxed effective on February 1, 2011]
NPRR285 - Generation Resource Base Point Deviation Charge Corrections
This NPRR provides an exception to the Generation Resource Base Point Deviation Charge for any 15-minute Settlement Interval which includes a SCED interval that is less than four minutes in duration.  Additional changes are proposed to Base Point Deviation Charges for over- and under-generation, to be effective upon system implementation.  This NPRR also removes the Base Point Deviation Charge for all Intermittent Renewable Resources (IRRs) until corrections to the Nodal systems can be implemented so that the charge applies to IRRs only when there is clear indication that the Base Point received needs to be followed. 

Revised Subsections:  6.5.5.2, 6.5.7.4, 6.5.7.9, 6.6.5.1, 6.6.5.1.1, 6.6.5.1.2, 6.6.5.2 [partially grey-boxed effective upon system implementation]
Section 7:
NPRR265 - MIS Secure Area Posting of Resource Category – As-Built Clarification
See Section 2 above.
Revised Subsection:  7.9.1.3

NPRR288 - Selection of CRR Load Distribution Factors for Use in CRR Monthly and Annual Auctions

This NPRR allows the CRR Auction process to leverage use of this alternative Load distribution factor for monthly CRR Auctions.  In this manner, the monthly CRR Auction and DAM are more operationally accurate and aligned.
Revised Subsections:  7.3, 7.5.1

Section 8:

NPRR256 - Synchronize Nodal Protocols with PRR787, Add Non-Compliance Language to QSE Performance Standards (formerly “Add Violation Language to QSE Performance Standards”)
See Section 2 above.
Revised Subsections:  8.1.1.1, 8.1.1.4.1 [partially grey-boxed effective upon system implementation]
NPRR257 - Synchronization with Nodal Operating Guide Section 9, Monitoring Programs and Changes to Posting Requirements of Documents Considered CEII (formerly “Synchronization with Nodal Operating Guide Section 9, Monitoring Programs”)

See Section 6 above.
Revised Subsections:  8, 8.1, 8.2, 8.3 [partially grey-boxed effective upon system implementation]
NPRR258 - Synchronization with PRR824 and PRR833 and Additional Clarifications

See Section 2 above.
Revised Subsections:  8.1.1.4.1, 8.1.1.4.2, 8.5, 8.5.1.1, 8.5.1.2, 8.5.1.3, 8.5.2, 8.5.2.1 [partially grey-boxed effective upon system implementation]
NPRR277 - Removal of NPRR119 Language for LDL Calculation and Modification to the SCED Ramp Rate Calculation (formerly “Removal of NPRR119 Language for LDL Calculation”)
See Section 6 above.
Revised Subsection:  8.1.1.4.1

NPRR278 - Emergency Interruptible Load Service (EILS) Modifications to Correct Self-Provision Settlement Equations, to Accommodate Advanced Metering Infrastructure, and other Clarifications
See Section 2 above.
Revised Subsections:  8.1.3.1, 8.1.3.2, 8.1.3.3, 8.1.3.3.1 [grey-boxed effective on February 1, 2011]
Section 10:
NPRR269 - Synchronization of PRR830, Reactive Power Capability Requirement
See Section 2 above.
Revised Subsections:  10.3.2.2, 10.3.2.3

NPRR270 - Defining the Variable Used in the Wind Generation Formula

This NPRR inserts variable definitions for the wind adjust formula in the grey-boxed language for Section 11.4.4.2, Load Reduction for Excess PhotoVoltaic Distributed Renewable Generation; and changes references of Transmission and/or Distribution Service Provider (TDSP) to Distribution Service Provider (DSP) where appropriate in Section 10.2.2, TSP and DSP Metered Entities.
Revised Subsection:  10.2.2

Section 11:
NPRR269 - Synchronization of PRR830, Reactive Power Capability Requirement
See Section 2 above.
Revised Subsection:  11.1.5

NPRR270 - Defining the Variable Used in the Wind Generation Formula

See Section 10 above.
Revised Subsections:  11.4.4.2, 11.4.4.3

NPRR271 - Synchronization to PRR850, Weather Responsiveness Determination for Interval Data Recorders

This NPRR aligns the Nodal Protocols with zonal Protocols by adding language that limits the applicability of the weather responsiveness test to Interval Data Recorder (IDR) Meters.
Revised Subsections:  11.4.3, 11.4.3.1

Section 16:
NPRR266 - Installed Capacity of Unregistered Distributed Generation (DG)

This NPRR clarifies that only the capacity of unregistered Distributed Generation (DG) Resources is totaled for the determination that the DG registration threshold must be lowered.
Revised Subsection:  16.5

NPRR286 - DAM Credit – Non-Business Day Processing

See Section 4 above.
Revised Subsections:  16.11.4.1, 16.11.4.3, 16.11.4.4, 16.11.4.5, 16.11.4.6.2, 16.11.4.7, 16.11.5

Administrative Changes:
The following sections were grey-boxed as they are not effective until 2/1/11 based on the Nodal Protocol Transition Plan.  

Revised Subsections:  3.14.3, 6.6.11.1, 6.6.11.2, 8.1.3.1, 8.1.3.2, 8.1.3.3, 8.1.3.3.1, 9.14.5 [grey-boxed effective on February 1, 2011]
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