Nodal Protocol Revision Request


	NPRR Number
	
	NPRR Title
	Actual Load Report Data 

	Date Posted
	

	
	

	Requested Resolution (Normal or Urgent, and justification for Urgent status)
	Normal

	Nodal Protocol Section(s) Requiring Revision 

(Include Section No. and Title)
	6.3.2

	Revision Description
	New report for actual load by weather and forecast zone

	Reason for Revision
	

	Credit Implications 

(Yes or No, and summary of impact)
	No


	Business Case


Business Case instructions:  To allow for comprehensive NPRR consideration, please fill out the Business Case section below and provide as much detailed information as possible.  Wherever possible, please include reasons, explanations, and cost benefit calculation pertaining to the NPRR.  Insert additional rows as needed.

	Business Case
	1
	Describe qualitative benefits 
· Examples:  regulatory requirement, data transparency enhancement, etc.) 

	
	2
	Explain in detail possible benefit calculations to support quantifiable benefits 
· Example:  change is expected to save 50 market participants 25 hours/week at $65/hour) 

	
	3
	Comment on impacts to market segments 
· Example:  potential positive impact to consumer segment in the form of lower energy prices

	
	4
	   

	
	5
	


	Sponsor

	Name
	Jackie Ashbaugh on behalf of MISUG

	E-mail Address
	JAshbaugh@ercot.com

	Company
	ERCOT

	Phone Number
	(512) 248-3937

	Cell Number
	

	Market Segment
	


	Market Rules Staff Contact

	Name
	

	E-Mail Address
	

	Phone Number
	


	Proposed Protocol Language Revision


Please remember the following:

· Use the most current version of the Protocol language, which is available on the ERCOT website.

· Show original Protocol baseline language in black.  

· Present the entire titled Section or subsection as the baseline, not just the paragraph(s) subject to revision.

· Make all revisions in redlined format, using the “Track Changes” feature.  Be sure to change the user/author name to the appropriate individual or company name.  Do NOT show revisions by changing font color or font strikethrough.

· Use the “Comment” feature when inserting non-Protocol language comments (like questions) into Protocol language.

· Ensure that proposed changes are reflected in both boxed and unboxed Sections, if appropriate.  
Insert proposed Protocol language here.
6.3.2
Activities for Real-Time Operations

(1)
Activities for Real-Time operations begin at the end of the Adjustment Period and conclude at the close of the Operating Hour.

(2)
The following table summarizes the timeline for the Operating Period and the activities of QSEs and ERCOT during Real-Time operations where “T” represents any instant within the Operating Hour.  The table is intended to be only a general guide and not controlling language, and any conflict between this table and another section of the Protocols is controlled by the other section:

	Operating Period
	QSE Activities
	ERCOT Activities

	During the first hour of the Operating Period 
	
	Execute the Hour-Ahead Sequence, including HRUC, beginning with the second hour of the Operating Period

Review and communicate HRUC commitments

Snapshot the Scheduled Power Consumption for Controllable Load Resources



	Before the start of each SCED run
	Update Output Schedules for DSRs


	Validate Output Schedules for DSRs

Execute Real-Time Sequence



	SCED run
	
	Execute SCED



	During the Operating Hour
	Telemeter the Ancillary Service Resource Responsibility for each Resource

Acknowledge receipt of Dispatch Instructions

Comply with Dispatch Instruction

Review Resource Status to assure current state of the Resources is properly telemetered

Update COP with actual Resource Status and limits and Ancillary Service Schedules 

Communicate Resource Forced Outages to ERCOT 

Communicate to ERCOT Resource changes to Ancillary Service Resource Responsibility via telemetry in the time window beginning 30 seconds prior to the five-minute clock interval and ending ten seconds prior to that five-minute clock interval
	Communicate all Base Points, Dispatch Instructions and LMPs for energy and Ancillary Services using Inter-Control Center Communications Protocol (ICCP) or Verbal Dispatch Instructions (VDIs)

Monitor Resource Status and identify discrepancies between COP and telemetered Resource Status

Restart Real-Time Sequence on major change of Resource or Transmission Element Status

Monitor ERCOT total system capacity providing Ancillary Services 
Validate COP information

Monitor ERCOT control performance

Distribute by ICCP, and post to the MIS Public Area, the LMPs created by each SCED process for each Resource Node. These prices shall be posted immediately subsequent to deployment of Base Points from SCED with the time stamp the prices are effective

Post Hub LMP, Load Zone LMP, and LMPs for each Electrical Bus via the MIS Public Area.  These prices shall be posted immediately subsequent to deployment of Base Points from SCED with the time stamp the prices are effective

Post each hour on the MIS Public Area SCED Shadow Prices and active binding transmission constraints by Transmission Element name (contingency /overloaded element pairs) 

Post the Settlement Point Prices for each Settlement Point immediately following the end of each Settlement Interval  

Post parameters as required by Section 6.4.8, Ancillary Services Capacity During the Adjustment Period and in Real-Time, to the MIS Public Area


(3)
At the beginning of each hour, ERCOT shall post on the MIS Public Area the following information:

(a)
Changes in ERCOT System conditions that could affect the security and dynamic transmission limits of the ERCOT System, including:

(i)
Changes or expected changes, in the status of Transmission Facilities as recorded in the Outage Scheduler for the remaining hours of the current Operating Day and all hours of the next Operating Day; and

(ii)
Any conditions such as adverse weather conditions as determined from the ERCOT-designated weather service;

(b)
Updated system-wide Load forecasts;

(c)
The quantities of Reliability Must-Run (RMR) Services deployed by ERCOT for each previous hour of the current Operating Day;

(d)
Total ERCOT System Demand, from Real-Time operations, integrated over each Settlement Interval; and 

(e)
Updated Electrical Bus Load distribution factors and other information necessary to forecast Electrical Bus Loads for each hour of the current Operating Day and all hours of the next Operating Day.

(f)
Hourly integrated ERCOT actual load by weather zone and Hourly Integrated actual load by forecast zone.
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