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	NPRR Number
	429
	NPRR Title
	HASL Offset Provision

	Timeline
	Normal 
	Action
	Tabled. 

	Date of Decision
	December 15, 2011

	Proposed Effective Date
	To be determined.

	Priority and Rank Assigned
	To be determined.

	Nodal Protocol Sections Requiring Revision
	2.1, Definitions

3.9, Current Operating Plan (COP) 

3.9.1, Current Operating Plan (COP) Criteria

6.5.7.2, Resource Limit Calculator

	Revision Description
	This Nodal Protocol Revision Request (NPRR) creates a High Ancillary Service Limit (HASL) Offset option that allows Qualified Scheduling Entities (QSEs) to move their HASL to a lower MW value if desired.  The HASL Offset is added to other Ancillary Services being provided by the Resource to develop the HASL change.

	Reason for Revision
	Currently the HASL calculation is performed by ERCOT and may require the Resource to operate in an undesirable range.  The only current method of correcting this is to artificially move the High Sustained Limit (HSL) of the Resource down.  The HSL change artificially limits the quantity of Responsive Reserve (RRS) the Resource can provide.  This offset will allow the QSE to reflect an accurate HSL and still operate the Resource in a desirable range.

	Credit Impacts
	To be determined. 

	Procedural History
	· On 11/22/11, NPRR429 was posted. 

· On 12/15/11, PRS considered NPRR429. 

	PRS Decision 
	On 12/15/11, PRS voted to table NPRR429 for one month. There was one abstention from the Independent Power Marketer (IPM) Market Segment.   All Market Segments were present for the vote.

	Summary of PRS Discussion
	On 12/15/11, the sponsor of NPRR429 stated that the intent of NPRR429 is to allow QSEs to adjust a Resource’s HASL down manually by putting in an offset to account for momentary Resource stops during transition periods.  ERCOT requested additional time to review NPRR429 and address compliance concerns and system impacts. 


	Business Case

	Business Case
	1
	· Change will allow QSEs to operate their Resources in desirable ranges while still providing the maximum RRS capability from the Resource. 

	
	2
	· Change will increase competitiveness of the RRS market by decreasing limitations on units providing the service. 

	
	3
	· Potential positive impact on consumers by lowering RRS prices.

	
	4
	· An average reduction of $0.01 in RRS service represents a savings of $201,480 annually.

	
	5
	


	Sponsor

	Name
	Clayton Greer

	E-mail Address
	Clayton.greer@morganstanley.com

	Company
	Morgan Stanley

	Phone Number
	512-497-2986

	Cell Number
	

	Market Segment
	IPM


	Market Rules Staff Contact

	Name
	 Sonja B. Mingo 

	E-Mail Address
	smingo@ercot.com

	Phone Number
	512-248-6463


	Comments Received

	Comment Author
	Comment Summary

	None. 
	


	Proposed Protocol Language Revision


2.1
DEFINITIONS
High Ancillary Service Limit (HASL) Offset

A MW value entered by a QSE to lower the ERCOT-calculated HASL value to a desired level.  The HASL Offset is applied as described in Section 6.5.7.2.
3.9
Current Operating Plan (COP) 

(1)
Each Qualified Scheduling Entity (QSE) that represents a Resource must submit a Current Operating Plan (COP) under this Section. 

(2)
ERCOT shall use the information provided in the COP to calculate the High Ancillary Service Limit (HASL) and Low Ancillary Service Limit (LASL) for each Resource for the Reliability Unit Commitment (RUC) processes.  The QSE may provide a HASL Offset value to lower the ERCOT-calculated HASL, if desired.
(3)
ERCOT shall monitor the accuracy of each QSE’s COP as outlined in Section 8, Performance Monitoring.  

(4)
A QSE must notify ERCOT that it plans to have a Resource On-Line by means of the COP using the Resource Status codes listed in Section 3.9.1, Current Operating Plan (COP) Criteria, paragraph (4)(b)(i).  The QSE must show the Resource as On-Line with a Status of “ONRUC,” indicating a RUC process committed the Resource for all RUC-Committed Intervals.  A QSE may only use a RUC-committed Resource during that Resource’s RUC-Committed Interval to meet the QSE’s Ancillary Service Supply Responsibility if the Resource has been committed by the RUC process to provide Ancillary Service.

(5)
To reflect changes to a Resource’s capability, each QSE shall report by exception, changes to the COP for all hours after the Operating Period through the rest of the Operating Day.  

(6)
When a QSE updates its COP to show changes in Resource status, the QSE shall update for each On-Line Resource, either an Energy Offer Curve under Section 4.4.9, Energy Offers and Bids, or Output Schedule under Section 6.4.2, Output Schedules.  

(7)
Each QSE, including QSEs representing Reliability Must-Run (RMR) Units or Black Start Resources, shall submit a revised COP reflecting changes in Resource availability as soon as reasonably practicable, but in no event later than 60 minutes after the event that caused the change.

(8)
Each QSE representing a Qualifying Facility (QF) must submit a Low Sustained Limit (LSL) that represents the minimum energy available, in MW, from the unit for economic dispatch based on the minimum stable steam delivery to the thermal host plus a justifiable reliability margin that accounts for changes in ambient conditions.  

3.9.1
Current Operating Plan (COP) Criteria

(1)
Each QSE that represents a Resource must submit a COP to ERCOT that reflects expected operating conditions for each Resource for each hour in the next seven Operating Days.

(2)
Each QSE that represents a Resource shall update its COP reflecting changes in availability of any Resource as soon as reasonably practicable, but in no event later than 60 minutes after the event that caused the change. 

(3)
The Resource capacity in a QSE’s COP must be sufficient to supply the Ancillary Service Supply Responsibility of that QSE. 

(4)
A COP must include the following for each Resource represented by the QSE:

(a)
The name of the Resource;

(b)
The expected Resource Status:

(i)
Select one of the following for Generation Resources synchronized to the ERCOT System that best describes the Resource’s status:

	[NPRR348:  Replace paragraph (4)(b)(i) above with the following upon system implementation:]
(i)
Select one of the following for Generation Resources synchronized to the ERCOT System that best describes the Resource’s status.  These Resource Statuses are to be used for COP and/or Real-Time telemetry purposes.


(A)
ONRUC – On-Line and the hour is a RUC-Committed Hour;

(B)
ONREG – On-Line Resource with Energy Offer Curve providing Regulation Service;

(C)
ON – On-Line Resource with Energy Offer Curve or Off-Line Quick Start Generation Resource (QSGR) available for Security-Constrained Economic Dispatch (SCED) Dispatch;

	[NPRR272: Replace paragraph (4)(b)(i)(C) above with the following upon system implementation:]
(C)
ON – On-Line Resource with Energy Offer Curve; 


(D)
ONDSR – On-Line Dynamically Scheduled Resource (DSR);

(E)
ONOS – On-Line Resource with Output Schedule;

(F)
ONOSREG – On-Line Resource with Output Schedule providing Regulation Service;

(G)
ONDSRREG – On-Line DSR providing Regulation Service;

(H)
ONTEST – On-Line blocked from SCED or performing an operations test or a Resource is in start-up or shut down sequence;

	[NPRR348: Replace paragraph (4)(b)(i)(H) above with the following upon system implementation:]
(H)
ONTEST – On-Line blocked from SCED for operations testing;


(I)
ONEMR – On-Line EMR (available for commitment or dispatch only for ERCOT-declared Emergency Conditions; the QSE may appropriately set LSL and High Sustained Limit (HSL) to reflect operating limits); and

(J)
ONRR – On-Line as a synchronous condenser (hydro) providing Responsive Reserve (RRS) but unavailable for Dispatch by SCED and available for commitment by RUC;

	[NPRR348: Insert paragraphs (4)(b)(i)(K) and (4)(b)(i)(L) below upon system implementation:]
(K)
SHUTDOWN – The Resource is On-Line and in a shut down sequence, and has no Ancillary Service Obligations.  This Resource Status is only to be used for Real-Time telemetry purposes;

(L)
STARTUP – The Resource is On-Line and in a start-up sequence and has no Ancillary Service Obligations.  This Resource Status is only to be used for Real-Time telemetry purposes;


	[NPRR272: Insert paragraph (4)(b)(i)(M) upon system implementation:]
(M)
OFFQS – Off-Line but available for SCED deployment.  Only qualified QSGRs may utilize this status.  


(ii)
Select one of the following for Off-Line Generation Resources not synchronized to the ERCOT System that best describes the Resource’s status:

	[NPRR348: Replace paragraph (4)(b)(ii) above with the following upon system implementation:]
(ii)
Select one of the following for Off-Line Generation Resources not synchronized to the ERCOT System that best describes the Resource’s status.  These Resource Statuses are to be used for COP and/or Real-Time telemetry purposes.


(A)
OUT – Off-Line and unavailable;

(B)
OFFNS – Off-Line but reserved for Non-Spinning Reserve (Non-Spin);

(C)
OFF – Off-Line but available for commitment in the Day-Ahead Market (DAM) and RUC; and

(D)
EMR – Available for commitment only for ERCOT-declared Emergency Condition events; the QSE may appropriately set LSL and HSL to reflect operating limits; and

(iii)
Select one of the following for Load Resources:

	[NPRR348: Replace paragraph (4)(b)(iii) above with the following upon system implementation:]
(iii)
Select one of the following for Load Resources.  These Resource Statuses are to be used for COP and/or Real-Time telemetry purposes.


(A)
ONRGL – Available for Dispatch of Regulation Service; 

(B)
ONRRCLR – Available for Dispatch of RRS Service as a Controllable Load Resource;

(C)
ONRL – Available for Dispatch of RRS Service or Non-Spin, excluding Controllable Load Resources; and

(D)
OUTL – Not available;

(c)
The HSL;

(d)
The LSL;

(e)
The High Emergency Limit (HEL);

(f)
The Low Emergency Limit (LEL); 
(g)
Ancillary Service Resource Responsibility capacity in MW for:

(i)
Regulation Up (Reg-Up);

(ii)
Regulation Down (Reg-Down);

(iii)
RRS Service; and

(iv)
Non-Spin; and
(h)
HASL Offset capacity in MW. 
(5)
For Combined Cycle Generation Resources, the above items are required for each operating configuration.  In each hour only one Combined Cycle Generation Resource in a Combined Cycle Train may be assigned one of the On-Line Resource Status codes described above.
(a)
During a RUC study period, if a QSE’s COP reports multiple Combined Cycle Generation Resources in a Combined Cycle Train to be On-Line for any hour, then until the QSE corrects its COP, the On-Line Combined Cycle Generation Resource with the largest HSL is considered to be On-Line and all other Combined Cycle Generation Resources in the Combined Cycle Train are considered to be Off-Line.  Furthermore, until the QSE corrects its COP, the Off-Line Combined Cycle Generation Resources as designated through the application of this process are ineligible for RUC commitment or de-commitment Dispatch Instructions.
(b)
For any hour in which QSE-submitted COP entries are used to determine the initial state of a Combined Cycle Generation Resource for a DAM or Day-Ahead Reliability Unit Commitment (DRUC) study and the COP shows multiple Combined-Cycle Generation Resources in a Combined Cycle Train to be in an On-line Resource Status, then until the QSE corrects its COP, the On-Line Combined Cycle Generation Resource that has been On-Line for the longest time from the last recorded start by ERCOT systems, regardless of the reason for the start, combined with the COP Resource Status for the remaining hours of the current Operating Day, is considered to be On-Line at the start of the DRUC study period and all other COP-designated Combined Cycle Generation Resources in the Combined Cycle Train are considered to be Off-Line.

(c)
ERCOT systems shall allow only one Combined Cycle Generation Resource in a Combined Cycle Train to offer Off-Line Non-Spin in the DAM or Supplemental Ancillary Services Market (SASM).

(i)
If there are multiple Non-Spin offers from different Combined Cycle Generation Resources in a Combined Cycle Train, then prior to execution of the DAM, ERCOT shall select the Non-Spin offer from the Combined Cycle Generation Resource with the highest HSL for consideration in the DAM and ignore the other offers. 

(ii)
Combined Cycle Generation Resources offering Off-Line Non-Spin must be able to transition from the shutdown state to the offered Combined Cycle Generation Resource On-Line state and be capable of ramping to the full amount of the Non-Spin offered. 
(d)
The DAM and RUC shall honor the registered hot, intermediate or cold Startup Costs for each Combined Cycle Generation Resource registered in a Combined Cycle Train when determining the transition costs for a Combined Cycle Generation Resource.  In the DAM and RUC, the Startup Cost for a Combined Cycle Generation Resource shall be determined by the positive transition cost from the On-Line Combined Cycle Generation Resource within the Combine Cycle Train or from a shutdown condition, whichever ERCOT determines to be appropriate.

(6)
ERCOT may accept COPs only from QSEs.

(7)
For the first 48 hours of the COP, a QSE representing a Wind-powered Generation Resource (WGR) must enter an HSL value that is less than or equal to the amount for that Resource from the most recent Short-Term Wind Power Forecast (STWPF) provided by ERCOT.  

(8)
For hours 49 to 168 of the COP, a QSE representing a WGR shall enter an HSL value equal to their best estimate, which may be based on the wind power profile as published on the ERCOT website.

(9)
A QSE representing a Generation Resource that is not actively providing Ancillary Services may only use a Resource Status of ONTEST to indicate to ERCOT in the COP and through telemetry that the Resource is operating in a start-up or shut-down sequence and is being manually dispatched by the QSE or to indicate the Generation Resource is performing a test of its operations either manually dispatched by the QSE or by ERCOT as part of the test.

	[NPRR348: Replace paragraph (9) above with the following upon system implementation:]
(9)
A QSE representing a Generation Resource that is not actively providing Ancillary Services may only use a Resource Status of SHUTDOWN to indicate to ERCOT through telemetry that the Resource is operating in a shut-down sequence or a Resource Status of ONTEST to indicate in the COP and through telemetry that the Generation Resource is performing a test of its operations either manually dispatched by the QSE or by ERCOT as part of the test.  A QSE representing a Generation Resource that is not actively providing Ancillary Services may only use a Resource Status of STARTUP to indicate to ERCOT through telemetry that the Resource is operating in a start-up sequence requiring manual control and is not available for Dispatch.


(10)
If a QSE has not  submitted a valid COP for any Generation Resource for any hour in the DAM or RUC Study Period, then the Generation Resource is considered to have a Resource Status as OUT thus not available for DAM awards or RUC commitments for those hours. 
(11)
If a COP is not available for any Resource for any hour from the current hour to the start  of the DAM period or RUC study, then the Resource Status for those hours are considered equal to the last known Resource Status from a previous hour’s COP or from telemetry as appropriate for that Resource.
6.5.7.2
Resource Limit Calculator

(1)
ERCOT shall calculate the HASL, LASL, SURAMP, SDRAMP, HDL and LDL within four seconds after a change of the Resource-specific attributes provided as part of the QSE’s SCADA telemetry under Section 6.5.5.2, Operational Data Requirements.  The formulas described below define which Resource-specific attributes must be used to calculate each Resource limit.  The Resource limits are used as inputs into both the SCED process and the Ancillary Service Capacity Monitor as described in Section 6.5.7.6, Load Frequency Control.  These Resource limits help ensure that the deployments produced by the SCED and Load Frequency Control (LFC) processes will respect the commitment of a Resource to provide Ancillary Services as well as individual Resource physical limitations.

(2)
The figures below illustrate how the Resource Limit Calculator determines the Resource limits for Generation and Load Resources:

Generation Resources:


Load Resources:


(3)
For Generation Resources, HASL is calculated as follows:

HASL
=
Max (LASL, (HSLTELEM – (RRSTELEM + RUSTELEM + NSRSTELEM + HOTELEM)))

	Variable
	Description

	HASL
	High Ancillary Service Limit

	HSLTELEM
	High Sustained Limit provided via telemetry – per Section 6.5.5.2 

	LASL
	Low Ancillary Service Limit

	RRSTELEM
	Responsive Reserve Ancillary Service Schedule provided by telemetry 

	RUSTELEM
	Reg-Up Ancillary Service Resource Responsibility designation provided by telemetry

	NSRSTELEM
	Non-Spin Ancillary Service Schedule provided via telemetry

	HOTELEM
	HASL Offset provided via telemetry


(4)
For Generation Resources, LASL is calculated as follows:

LASL
=
LSLTELEM + RDSTELEM

	Variable
	Description

	LASL
	Low Ancillary Service Limit

	LSLTELEM
	Low Sustained Limit provided via telemetry 

	RDSTELEM
	Reg-Down Ancillary Service Resource Responsibility designation provided by telemetry 


(5)
For each Generation Resource, the SURAMP is calculated as follows:

SURAMP
=
RAMPRATE – (RUSTELEM * REGP / 5)

	Variable
	Description

	SURAMP
	SCED up ramp rate 

	RAMPRATE
	Normal Ramp Rate, as telemetered by the QSE, when RRS is not deployed or when the subject Resource is not providing RRS

Emergency Ramp Rate, as telemetered by the QSE, for Resources deploying RRS

	RUSTELEM
	Reg-Up Ancillary Service Resource Responsibility designation provided by telemetry

	REGP
	Percentage of Regulation Service for which ramp rate will be reserved in Real-Time.  The value will be between one and zero. Market Participants will be notified of the change in this value


(6)
For each Generation Resource, the SDRAMP is calculated as follows:

SDRAMP
=
NORMRAMP – (RDSTELEM * REGP / 5)

	Variable
	Description

	SDRAMP
	SCED down ramp rate

	NORMRAMP
	Normal Ramp Rate, as telemetered by the QSE 

	RDSTELEM
	Reg-Down Ancillary Service Resource Responsibility designation by Resource provided via telemetry 

	REGP
	Percentage of Regulation Service for which ramp rate will be reserved in Real-Time.  The value will be between one and zero. Market Participants will be notified of the change in this value


(7)
For Generation Resources, HDL is calculated as follows:

HDL
=
Min (POWERTELEM + (SURAMP * 5), HASL)

	Variable
	Description

	HDL
	High Dispatch Limit

	POWERTELEM
	Gross or net real power provided via telemetry 

	SURAMP
	SCED up ramp rate 

	HASL
	High Ancillary Service Limit – definition provided in Section 2, Definitions and Acronyms


(8)
For Generation Resources, LDL is calculated as follows:

LDL
=
Max (POWERTELEM - (SDRAMP * 5), LASL)

	Variable
	Description

	LDL
	Low Dispatch Limit

	POWERTELEM
	Gross or net real power provided via telemetry 

	SDRAMP
	SCED down ramp rate 

	LASL
	Low Ancillary Service Limit – definition provided in Section 2


	[NPRR348:  Replace paragraphs (7) and (8) above with the following upon system implementation:]
(7)
For Generation Resources, HDL is calculated as follows:

(a)
If the telemetered Resource Status is SHUTDOWN, then

HDL
=
POWERTELEM – (SDRAMP * 5)

(b)
If the telemetered Resource Status is any status code specified in item (4)(b)(i) of Section 3.9.1, Current Operating Plan (COP) Criteria, other than SHUTDOWN, then
HDL
=
Min (POWERTELEM + (SURAMP * 5), HASL)

Variable

Description

HDL
High Dispatch Limit
POWERTELEM

Gross or net real power provided via telemetry 

SURAMP

SCED up ramp rate 

SDRAMP

SCED down ramp rate

HASL

High Ancillary Service Limit – definition provided in Section 2, Definitions and Acronyms


(8)
For Generation Resources, LDL is calculated as follows:

(a)
If the telemetered Resource Status is STARTUP, then

LDL
=
POWERTELEM + (SURAMP * 5)

(b)
If the telemetered Resource Status is any status code specified in item (4)(b)(i) of Section 3.9.1 other than STARTUP, then

LDL
=
Max (POWERTELEM - (SDRAMP * 5), LASL)


Variable

Description

LDL

Low Dispatch Limit
POWERTELEM

Gross or net real power provided via telemetry 

SDRAMP

SCED down ramp rate 

LASL

Low Ancillary Service Limit – definition provided in Section 2




(9)
For Load Resources, HASL is calculated as follows:

HASL
=
Max (LPCTELEM, (MPCTELEM – RDSTELEM))

	Variable
	Description

	HASL
	High Ancillary Service Limit

	LPCTELEM
	Low Power Consumption provided via telemetry 

	MPCTELEM
	Maximal Power Consumption provided via telemetry 

	RDSTELEM
	Reg-Down Ancillary Service Resource Responsibility designation provided by telemetry 


(10)
For Load Resources, LASL is calculated as follows:

LASL
=
Min (HASL, (LPCTELEM + (RRSTELEM + RUSTELEM + NSRSTELEM)))

	Variable
	Description

	LASL
	Low Ancillary Service Limit

	HASL
	High Ancillary Service Limit

	LPCTELEM
	Low Power Consumption provided via telemetry 

	RRSTELEM
	Responsive Reserve Ancillary Service Schedule provided by telemetry 

	RUSTELEM
	Reg-Up Ancillary Service Resource Responsibility designation provided by telemetry

	NSRSTELEM
	Non-Spin Ancillary Service Schedule provided via telemetry
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