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	Comments


ERCOT submits these comments to propose alternate implementation language in Section 3.2.3, System Adequacy Reports, which will simplify the reporting requirements and reduces implementation costs, while increasing the frequency and reporting window of the report.  These comments:
· Create a single, hourly report each hour for next 168-hours in alignment with other Short-Term System Adequacy Reporting 

· Provide a snapshot of MWs on Outage based on Resources’ current Seasonal High Sustained Limit (HSL) as the reference point for lost capacity from Outage and is sourced from the Outage Scheduler’s approved and accepted Resource Outages.
· “Derate” is not a defined term and is removed but conceptually will be captured in this new report.  Resources submit “Outages” to report the derating of equipment.  So a 500MW Resource with an outage reflecting the reduced capability to 400MW will be captured as 100MW Outage (amount of capacity below the Seasonal High Sustained Limit).

· Mothballed Outages will be excluded

· Worth noting, but language is silent, that PUN Resource Outages will be reported similarly to all other outages in the system-wide total.
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	NPRR Number
	479
	NPRR Title
	 Hourly Reporting of Resource Outaged Capacity

	Nodal Protocol Section Requiring Revision
	3.2.3, System Adequacy Reports
4.2.3.1, Posting Public Forecasted ERCOT System Conditions


	Revised Proposed Protocol Language


4.2.3.1
Posting Public Forecasted ERCOT System Conditions

No later than 0600 in the Day-Ahead, ERCOT shall post on the MIS Public Area, and make available for download, the following information for the Operating Day:

(a)
Weather assumptions used by ERCOT to forecast ERCOT System conditions and used in the Dynamic Rating Processor;  

(b)
ERCOT System, Weather Zone, and Load Zone Load forecasts for the next seven days, by hour, and a message on update indicating any changes to the forecasts by means of the Messaging System;

(c)
A current list of all Settlement Points that may be used for market processes and transactions;  

(d)
A mapping of Settlement Points to Electrical Buses in the Network Operations Model;

(e)
A list of transmission constraints that have a high probability of binding in the Security-Constrained Economic Dispatch (SCED) or DAM; and

(f)
Load forecast distribution factors from which Market Participants can calculate Load at the Electrical Bus level by hour for the next seven days.

	[NPRR456:  Insert item (g) below upon system implementation:]

(g)
A mapping of any Electrical Bus to another Electrical Bus for purposes of heuristic pricing as described in paragraph (9) of Section 4.5.1, DAM Clearing Process, and Section 6.6.1, Real-Time Settlement Point Prices.









3.2.3
System Adequacy Reports

(1)
ERCOT shall publish system adequacy reports to assess the adequacy of Resources and Transmission Facilities to meet the projected Demand.  ERCOT shall provide reports on a system-wide basis and by Forecast Zone, where applicable. 
(2)
ERCOT shall generate and post a “Medium-Term System Adequacy Report” on the MIS Secure Area.  ERCOT shall update the report monthly using the latest aggregate Generation Resource capacity and Load Resource capacity.  The data will be provided for each week, starting with the second week, of a rolling 36-month period.  The Medium-Term System Adequacy Report will provide:

(a)
Generation Resource capacity at the time of forecasted weekly peak Demand;

(b)
Load Resource capacity at the time of the forecasted weekly peak Demand;

(c)
Weekly peak forecast Demand described in Section 3.2.2, Demand Forecasts;

(d)
Calculated system reserve, highlighting any deficiency hours, that excludes Load Resource capacity;

(e)
Calculated system reserve, highlighting any deficiency hours, that includes Load Resource capacity shown as a reduction in forecast Demand;

(f)
Ancillary Service requirements; and

(g)
Transmission constraints that have a high probability of being binding in the Security-Constrained Economic Dispatch (SCED) or Day-Ahead Market (DAM) given the forecasted system conditions for each week excluding the effects of any transmission or Resource Outages. 

(3)
ERCOT shall generate and post a “Short-Term System Adequacy Report” on the MIS Public Area.  ERCOT shall update this report hourly following updates to the Seven-Day Load Forecast and on detection of a change to Resource Status that changes the availability of a Resource.  The Short-Term System Adequacy Report will provide:

(a)
For Generation Resources, the available On-Line Resource capacity for each hour, using the COP for the first seven days;
(b)
ERCOT shall post a total system-wide capacity of Resource Outages as reflected in the Outage Scheduler that are accepted or approved.  The Resource Outage capacity amount shall be based from each Resource’s current Seasonal High Sustained Limit (HSL) and posted each hour for the top of each Operating Hour for the next 168 hours.  The information provided by ERCOT shall be aggregated on a system-wide basis separating Intermittent Renewable Resources (IRRs) from other Resources, and shall include no specific Resource information, and will exclude Outages related to Mothballed Generation Resources;
(c)
For Load Resources, the available capacity for each hour using the COP;

(d)
Forecast Demand for each hour described in Section 3.2.2;

(e)
Ancillary Service requirements for the Operating Day and subsequent days; and

(f)
Transmission constraints that have a high probability of being binding in SCED or DAM given the forecasted system conditions for each week including the effects of any transmission or Resource Outages.  The binding constraints may not be updated every hour.
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