Summary of Nodal Protocol Revisions

Effective:  December 1, 2012

Section 2:
NPRR425 - Creation of a WGR Group for GREDP and Base Point Deviation Evaluation and Mixing Turbine Types Within a WGR (formerly “Creation of a WGR Group for GREDP and Base Point Deviation Evaluation”)
This Nodal Protocol Revision Request (NPRR) provides that Wind-powered Generation Resources (WGRs) meeting registration requirements will be evaluated for Generation Resource Energy Deployment Performance (GREDP) and Base Point Deviation as groups of WGRs rather than individual WGRs; and permits multiple wind turbine models or sizes to be combined in a single WGR if certain criteria are met.  
Revised Subsection:  2.1 [partially effective upon manual workaround and system implementation]
NPRR467 - Balancing Account Resettlement Due to DAM Resettlement
This NPRR provides a resettlement of the Congestion Revenue Right (CRR) Balancing Account (CRRBA) due to any changes in a Day-Ahead Market (DAM) resettlement that impacts the CRRBA amount.  
Revised Subsection:  2.2 

Section 3:
NPRR425 - Creation of a WGR Group for GREDP and Base Point Deviation Evaluation and Mixing Turbine Types Within a WGR (formerly “Creation of a WGR Group for GREDP and Base Point Deviation Evaluation”)
See Section 2 above.
Revised Subsection:  3.10.7.2 [partially effective upon implementation of a manual workaround]

NPRR465 – Transmission Planning Analysis to Minimize the Need for RMR Units
The NPRR modifies provisions that relate to Reliability Must-Run (RMR) analysis to require that transmission planning analysis is performed to ensure reliability while minimizing the need for RMR Units.  
Revised Subsections:  3.14.1, 3.14.1.2

Section 4:
NPRR485 – Clarification for Fuel Adder Provisions
This NPRR provides for consistent application of the fuel adder that is meant to compensate Resources for the actual cost of transporting and purchasing fuel on the spot market across Mitigated Offer Caps and Reliability Unit Commitment (RUC) instructions, as well as allow for Resource-specific verifiable costs to be submitted and verified by ERCOT; and points to the Verifiable Cost Manual for the methodology used to verify those costs, and to define the methodologies used to account for the fuel costs above the Houston Ship Channel price.  
Revised Subsection:  4.4.9.4.1

Section 5:
NPRR485 – Clarification for Fuel Adder Provisions
See Section 4 above.
Revised Subsections:  5.6.1.1, 5.6.1.2
Section 6:
NPRR425 - Creation of a WGR Group for GREDP and Base Point Deviation Evaluation and Mixing Turbine Types Within a WGR (formerly “Creation of a WGR Group for GREDP and Base Point Deviation Evaluation”)
See Section 2 above.
Revised Subsection:  6.6.5.2

NPRR460 – WGR Ramp Rate Limitations
This NPRR increases the WGR ramp rate limitation from 10% per minute of nameplate rating to a five minute average of 20% per minute of nameplate rating with no individual minute exceeding 25%.  
Revised Subsection:  6.5.7.10

Section 8:
NPRR425 - Creation of a WGR Group for GREDP and Base Point Deviation Evaluation and Mixing Turbine Types Within a WGR (formerly “Creation of a WGR Group for GREDP and Base Point Deviation Evaluation”)
See Section 2 above.
Revised Subsection:  8.1.1.4.1 [effective upon system implementation]
Section 9:
NPRR467 - Balancing Account Resettlement Due to DAM Resettlement
See Section 2 above.
Revised Subsections:  9.12, 9.13, 9.13.1 (new), 9.13.2 (new), 9.13.2.1 (new), 9.13.2.2 (new), 9.13.2.3 (new)

Section 16:
NPRR471 – Removal of Language Related to NPRR241
This NPRR removes the grey-box language associated with NPRR241, Aggregate Incremental Liability (AIL) Calculation and Credit Reports Publish Corrections.
Revised Subsection:  16.11.4.7
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