5.2  Load Resource Qualification Test Report

RESULTS of LOAD RESOURCE ANCILLARY SERVICE TESTING

Test Date:                    


Asset Code: 

Customer Common Name for the LR: 
Resource Entity:  



QSE:

TDSP:


Transmission Substation name:  

Registered Capacity (MW):  

Type of Ancillary Service Test: 

Pre-deployment Telemetry
	
	QSE Reported Value
	ERCOT Reported Value

	LR Net real power Flow(MW)
	
	

	Resource Status Code
	
	

	RRS Responsibility(MW)
	
	

	RRS Schedule (MW)
	
	

	NSRS Responsibility (MW)
	
	

	NSRS Schedule (MW)
	
	

	MPC
	
	

	LPC
	
	

	Breaker Status
	
	

	UFR Status
	
	


Time for XML Deployment Instruction from ERCOT:
Time for Verbal Dispatch Instruction from ERCOT:  
Load Resource deployed at: 
Post-deployment Telemetry
	
	QSE Reported Value
	ERCOT Reported Value

	LR Net real power Flow(MW)
	
	

	Resource Status Code
	
	

	RRS Responsibility(MW)
	
	

	RRS Schedule (MW)
	
	

	NSRS Responsibility (MW)
	
	

	NSRS Schedule (MW)
	
	

	MPC
	
	

	LPC
	
	

	Breaker Status
	
	

	UFR Status
	
	


LR Schedule Change within 1 minute:  Pass   

Fail


LR Deploys within 10 minutes of VDI:  Pass   

Fail    
LR Remains Deployed during Entire Deployment Period:  Pass   

Fail

LR Time of Recall XML Instruction: 
LR Time of Recall Verbal Dispatch Instruction:

 
Time Load Restored to Pretest Conditions:  
Limiting Factors if Any: 



ERCOT Operator Ordering test:


QSE Representative Initiating Load Shed:      ________________________






 Signature:  _____________________________

LR Authorized Representative: _________________________________

   




 Signature:  _____________________________
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