Summary of Nodal Operating Guide Revisions

Effective:  February 1, 2014

Section 1:

NOGRR109 – Revisions to Definition of Credible Single Contingency for Operations Planning
This Nodal Operating Guide Revision Request (NOGRR) deletes the definition of Credible Single Contingency from the Operating Guides.     

Revised Subsection:  1.4
Section 2:

NOGRR110 – Synchronization with NPRR529, Congestion Management Plan
This NOGRR synchronizes the Nodal Operating Guides with revisions proposed by Nodal Protocol Revision Request (NPRR) 529, Congestion Management Plan, and also moves language related to Special Protection Systems (SPSs) and Remedial Action Plans (RAPs) to new Section 11, Constraint Management Plans and Special Protection System, formalizes two existing Congestion Management Plans (CMPs), Transmission Outage Action Plans (TOAPs) and Pre-Contingency Action Plans (PCAPs), eliminates the distinction between Type I and Type II SPSs, institutes a stakeholder comment process for RAPs that are proposed by Market Participants to provide for input from other Market Participants into ERCOT’s approval process for these Market Participant-proposed RAPs.      

Revised Subsection:  2.5.1

NOGRR114 – Synchronization with NPRR540, Clarification of Credible Single Contingency

This NOGRR revises the use of Credible Single Contingency to align with actual practice and with NPRR540. 

Revised Subsections:  2.2.2, 2.7.2
Section 3:

NOGRR110 – Synchronization with NPRR529, Congestion Management Plan 

See Section 2 above.     

Revised Subsections:  3.3.3, 3.7.2
NOGRR125 – Minimum Notice for Coordinated Reactive Testing 

This NOGRR changes the minimum advance notification for a coordinated reactive capability test of a Generation Resource from 48 hours prior, to 1700 the day prior to the day of the test.     

Revised Subsections:  3.3.2.3
Section 4:

NOGRR110 – Synchronization with NPRR529, Congestion Management Plan
See Section 2 above.     

Revised Subsections:  4.3.1, 4.3.2
NOGRR114 – Synchronization with NPRR540, Clarification of Credible Single Contingency

 See Section 2 above.
Revised Subsections:  4.3, 4.3.2

NOGRR116 – Synchronization with NPRR542, Clarification of the Use of Emergency Condition

This NOGRR clarifies the use of Emergency Condition and synchronizes the Nodal Operating Guides with NPRR542.

Revised Subsections:  4.2.1, 4.2.2, 4.2.3, 4.2.4, 4.5.3.1
Section 6:

NOGRR110 – Synchronization with NPRR529, Congestion Management Plan
See Section 2 above.          
Revised Subsection:  6.2.2
NOGRR114 – Synchronization with NPRR540, Clarification of Credible Single Contingency

 See Section 2 above.
Revised Subsection:  6.2.2
NOGRR123 – Revisions to Misoperations Reporting Requirements
This NOGRR clarifies the reporting requirements for misoperations to ERCOT and Texas Reliability Entity (Texas RE).
Revised Subsection:  6.2.2, 6.2.3
Section 8:

NOGRR123 – Revisions to Misoperations Reporting Requirements
See Section 6 above.
Revised Section:  8B (deleted)
Section 11 (new):

NOGRR110 – Synchronization with NPRR529, Congestion Management Plan

See Section 2 above.          
Revised Subsections:  11.1 (new), 11.2 (new), 11.2.1 (new), 11.3 (new), 11.3.1 (new), 11.4 (new), 11.5 (new), 11.5.1 (new), 11.6 (new)
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