Summary of Nodal Operating Guide Revisions

Effective:  March 1, 2015

Section 1: 

NOGRR136 - Verifying QSE Capability to Operate in CFC 
This Nodal Operating Guide Revision Request (NOGRR) establishes a process for ERCOT to conduct Constant Frequency Control (CFC) tests to ensure that Qualified Scheduling Entities (QSEs) can provide this service if ERCOT loses its ability to control system frequency; and removes the CFC definition from the Nodal Operating Guide due to the definition being incorporated into the Protocols via associated NPRR646, Emergency Operations Settlement for CFC.
Revised Subsection:  1.4
Section 2: 

NOGRR132 - Automatic Under-Voltage and Under-Frequency Load Shedding Protection Systems – Load Restoration
This Nodal Operating Guide Revision Request (NOGRR) adds a requirement for Under-Frequency Load Shedding (UFLS) and Under-Voltage Load Shedding (UVLS) systems Load restoration coordination consistent with that of manually shed Load for Energy Emergency Alert (EEA) Level 3 or a Constraint Management Plan (CMP).
Revised Subsection:  2.6.1

NOGRR136 - Verifying QSE Capability to Operate in CFC 

See Section 1 above.

Revised Subsection:  2.2.4.3

Section 6: 

NOGRR132 - Automatic Under-Voltage and Under-Frequency Load Shedding Protection Systems – Load Restoration

See Section 2 above.

Revised Subsection:  6.2.6.3.6
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