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	Comments


ERCOT submits these comments in response to discussions with stakeholders at the Nodal Protocol Revision Request (NPRR) 649 Workshop III on 3/11/16.

The only additional revision made to the 2/22/16 ERCOT comments below is to replace “bilateral contracts” with “bilateral energy contracts” to further clarify that the payment to an impacted Qualified Scheduling Entity (QSE) described in Section 6.6.3.9, Real-Time High Dispatch Limit Override Energy Payment, would only be for costs related to the sale of energy, rather than anything contained in a bilateral contract.

	Revised Cover Page Language


	Nodal Protocol Sections Requiring Revision 
	1.3.1.1, Items Considered Protected Information 
4.6.5, Calculation of “Average Incremental Energy Cost” (AIEC)

6.5.7.1.10, Network Security Analysis Processor and Security Violation Alarm
6.5.7.1.13, Data Inputs and Outputs for the Real-Time Sequence and SCED
6.6.3.9, Real-Time High Dispatch Limit Override Energy Payment (new)

6.6.3.10, Real-Time High Dispatch Limit Override Energy Charge (new)

9.5.3, Real-Time Market Settlement Charge Types

	Revision Description
	This Nodal Protocol Revision Request (NPRR) proposes a compensation mechanism for Generation Resources that are issued a High Dispatch Limit (HDL) manual override that results in a real power reduction (subject to certain criteria).  The proposed mechanism compensates the Qualified Scheduling Entity (QSE) for financial loss associated with variable cost components of Day-Ahead Market (DAM) obligations or bilateral energy contracts arising from the HDL manual override.  

ERCOT submits this NPRR to satisfy its obligations under a settlement agreement reached with Odessa Ector Power Partners, LP in Public Utility Commission of Texas (PUCT) Docket 41790.  ERCOT’s submission of this NPRR does not imply ERCOT’s support for or opposition to the principles stated in this NPRR.    


	Revised Proposed Protocol Language Revision


1.3.1.1
Items Considered Protected Information 

(1)
Subject to the exclusions set out in Section 1.3.1.2, Items Not Considered Protected Information, and in Section 3.2.5, Publication of Resource and Load Information, “Protected Information” is information containing or revealing any of the following:

(a)
Base Points, as calculated by ERCOT.  The Protected Information status of this information shall expire 60 days after the applicable Operating Day;

(b)
Bids, offers, or pricing information identifiable to a specific Qualified Scheduling Entity (QSE) or Resource.  The Protected Information status of part of this information shall expire 60 days after the applicable Operating Day, as follows:

(i)
Ancillary Service Offers by Operating Hour for each Resource for all Ancillary Services submitted for the Day-Ahead Market (DAM) or any Supplemental Ancillary Services Market (SASM);

(ii)
The quantity of Ancillary Service offered by Operating Hour for each Resource for all Ancillary Service submitted for the DAM or any SASM; and

(iii)
Energy Offer Curve prices and quantities for each Settlement Interval by Resource.  The Protected Information status of this information shall expire within seven days after the applicable Operating Day if required to be posted as part of paragraph (5) of Section 3.2.5 and within two days after the applicable Operating Day if required to be posted as part of paragraph (6) of Section 3.2.5; 

(c)
Status of Resources, including Outages, limitations, or scheduled or metered Resource data.  The Protected Information status of this information shall expire 60 days after the applicable Operating Day;

(d)
Current Operating Plans (COPs).  The Protected Information status of this information shall expire 60 days after the applicable Operating Day;

(e)
Ancillary Service Trades, Energy Trades, and Capacity Trades identifiable to a specific QSE or Resource.  The Protected Information status of this information shall expire 180 days after the applicable Operating Day;

(f)
Ancillary Service Schedules identifiable to a specific QSE or Resource.  The Protected Information status of this information shall expire 60 days after the applicable Operating Day;

(g)
Dispatch Instructions identifiable to a specific QSE or Resource, except for Reliability Unit Commitment (RUC) commitments and decommitments as provided in Section 5.5.3, Communication of RUC Commitments and Decommitments.  The Protected Information status of this information shall expire 180 days after the applicable Operating Day;

(h)
Raw and Adjusted Metered Load (AML) data (demand and energy) identifiable to:

(i)
A specific QSE or Load Serving Entity (LSE).  The Protected Information status of this information shall expire 180 days after the applicable Operating Day; or

(ii)
A specific Customer or Electric Service Identifier (ESI ID);

(i)
Wholesale Storage Load (WSL) data identifiable to a specific QSE.  The Protected Information status of this information shall expire 180 days after the applicable Operating Day; 

(j)
Settlement Statements and Invoices identifiable to a specific QSE.  The Protected Information status of this information shall expire 180 days after the applicable Operating Day;

(k)
Number of ESI IDs identifiable to a specific LSE.  The Protected Information status of this information shall expire 365 days after the applicable Operating Day;

(l)
Information related to generation interconnection requests, to the extent such information is not otherwise publicly available.  The Protected Information status of certain generation interconnection request information expires as provided in Section 1.3.3, Expiration of Confidentiality;

(m)
Resource-specific costs, design and engineering data;

(n)
Congestion Revenue Right (CRR) credit limits, the identity of bidders in a CRR Auction, or other bidding information identifiable to a specific CRR Account Holder.  The Protected Information status of this information shall expire as follows: 

(i)
The Protected Information status of the identities of CRR bidders that become CRR Owners and the number and type of CRRs that they each own shall expire at the end of the CRR Auction in which the CRRs were first sold; and

(ii)
The Protected Information status of all other CRR information identified above in item (n) shall expire six months after the end of the year in which the CRR was effective.

(o)
Renewable Energy Credit (REC) account balances.  The Protected Information status of this information shall expire three years after the REC Settlement period ends;

(p)
Credit limits identifiable to a specific QSE;

(q)
Any information that is designated as Protected Information in writing by Disclosing Party at the time the information is provided to Receiving Party except for information that is expressly designated not to be Protected Information by Section 1.3.1.2 or that, pursuant to Section 1.3.3, Expiration of Confidentiality, is no longer confidential; 

(r)
Any information compiled by a Market Participant on a Customer that in the normal course of a Market Participant’s business that makes possible the identification of any individual Customer by matching such information with the Customer’s name, address, account number, type of classification service, historical electricity usage, expected patterns of use, types of facilities used in providing service, individual contract terms and conditions, price, current charges, billing record, or any other information that a Customer has expressly requested not be disclosed (“Proprietary Customer Information”) unless the Customer has authorized the release for public disclosure of that information in a manner approved by the Public Utility Commission of Texas (PUCT).  Information that is redacted or organized in such a way as to make it impossible to identify the Customer to whom the information relates does not constitute Proprietary Customer Information;

(s)
Any software, products of software, or other vendor information that ERCOT is required to keep confidential under its agreements;

(t)
QSE, Transmission Service Provider (TSP), and Distribution Service Provider (DSP) backup plans collected by ERCOT under the Protocols or Other Binding Documents;

(u)
Direct Current Tie (DC Tie) information provided to a TSP or DSP under Section 9.17.2, Direct Current Tie Schedule Information; 

(v)
Any Texas Standard Electronic Transaction (TX SET) transaction submitted by an LSE to ERCOT or received by an LSE from ERCOT.  This paragraph does not apply to ERCOT’s compliance with: 

(i)
PUCT Substantive Rules on performance measure reporting; 

(ii)
These Protocols or Other Binding Documents; or 

(iii)
Any Technical Advisory Committee (TAC)-approved reporting requirements;

(w)
Information concerning a Mothballed Generation Resource’s probability of return to service and expected lead time for returning to service submitted pursuant to Section 3.14.1.9, Generation Resource Status Updates;

(x)
Information provided by Entities under Section 10.3.2.4, Reporting of Net Generation Capacity;

(y)
Alternative fuel reserve capability and firm gas availability information submitted pursuant to Section 6.5.9.3.1, Operating Condition Notice, Section 6.5.9.3.2, Advisory, and Section 6.5.9.3.3, Watch, and as defined by the Operating Guides;

(z)
Non-public financial information provided by a Counter-Party to ERCOT pursuant to meeting its credit qualification requirements as well as the QSE’s form of credit support; 

(aa)
ESI ID, identity of Retail Electric Provider (REP), and MWh consumption associated with transmission-level Customers that wish to have their Load excluded from the Renewable Portfolio Standard (RPS) calculation consistent with Section 14.5.3, End-Use Customers, and subsection (j) of P.U.C. Subst. R. 25.173, Goal for Renewable Energy;

(bb)
Generation Resource emergency operations plans and weatherization plans; 

(cc)     Information provided by a Counter-Party under Section 16.16.3, Verification of Risk Management Framework;

(dd)
Any data related to Load response capabilities that are self-arranged by the LSE or pursuant to a bilateral agreement between a specific LSE and its Customers, other than data either related to any service procured by ERCOT or non-LSE-specific aggregated data.  Such data includes pricing, dispatch instructions, and other proprietary information of the Load response product; or

(ee)
Status of Non-Modeled Generators and Distributed Generation, including Outages, limitations, or scheduled or metered Resource data.  The Protected Information status of this information shall expire 60 days after the applicable Operating Day.  
(ff)       Reasons for and future expectations of overrides to a specific Resource’s High Dispatch Limit (HDL) or Low Dispatch Limit (LDL).  The Protected Information status of this information shall expire 60 days after the applicable Operating Day.  
4.6.5
Calculation of “Average Incremental Energy Cost” (AIEC)

The methodology of AIEC calculation is presented below.  AIEC is used to account for the additional cost for a Generation Resource to produce energy above its LSL.  This cost calculation methodology is used for the calculation of DAAIEC, RTAIEC, RTVSSAIEC, HDLOAIEC, and RTHSLAIEC variables.  The DAAIEC and RTAIEC are subject to the Energy Offer Curve Cap, while the RTVSSAIEC, HDLOAIEC, and RTHSLAIEC are not subject to price caps. 
I. Energy Offer Curve:
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Variables DAAIEC and RTAIEC should calculate the associated price caps as specified in steps II through IV, the calculation process for Variables RTVSSAIEC, HDLOAIEC, and RTHSLAIEC should skip steps II through IV and continue with step V.

II. MW quantity corresponding with Energy Offer Curve Cap
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III. Energy Offer Curve capped with the Energy Offer Curve Cap:
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IV. Cleared offer on the capped Energy Offer Curve:
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V. Incremental energy price corresponding with cleared offer, on the capped Energy Offer Curve or between two points along the Energy Offer Curve:
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VI. AIEC corresponding with (Q-Q1>0), on the capped Energy Offer Curve:
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6.5.7.1.10
Network Security Analysis Processor and Security Violation Alarm

(1)
Using the input provided by the State Estimator, ERCOT shall use the NSA processor to perform analysis of all contingencies in the active list.  For each contingency, ERCOT shall use the NSA processor to monitor the elements for limit violations.  ERCOT shall use the NSA processor to verify Electrical Bus voltage limits to be within a percentage tolerance as outlined in the Operating Guides.  Contingency security violations for transmission lines and transformers occur if: 

(a)
The predicted post-contingency MVA exceeds 100% of the Emergency Rating after consideration of Dynamic Ratings; and 

(b)
A RAP or SPS is not defined allowing relief within the time allowed by the security criteria as defined in Operating Guide Section 2.2.2, Security Criteria.  

(2)
When the NSA processor notifies ERCOT of a security violation, ERCOT shall immediately:

(a)
Initiate the process described in Section 6.5.7.1.11, Transmission Network and Power Balance Constraint Management;

(b)
Seek to determine what unforeseen change in system condition has arisen that has resulted in the security violation, especially those that were 125% or greater of the Emergency Rating for a single SCED interval or greater than 100% of the Emergency Rating for a duration of 30 minutes or more; and

(c)
Where possible, seek to reverse the action (e.g. initiating a transmission clearance that the system was not properly pre-dispatched for) that has led to a security violation until further preventative action(s) can be taken.
(3)
If SCED does not resolve a transmission security violation, ERCOT shall attempt to relieve the security violation by:

(a)
Confirming that pre-determined RAPs are properly modeled in the system;

(b)
Instructing Resources to follow Base Points from SCED if those Resources are not already doing so; 

(c)
Instructing Resources to update the Resources Status in the COP from ONTEST to ON in order to provide more capacity to SCED; 
(d)
Deploying Resource-Specific Non-Spin;
(e)
Committing additional Generation Resources through the Reliability Unit Commitment (RUC) process;
(f)
Removing conflicting non-cascading constraints from the SCED process;
(g)
Re-Dispatching generation by over-riding HDLs and LDLs;

(h)
Instructing TSPs to utilize Reactive Power devices to manage voltage; and
(i)
If all other mechanisms have failed, ERCOT may authorize the expedited use of a Temporary Outage Action Plan (TOAP) or Mitigation Plan.
(4)
NSA must be capable of analyzing contingencies, including the effects of SPSs and RAPs.  The NSA must fully integrate the evaluation and deployment of SPSs and RAPs and notify the ERCOT Operator of the application of these SPSs and RAPs to the solution.

(5)
The Real-Time NSA may employ the use of appropriate ranking and other screening techniques to further reduce computation time by executing one or two iterations of the contingency study to gauge its impact and discard further study if the estimated result is inconsequential.

(6) 
HDL or LDL overrides required to pre-posture for an expected Outage shall only be utilized until SCED is capable of managing the related constraint by economic dispatch.
(7)
ERCOT shall report monthly:

(a)
All security violations that were 125% or greater of the Emergency Rating for a single SCED interval or greater than 100% of the Emergency Rating for a duration of 30 minutes or more during the prior reporting month and the number of occurrences and congestion cost associated with each of the constraints causing the security violations on a rolling 12 month basis.

(b)
Operating conditions on the ERCOT System that contributed to each transmission security violation reported in paragraph (6)(a) above.  Analysis should be made to understand the root cause and what steps could be taken to avoid a recurrence in the future.  
6.5.7.1.13
Data Inputs and Outputs for the Real-Time Sequence and SCED

(1)
Inputs:  The following information must be provided as inputs to the Real-Time Sequence and SCED.  ERCOT may require additional information as required, including:

(a)
Real-Time data from TSPs including status indication for each point if that data element is stale for more than 20 seconds;

(i)
Transmission Electrical Bus voltages;

(ii)
MW and MVAr pairs for all transmission lines, transformers, and reactors;

(iii)
Actual breaker and switch status for all modeled devices; and

(iv)
Tap position for auto-transformers;

(b)
State Estimator results (MW and MVAr pairs and calculated MVA) for all modeled Transmission Elements;

(c)
Transmission Element ratings from TSPs;

(i)
Data from the Network Operations Model:

(A)
Transmission lines – Normal, Emergency, and 15-Minute Ratings (MVA); and

(B)
Transformers and Auto-transformers – Normal, Emergency, and 15-Minute Ratings (MVA) and tap position limits;

(ii)
Data from QSEs:

(A)
Generator Step-Up (GSU) transformers tap position;

(B)
Resource HSL (from telemetry); and

(C)
Resource LSL (from telemetry); and

(d)
Real-Time weather, from WGRs, and where available from TSPs or other sources.  ERCOT may elect to obtain other sources of weather data and may utilize such information to calculate the dynamic limit of any Transmission Element.

(2)
ERCOT shall validate the inputs of the Resource Limit Calculator as follows:

(a)
The calculated SURAMP and SDRAMP are each greater than or equal to zero; and

(b)
Other provision specified under Section 3.18, Resource Limits in Providing Ancillary Service.

(3)
Outputs for ERCOT Operator information and possible action include:

(a)
Operator notification of any change in status of any breaker or switch;

(b)
Lists of all breakers and switches not in their normal position;

(c)
Operator notification of all Transmission Element overloads detected from telemetered or State-Estimated data;

(d)
Operator notification of all Transmission Element security violations; and

(e)
Operator summary displays:

(i)
Transmission system status changes;

(ii)
Overloads;

(iii)
System security violations; and

(iv)
Base Points.

(4)
Every hour, ERCOT shall post on the MIS Secure Area the following information:

(a)
Status of all breakers and switches used in the NSA except breakers and switches connecting Resources to the ERCOT Transmission Grid;

(b)
All binding transmission constraints and the contingency or overloaded element pairs that caused such constraint; and

(c)
Shift Factors by Resource Node.

(5)
Sixty days after the applicable Operating Day, ERCOT shall post on the MIS Secure Area, the following information:

(a)
Hourly transmission line flows and voltages from the State Estimator, excluding transmission line flows and voltages for Private Use Networks; and

(b)
Hourly transformer flows, voltages and tap positions from the State Estimator, excluding transformer flows, voltages, and tap positions for Private Use Networks.

(6)
Notwithstanding paragraph (5) above, ERCOT, in its sole discretion, shall release relevant State Estimator data less than 60 days after the Operating Day if it determines the release is necessary to provide complete and timely explanation and analysis of unexpected market operations and results or system events including, but not limited to, pricing anomalies, recurring transmission congestion, and system disturbances.  ERCOT’s release of data under this paragraph shall be limited to intervals associated with the unexpected market or system event as determined by ERCOT.  The data release shall be made available simultaneously to all Market Participants.

(7)
Every hour, ERCOT shall post on the MIS Public Area, the sum of ERCOT generation, and flow on the DC Ties, all from the State Estimator.

(8)
After every SCED run, ERCOT shall post to the MIS Public Area the sum of the HDL and the sum of the LDL for all Generation Resources On-Line and Dispatched by SCED.   

(9)
Sixty days after the applicable Operating Day, ERCOT shall provide the summary LDL and HDL report from paragraph (9) above to the appropriate TAC subcommittee and include, for any Generation Resource, instances of manual overrides of HDL or LDL, the reason for, and the cost associated as calculated in 6.6.3.10, Real-Time High Dispatch Limit Override Energy Charge, including the name of the Generation Resource and the type of override.

(10)
After every SCED run, ERCOT shall post to the MIS Certified Area, for any QSE, instances of a manual override of the HDL or LDL for a Generation Resource, including the original and overridden HDL or LDL.
6.6.3.9
Real-Time High Dispatch Limit Override Energy Payment  
(1)
If ERCOT directs a reduction in a Generation Resource’s real power output by employing a manual High Dispatch Limit (HDL) override and the reduction causes the QSE to suffer a demonstrable financial loss, the QSE may be eligible for a Real-Time High Dispatch Limit Override Energy Payment, as calculated below, upon providing documented proof of that loss.  In order to qualify for this payment the QSE must:

(a)
Have complied with ERCOT Dispatch Instructions to reduce real power output;
(b)
Have received a SCED Base Point equal to the Resource’s HDL override, during the 15-minute Settlement Interval;
(c)
Have incurred a demonstrable financial loss associated with variable cost components of DAM obligations or bilateral energy contracts (as opposed to lost opportunity costs), in consequence of the HDL override; and

(d)
File a timely Settlement and billing dispute, including the following items: 
(i)
An attestation signed by an officer or executive with authority to bind the QSE;

(ii)
The dollar amount and calculation of the financial loss by Settlement Interval;

(iii)
An explanation of the nature of the loss and how it was attributable to the HDL override; and 
(iv)
Sufficient documentation to support the QSE’s calculation of the amount of the financial loss.
(2)
ERCOT may request additional supporting documentation or explanation with respect to the submitted materials within 15 Business Days of receipt.  Additional information requested by ERCOT must be provided by the QSE within 15 business days of ERCOT’s request.  ERCOT will provide Notice of its acceptance or rejection of the claim for the High Dispatch Limit Override Energy Payment within 15 Business Days of the updated submission. 
(3)
The Energy Offer Curve used to calculate the Real-Time High Dispatch Limit Override Energy Payment will be the most recent valid Energy Offer Curve received by ERCOT that was effective for the disputed interval(s) when the HDL override was issued.  If no curve exists for the interval being disputed, ERCOT will use the most recent valid Energy Offer Curve received before the HDL override was issued for an interval prior to the disputed interval(s).

The payment shall be calculated as follows:  

HDLOEAMT q, r, p, i =  (-1) * Min {HDLOAL q, r, p, i, Max(0, ((RTSPPp, i – RTRSVPOR i – RTRDP i – HDLOAIECq, r, p, i ) * HDLOQTY q, r, p, i ))}
Where:







HDLOQTY q, r, p, i       =  Max(0, (¼ (HDLOBRKP q, r, p, i – AVGHDL q, r, p, i)))
HDLOBRKP q, r, p, i      =  Min(AVGHASL q, r, p, i , HDLOBRKPCP q, r, p, i )



The above variables are defined as follows:

	Variable
	Unit
	Definition

	HDLOAL q, r, p, i
	$
	High Dispatch Limit override attested losses - The financial loss to the QSE due to the High Dispatch Limit override as attested by the QSE in accordance with paragraph (1)(d) above.

	HDLOEAMT q, r, p, i
	$
	High Dispatch Limit override energy amount per QSE per Generation Resource—The payment to QSE q for an ERCOT-issued High Dispatch Limit override for Generation Resource r at Settlement Point p for the 15-minute Settlement Interval i.  For a combined cycle Resource, r is a Combined Cycle Train.

	
	
	

	
	
	

	
	
	

	HDLOBRKPq, r, p,  i
	MW
	High Dispatch Limit override break point per QSE per Resource—The point on the Energy Offer Curve corresponding to the lesser of the AVGHASL or the interception between the RTSPP of the Generation Resource r represented by QSE q minus the Real-Time Reserve Price for On-Line Reserves and the Real-Time On-Line Reliability Deployment Price and the Energy Offer Curve of Generation Resource r represented by QSE q, for the 15-minute Settlement Interval i.  For a combined cycle Resource, r is a Combined Cycle Train.

	AVGHDLq, r,  p,  i
	MW
	Average High Dispatch Limit per QSE per Settlement Point per Resource—The time-weighted average of all 4-second High Dispatch Limit values calculated by the Resource Limit Calculator, subject to the manual HDL override, for the Generation Resource or Controllable Load Resource r represented by QSE q at Settlement Point p within the 15-minute Settlement Interval i.  For a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.  

	
	
	

	AVGHASL q, r, p, i
	MW
	Average High Ancillary Service Limit per QSE per Settlement Point per Resource—The time-weighted average High Ancillary Service Limit (HASL) calculated every four seconds by the Resource Limit Calculator for the Generation Resource or Controllable Load Resource r represented by QSE q at Settlement Point p within the 15-minute Settlement Interval i.  For a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.  

	
	
	

	
	
	

	HDLOBRKPCP q, r, p, i
	MW
	High Dispatch Limit override break point at clearing price per QSE per Resource—The MW value on the Energy Offer Curve corresponding to the Real-Time Settlement Point Price of Generation Resource r represented by QSE q at Settlement Point p minus the Real-Time Reserve Price for On-Line Reserves and the Real-Time On-Line Reliability Deployment Price.  For a combined cycle Resource, r is a Combined Cycle Train.

	HDLOAIEC q, r, p, i
	$/MWh
	High Dispatch Limit override Average Incremental Energy Cost per QSE per Resource—The average incremental cost (not subject to the cost cap) to operate the Generation Resource r represented by QSE q at Settlement Point p from its AVGHDL to its HDLOBRKP for the 15-minute Settlement Interval i and as described in Section 4.6.5, Calculation of “Average Incremental Energy Cost” (AIEC).  For a combined cycle Resource, r is a Combined Cycle Generation Resource.

	HDLOQTY q, r, p, i
	MWh
	High Dispatch Limit override quantity per QSE per Generation Resource— The difference between the HDLOBRKP and the  AVGHDL due to an ERCOT-issued HDL override for Generation Resource r represented by QSE q at Settlement Point p for the 15-minute Settlement Interval i.  For a combined cycle Resource, r is a Combined Cycle Train.

	RTSPP p, i
	$/MWh
	Real-Time Settlement Point Price per Settlement Point—The Real-Time Settlement Point Price at Settlement Point p, for the 15-minute Settlement Interval i.

	RTRSVPOR i
	$/MWh
	Real-Time Reserve Price for On-Line Reserves(The Real-Time Reserve Price for On-Line Reserves for the 15-minute Settlement Interval i.

	RTRDP i
	$/MWh
	Real-Time On-Line Reliability Deployment Price (The Real-Time price for the 15-minute Settlement Interval i, reflecting the impact of reliability deployments on energy prices that is calculated from the Real-time On-Line Reliability Deployment Price Adder.

	
	
	

	
	
	

	q
	none
	A QSE.

	r
	none
	A Generation Resource.

	p
	none
	A Resource Node Settlement Point.

	i
	none
	A 15-minute Settlement Interval.

	
	
	


(2)
The total compensation to each QSE for an HDL override for the 15-minute Settlement Interval is calculated as follows:

HDLOEAMTQSETOT q, i  =  [image: image29.wmf]å
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HDLOEAMT q, r, p, i
	Variable
	Unit
	Definition

	HDLOEAMT q, r, p, i
	$
	High Dispatch Limit override energy amount per QSE per Generation Resource—The payment to QSE q for an ERCOT-issued HDL override for Generation Resource r at Settlement Point p for the 15-minute Settlement Interval i.  For a combined cycle Resource, r is a Combined Cycle Train.

	HDLOEAMTQSETOT q, i
	$
	High Dispatch Limit override energy amount QSE total per QSE—The total of the energy payments to QSE q as compensation for HDL overrides for this QSE for the 15-minute Settlement Interval i.

	q
	none
	A QSE.

	r
	none
	A Generation Resource.

	p
	none
	A Resource Node Settlement Point.

	i
	none
	A 15-minute Settlement Interval.
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6.6.3.10
Real-Time High Dispatch Limit Override Energy Charge 

ERCOT shall allocate to QSEs on a LRS basis the total amount of the payment specified in Section 6.6.3.9, Real-Time High Dispatch Limit Override Energy Payment.  The charge to each QSE for a given 15-minute Settlement Interval is calculated as follows:
LAHDLOEAMT q, i        =
(-1) * HDLOEAMTTOT * LRS q, i  
Where:

HDLOEAMTTOTi 
=
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 HDLOEAMTQSETOT q, i  
The above variables are defined as follows:

	Variable
	Unit
	Definition

	LAHDLOPEAMT q 
	$
	Load-Allocated High Dispatch Limit override energy amount per QSE—The charge to QSE q for  an HDL override, for the 15-minute Settlement Interval.

	HDLOEAMTTOT i  
	$
	High Dispatch Limit energy amount total—The total of payments to all QSEs for HDL overrides, for the 15-minute Settlement Interval i.

	HDLOEAMTQSETOT q, i  
	$
	High Dispatch Limit override energy amount QSE total per QSE—The total of the energy payments to QSE q as compensation for an HDL override for this QSE for the 15-minute Settlement Interval i.

	LRS q, i  
	none
	The Load Ratio Share calculated for QSE q for the 15-minute Settlement Interval.  See Section 6.6.2.2, QSE Load Ratio Share for a 15-Minute Settlement Interval i.

	q
	none
	A QSE.

	i
	none
	A 15-minute Settlement Interval.


9.5.3
Real-Time Market Settlement Charge Types

(1)
ERCOT shall provide, on each RTM Settlement Statement, the dollar amount for each RTM Settlement charge and payment.  The RTM Settlement “Charge Types” are:

(a)
Section 5.7.1, RUC Make-Whole Payment;

(b)
Section 5.7.2, RUC Clawback Charge;

(c)
Section 5.7.3, Payment When ERCOT Decommits a QSE-Committed Resource;

(d)
Section 5.7.4.1, RUC Capacity-Short Charge;

(e)
Section 5.7.4.2, RUC Make-Whole Uplift Charge;

(f)
Section 5.7.5, RUC Clawback Payment;

(g)
Section 5.7.6, RUC Decommitment Charge;

(h)
Section 6.6.3.1, Real-Time Energy Imbalance Payment or Charge at a Resource Node; 

(i)
Section 6.6.3.2, Real-Time Energy Imbalance Payment or Charge at a Load Zone;

(j)
Section 6.6.3.3, Real-Time Energy Imbalance Payment or Charge at a Hub;

(k)
Section 6.6.3.4, Real-Time Energy Payment for DC Tie Import;

(l)
Section 6.6.3.5, Real-Time Payment for a Block Load Transfer Point;

(m)
Section 6.6.3.6, Real-Time Energy Charge for DC Tie Export Represented by the QSE Under the Oklaunion Exemption;

(n)
Section 6.6.3.7, Real-Time Make-Whole Payment for Exceptional Fuel Cost;

(o)
Section 6.6.3.8, Real-Time Make-Whole Charge for Exceptional Fuel Cost;

	[NPRR714: Delete items (n) and (o) above on June 1, 2017 and renumber accordingly.]


	[NPRR664: Insert items (n) and (o) below upon system implementation and renumber accordingly.]

(n)
Section 6.6.3.7, Real-Time Make-Whole Payment for Exceptional Fuel Cost;

(o)
Section 6.6.3.8, Real-Time Make-Whole Charge for Exceptional Fuel Cost;


(p)
Section 6.6.3.9, Real-Time High Dispatch Limit Override Energy Payment;

(q)
Section 6.6.3.10, Real-Time High Dispatch Limit Override Energy Charge;

(r)
Section 6.6.4, Real-Time Congestion Payment or Charge for Self-Schedules;

(s)
Section 6.6.5.1.1.1, Base Point Deviation Charge for Over Generation; 

(t)
Section 6.6.5.1.1.2, Base Point Deviation Charge for Under Generation; 

(u)
Section 6.6.5.2, IRR Generation Resource Base Point Deviation Charge; 

(v)
Section 6.6.5.4, Base Point Deviation Payment;

(w)
Section 6.6.6.1, RMR Standby Payment;

(x)
Section 6.6.6.2, RMR Payment for Energy;

(y)
Section 6.6.6.3, RMR Adjustment Charge;

(z)
Section 6.6.6.4, RMR Charge for Unexcused Misconduct;

(aa)
Section 6.6.6.5, RMR Service Charge;

(bb)
Paragraph (2) of Section 6.6.7.1, Voltage Support Service Payments;

(cc)
Paragraph (4) of Section 6.6.7.1;

(dd)
Section 6.6.7.2, Voltage Support Charge;

(ee)
Section 6.6.8.1, Black Start Hourly Standby Fee Payment;

(ff)
Section 6.6.8.2, Black Start Capacity Charge;

(gg)
Section 6.6.9.1, Payment for Emergency Power Increase Directed by ERCOT;

(hh)
Section 6.6.9.2, Charge for Emergency Power Increases;

(ii)
Section 6.6.10, Real-Time Revenue Neutrality Allocation;

(jj)
Paragraph (a) of Section 6.7.1, Payments for Ancillary Service Capacity Sold in a Supplemental Ancillary Service Market;

(kk)
Paragraph (b) of Section 6.7.1;

(ll)
Paragraph (c) of Section 6.7.1;

(mm)
Paragraph (d) of Section 6.7.1; 

	[NPRR689: Insert items (nn) through (pp) below upon system implementation and renumber accordingly:]

(nn)
Paragraph (1)(a) of Section 6.7.2, Payments for Ancillary Service Capacity Assigned in Real-Time Operations;

(oo)
Paragraph (1)(b) of Section 6.7.2;

(pp)
Paragraph (1)(c) of Section 6.7.2; 


(nn)
Paragraph (a) of Section 6.7.2, Charges for Ancillary Service Capacity Replaced Due to Failure to Provide;

(oo)
Paragraph (b) of Section 6.7.2;

(pp)
Paragraph (c) of Section 6.7.2;

(qq)
Paragraph (d) of Section 6.7.2;

(rr)
Paragraph (2) of Section 6.7.3, Adjustments to Cost Allocations for Ancillary Services Procurement;

(ss)
Paragraph (3) of Section 6.7.3;

(tt)
Paragraph (4) of Section 6.7.3;

(uu)
Paragraph (5) of Section 6.7.3; 

(vv)
Paragraph (7) of Section 6.7.4, Real-Time Ancillary Service Imbalance Payment or Charge (Real-Time Ancillary Service Imbalance Amount);

(ww)
Paragraph (7) of Section 6.7.4, (Real-Time Reliability Deployment Ancillary Service Imbalance Amount);

(xx) 
Paragraph (8) of Section 6.7.4, (Real-Time RUC Ancillary Service Reserve Amount); 

(yy) 
Paragraph (8) of Section 6.7.4, (Real-Time Reliability Deployment RUC Ancillary Service Reserve Amount); 

(zz) 
Section 6.7.5, Real Time Ancillary Service Imbalance Revenue Neutrality Allocation (Load-Allocated Ancillary Service Imbalance Revenue Neutrality Amount);

(aaa) 
Section 6.7.5, (Load-Allocated Reliability Deployment Ancillary Service Imbalance Revenue Neutrality Amount);

(bbb)
Section 7.9.2.1, Payments and Charges for PTP Obligations Settled in Real-Time;

(ccc)
Paragraph (3) of Section 7.9.3.3, Shortfall Charges to CRR Owners; and

(ddd)
Section 9.16.1, ERCOT System Administration Fee. 

(2)
In the event that ERCOT is unable to execute the Day-Ahead Market (DAM), ERCOT shall provide, on each RTM Settlement Statement, the dollar amount for the following RTM Congestion Revenue Right (CRR) Settlement charges and payments:

(a)
Section 7.9.2.4, Payments for FGRs in Real-Time; and

(b)
Section 7.9.2.5, Payments and Charges for PTP Obligations with Refund in Real-Time.
� If the Energy Offer Curve Cap is less than the lowest price of the energy offer curve, the AIEC is the Energy Offer Curve Cap.  If the Energy Offer Curve Cap is greater than the highest price of the energy offer curve, then � EMBED Equation.3 ���does not need to be calculated.  
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