PRS Report

	NPRR Number
	797
	NPRR Title
	Actual Load by Forecast Zone Report and Display

	Date of Decision
	September 15, 2016

	Action
	Recommended Approval

	Timeline 
	Normal

	Proposed Effective Date
	To be determined

	Priority and Rank Assigned
	To be determined

	Nodal Protocol Sections Requiring Revision 
	6.3.2, Activities for Real-Time Operations

	Related Documents Requiring Revision/ Related Revision Requests
	None

	Revision Description
	This Nodal Protocol Revision Request (NPRR) creates a new report and display for actual system Load by Forecast Zone, similar to the existing report and display for actual system Load by Weather Zone.


	Reason for Revision
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  Addresses current operational issues.

[image: image2.wmf]

  Meets Strategic goals (tied to the ERCOT Strategic Plan or directed by the ERCOT Board).
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  Market efficiencies or enhancements
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  Administrative
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  Regulatory requirements
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  Other:  (explain)

(please select all that apply)

	Business Case
	ERCOT currently produces a Seven-Day Load Forecast by Forecast Zone and Weather Zone.  These reports show forecasted hourly demands by zone.  ERCOT also produces an “actual” report and display for system Load by Weather Zone; however, there is not a corresponding report for actual system Load by Forecast Zone.  In order to mirror the data available for weather zones, a similar actual system Load by Forecast Zone Report and actual system Load by Forecast Zone Display is needed.  
Producing this information will aid in market transparency and allow interested persons to easily access actual hourly Load data for the North, South, West, Houston, and System Total Forecast Zones.

	Credit Work Group Review
	To be determined

	PRS Decision
	On 9/15/16, PRS unanimously voted to recommend approval of NPRR797 as submitted.  All Market Segments were present for the vote.

	Summary of PRS Discussion
	On 9/15/16, there was no discussion


	Sponsor

	Name
	Bryan Sams

	E-mail Address
	Bryan.Sams@nrg.com

	Company
	Reliant Energy Retail Services LLC

	Phone Number
	512-691-6126

	Cell Number
	512-632-4870

	Market Segment
	Independent Retail Electric Provider (IREP)


	Market Rules Staff Contact

	Name
	Brittney Albracht

	E-Mail Address
	Brittney.Albracht@ercot.com 

	Phone Number
	512.225.7027


	Comments Received

	Comment Author
	Comment Summary

	None
	


	Market Rules Notes


Please note the following NPRRs also propose revisions to Section 6.3.2:
· NPRR768, Revisions to Real-Time On-Line Reliability Deployment Price Adder Categories

· NPRR789, Publish All Load Forecast Results

	Proposed Protocol Language Revision


6.3.2

Activities for Real-Time Operations

(1)
Activities for Real-Time operations begin at the end of the Adjustment Period and conclude at the close of the Operating Hour.

(2)
The following table summarizes the timeline for the Operating Period and the activities of QSEs and ERCOT during Real-Time operations where “T” represents any instant within the Operating Hour.  The table is intended to be only a general guide and not controlling language, and any conflict between this table and another section of the Protocols is controlled by the other section:

	Operating Period
	QSE Activities
	ERCOT Activities

	During the first hour of the Operating Period 
	
	Execute the Hour-Ahead Sequence, including HRUC, beginning with the second hour of the Operating Period

Review and communicate HRUC commitments and Direct Current Tie (DC Tie) Schedule curtailments

Snapshot the Scheduled Power Consumption for Controllable Load Resources

	[NPRR712:  Replace row “During the first hour of the Operating Period” above with the following upon system implementation:]

During the first hour of the Operating Period 

Execute the Hour-Ahead Sequence, including HRUC, beginning with the second hour of the Operating Period

Review the list of Off-Line Available Resources with a start-up time of one hour or less

Review and communicate HRUC commitments and Direct Current Tie (DC Tie) Schedule curtailments

Snapshot the Scheduled Power Consumption for Controllable Load Resources


	Before the start of each SCED run
	Update Output Schedules for DSRs


	Validate Output Schedules for DSRs

Execute Real-Time Sequence

	SCED run
	
	Execute SCED and pricing run to determine impact of reliability deployments on energy prices

	During the Operating Hour
	Telemeter the Ancillary Service Resource Responsibility for each Resource

Acknowledge receipt of Dispatch Instructions

Comply with Dispatch Instruction

Review Resource Status to assure current state of the Resources is properly telemetered

Update COP with actual Resource Status and limits and Ancillary Service Schedules 

Communicate Resource Forced Outages to ERCOT 

Communicate to ERCOT Resource changes to Ancillary Service Resource Responsibility via telemetry in the time window beginning 30 seconds prior to the five-minute clock interval and ending ten seconds prior to that five-minute clock interval
	Communicate all binding Base Points, Dispatch Instructions, and the sum of each type of available reserves, including total Real-Time reserve amount for On-Line reserves, total Real-Time reserve amount for Off-Line reserves, Real-Time Reserve Price Adders for On-Line Reserves, and Real-Time Reserve Price Adders for Off-Line Reserves and LMPs for energy and Ancillary Services, and for the pricing run as described in Section 6.5.7.3.1, Determination of Real-Time On-Line Reliability Deployment Price Adder, the total RUC/Reliability Must-Run (RMR) MW relaxed, total Load Resource MW deployed that is added to the Demand, total Emergency Response Service (ERS) MW deployed that is added to the Demand, total Low Ancillary Service Limit (LASL), total High Ancillary Service Limit (HASL), Real-Time On-Line Reliability Deployment Price Adder using Inter-Control Center Communications Protocol (ICCP) or Verbal Dispatch Instructions (VDIs)

Monitor Resource Status and identify discrepancies between COP and telemetered Resource Status

Restart Real-Time Sequence on major change of Resource or Transmission Element Status

Monitor ERCOT total system capacity providing Ancillary Services 
Validate COP information

Monitor ERCOT control performance

Distribute by ICCP, and post on the MIS Public Area, System Lambda and the LMPs for each Resource Node, Load Zone and Hub, and the sum of each type of available reserves, including total Real-Time reserve amount for On-Line reserves, total Real-Time reserve amount for Off-Line reserves, Real-Time Reserve Price Adders for On-Line Reserves and Real-Time Reserve Price Adders for Off-Line Reserves, and for the pricing run as described in Section 6.5.7.3.1 the total RUC/RMR MW relaxed, total Load Resource MW deployed that is added to the Demand, total ERS MW deployed that is added to the Demand, total On-Line LASL, total On-Line HASL, Real-Time On-Line Reliability Deployment Price Adder created for each SCED process.  These prices shall be posted immediately subsequent to deployment of Base Points from SCED with the time stamp the prices are effective

Post LMPs for each Electrical Bus on the MIS Public Area.  These prices shall be posted immediately subsequent to deployment of Base Points from each binding SCED with the time stamp the prices are effective

Post on the MIS Public Area the projected non-binding LMPs created by each SCED process for each Resource Node, the projected total Real-Time reserve amount for On-Line reserves and Off-Line reserves, the projected Real-Time On-Line Reserve Price Adders and Real-Time Off-Line Reserve Price Adders, and for the projected non-binding pricing runs as described in Section 6.5.7.3.1 the total RUC/RMR MW relaxed, total Load Resource MW deployed that is added to Demand, total ERS MW deployed that are deployed that is added to the Demand, total LASL, total HASL, Real-Time On-Line Reliability Deployment Price Adder and the projected Hub LMPs and Load Zone LMPs.  These projected prices shall be posted at a frequency of every five minutes from SCED for at least 15 minutes in the future with the time stamp of the SCED process that produced the projections 

Post on the MIS Certified Area the projected non-binding Base Points for each Resource created by each SCED process.  These projected non-binding Base Points shall be posted at a frequency of every five minutes from SCED for at least 15 minutes in the future with the time stamp of the SCED process that produced the projections

Post each hour on the MIS Public Area binding SCED Shadow Prices and active binding transmission constraints by Transmission Element name (contingency /overloaded element pairs) 

Post the Settlement Point Prices for each Settlement Point immediately following the end of each Settlement Interval  

Post the Real-Time On-Line Reliability Deployment Price, Real-Time Reserve Price for On-Line Reserves and  the Real-Time Reserve Price for Off-Line Reserves immediately following the end of each Settlement Interval  

Post parameters as required by Section 6.4.9, Ancillary Services Capacity During the Adjustment Period and in Real-Time, on the MIS Public Area


(3)
At the beginning of each hour, ERCOT shall post on the MIS Public Area the following information:

(a)
Changes in ERCOT System conditions that could affect the security and dynamic transmission limits of the ERCOT System, including:

(i)
Changes or expected changes, in the status of Transmission Facilities as recorded in the Outage Scheduler for the remaining hours of the current Operating Day and all hours of the next Operating Day; and

(ii)
Any conditions such as adverse weather conditions as determined from the ERCOT-designated weather service;

(b)
Updated system-wide Load forecasts;

(c)
The quantities of Reliability Must-Run (RMR) Services deployed by ERCOT for each previous hour of the current Operating Day;

(d)
Total ERCOT System Demand, from Real-Time operations, integrated over each Settlement Interval; and 

(e)
Updated Electrical Bus Load distribution factors and other information necessary to forecast Electrical Bus Loads for each hour of the current Operating Day and all hours of the next Operating Day.

	[NPRR754:  Delete paragraph (e) above upon system implementation.]


(4)
No later than 0600, ERCOT shall post on the MIS Public Area the actual system Load by Weather Zone and actual system Load by Forecast Zone for each hour of the previous Operating Day.
	[NPRR754:  Insert paragraph (5) below upon system implementation.]

(5)
ERCOT shall provide notification to the market and post on the MIS Public Area Electrical Bus Load distribution factors and other information necessary to forecast Electrical Bus Loads.  This report will be published when updates to the Load distribution factors are made.


�Please note NPRR768 and NPRR789 also propose revisions to this section.
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