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	Comments


TCPA appreciates the opportunity to submit these comments and edits to the proposed language on top of ERCOT’s comments dated January 27, 2017.  These comments reflect additional information shared at the Subsynchronous Resonance (“SSR”) Workshop held on January 31, 2017 and benefit from the stakeholder discussions there.

In general, TCPA acknowledges significant improvement in NPRR 562 as a result of the number of working sessions and workshops ERCOT has hosted on this matter, and TCPA appreciates all of ERCOT’s efforts to address this very important issue.  The current language in the NPRR shows progress in responding to the wide array of opinions on SSR from stakeholders and industry experts alike.  However, a higher standard of protection is needed to address this uniquely dangerous and destructive force.  

The potential for sudden catastrophic, crippling damage to a generation unit due to SSR vulnerability is an unacceptable threat to plant personnel safety and ERCOT system security and reliability. The nature of this threat is significantly different and graver than any other risk that ERCOT must manage. The potential loss of capital investment by generation companies that are impacted by SSR risk, particularly in a competitive power market where most suppliers do not have rate-making capability to recover costs from catastrophic events, is also untenable.  Therefore, a significantly wider margin of safety MUST be applied to the standards of preparation, monitoring, and mitigation to address this threat. 

TCPA would like to stress that these comments are meant to reflect the fact that the NPRR’s language stipulates the treatment of Generation Resource vulnerability to SSR in a steady state mode of system operation.  What looks very orderly in a steady state or planning context can quickly turn into extreme danger when conditions such as extreme weather fronts arise and threaten large transmission corridors.  TCPA continues to believe that the mitigation steps should be initiated at earlier contingency levels given the catastrophic and irreparable harm that may occur with SSR interactions.  Mitigation action set forth in section 3.22.3 should require bypassing the series capacitors as the first line of action in mitigation because this action is a surefire way to eliminate the potential vulnerability.   Prudent utility practice dictates that imminent exposure to SSR be dealt with in the safest way possible and treated like the low probability yet extraordinarily high-impact threat that it is.

TCPA also believes that monitoring should be required for any Generation Resource that is eight or fewer transmission Outages away from SSR vulnerability, assuming a double-circuit transmission line is considered as two transmission Outages.  This margin for error allows for the ERCOT operator to make contact with the Generation Resource’s Qualified Scheduling Entity (QSE) with notification of the developing conditions so that the QSE can in turn notify the plant personnel involved and take other needed precautions.  Deployment of mitigation should occur when the Generation Resource is four transmission Outages away from SSR vulnerability, assuming a double-circuit transmission line is considered as two transmission Outages.
Finally, TCPA recognizes that these comments urge a conservative approach toward managing SSR vulnerability risks to the potential for such extremely dangerous conditions, this additional conservativism is justified.  In addition, there are no back-up mechanisms proposed to ensure mitigation occurs if the identified mitigation measure fails to operate (such as series capacitor bypass failure), indicating a further need for a layer of conservatism.  That said, TCPA would support reconsidering these levels of contingencies and related procedures when ERCOT and the TSPs have gained sufficient operating experience after the series capacitors (currently in bypass mode) are put in service, such as in two years’ time.  

Key points of TCPA comments:

· SSR vulnerability indicated in the annual review should be examined, and not deferred. 
· For existing generators and for new transmission projects, detailed mitigation plans must be developed and maintained for any Generation Resource that is six or fewer transmission Outages away from SSR vulnerability.  

· Remote Bypass capability through Supervisory Control and Data Acquisition (SCADA) systems should be installed for all series capacitors to ensure the availability of bypass deployment if needed for mitigation.    
· Deployment of mitigation to protect a plant should begin when an affected Generator is four transmission outages away from SSR vulnerability.  

· Development of a mitigation plan should occur as much as possible in advance, but no later than when an affected Generator is six transmission outages away from SSR vulnerability.  

· Bypass of the series capacitors should be the preferred first measure of mitigation.  

· Decommitting generators should be last resort for mitigation, after bypassing the series capacitors and cancelling scheduled outages. 

· Generator owners should be involved in developing the outage coordination and mitigation plans that will be used to protect their units. 

· Notices should be provided to the generator of outage conditions beginning when the affected Generator is six transmission outages away from SSR vulnerability, and updated as the contingency level changes.
· Generators should be able to add protection to their plants without removing ERCOT obligations to monitor and mitigate SSR vulnerability risks
	Revised Cover Page Language


No changes recommended at this time.
	Revised Proposed Protocol Language


2.1 
DEFINITIONS
Subsynchronous Oscillation (SSO)

Coincident oscillation occurring between two or more Transmission Elements or Generation Resources at a natural harmonic frequency lower than the normal operating frequency of the ERCOT System (60 Hz).

Subsynchronous Resonance (SSR)
Coincident oscillation occurring between Generation Resources and a series capacitor compensated transmission system at a natural harmonic frequency lower than the normal operating frequency of the ERCOT System (60 Hz), including the following types of interactions;

Torsional Interaction


The torsional interaction between a series capacitor compensated transmission system and turbine-generators.

Induction Generator Effect (IGE)


The electrical interaction between Generation Resources and a series capacitor compensated transmission system.
Torque Amplification


The interaction between Generation Resources and a series capacitor compensated transmission system that can result in high transient torques during and post the disturbance.

Subsynchronous Control Interaction (SSCI)


The interaction between a series capacitor compensated transmission system and the control system of Generation Resources.
Subsynchronous Resonance (SSR) Countermeasures 

Any equipment or any procedure to mitigate the SSR vulnerability, including but not limited to the following types of countermeasures;


Subsynchronous Resonance (SSR) Protection 


A countermeasure that includes, but is not limited to, disconnecting the affected Generation Resource. 

Subsynchronous Resonance (SSR) Mitigation 


A countermeasure that includes, but is not limited to, equipment installation, controller adjustment, or a procedure to mitigate the SSR vulnerability without disconnecting or adjusting the output of any affected Generation Resources; the preferred method of mitigation shall be bypass of series capacitors.

(a) 
(b) 
(c) 
(d) 
2.2
ACRONYMS AND ABBREVIATIONS
IGE
Induction Generator Effects

SSO
Subsynchronous Oscillation
SSR
Subsynchronous Resonance

SSCI
Subsynchronous Control Interaction
3.1.1
Role of ERCOT

(1)
ERCOT shall coordinate and use reasonable efforts, consistent with Good Utility Practice, to accept, approve or reject all Outage schedules for maintenance, repair, and construction of both Transmission Facilities and Resources within the ERCOT System.  ERCOT may reject an Outage schedule under certain circumstances, as set forth in these Protocols.

(2)
ERCOT’s responsibilities with respect to Outage Coordination include:

(a)
Approving or rejecting requests for Planned Outages and Maintenance Outages of Transmission Facilities for Transmission Service Providers (TSPs) in coordination with and based on information regarding all Entities’ Planned Outages and Maintenance Outages;

(b)
Assessing the adequacy of available Resources, based on planned and known Resource Outages, relative to forecasts of Load, Ancillary Service requirements,  and reserve requirements;

(c)
Coordinating and approving or rejecting schedules for Planned Outages of Resources scheduled to occur within 45 days after request;

(d)
Coordinating and approving or rejecting schedules for Planned Outages of Reliability Must-Run (RMR) Units under the terms of the applicable RMR Agreements; 

(e)
Coordinating and approving or rejecting Outages associated with Black Start Resources under the applicable Black Start Unit Agreements;
(f)
Coordinating and approving or rejecting Outages affecting SSR vulnerable Generation Resources that do not have SSR Mitigation in the event of  two or more planned concurrent transmission Outages that, in combination with other transmission Outages, create SSR vulnerability;
(g)
Reviewing and coordinating changes to existing 12-month Resource Outage plans to determine how changes will affect ERCOT System reliability, including Resource Outages not previously included in the Outage plan;

(h)
Monitoring how Planned Outage schedules compare with actual Outages;

(i)
Posting all proposed and approved schedules for Planned Outages and Maintenance Outages of Transmission Facilities on the Market Information System (MIS) Secure Area under Section 3.1.5.13, Transmission Report; 

	[NPRR758:   Replace paragraph (i) above with the following upon system implementation:]

(i)
Posting all proposed and approved schedules for Planned Outages, Maintenance Outages, and Rescheduled Outages of Transmission Facilities on the Market Information System (MIS) Secure Area under Section 3.1.5.13, Transmission Report;


(j)
Creating aggregated schedules of Planned Outages for Resources and posting those schedules on the MIS Secure Area under Section 3.2.3, System Adequacy Reports; 

(k)
Monitoring Transmission Facilities and Resource Forced Outages and Maintenance Outages of immediate nature and implementing responses to those Outages as provided in these Protocols;

(l)
Establishing and implementing communication procedures:

(i)
For a TSP to request approval of Transmission Facilities Planned Outage and Maintenance Outage schedules; and 

(ii)
For a Resource Entity’s designated Single Point of Contact to submit Outage plans and to coordinate Resource Outages;

(m)
Establishing and implementing record-keeping procedures for retaining all requested Planned Outages, Maintenance Outages, and Forced Outages; 

(n)
Planning and analyzing Transmission Facilities Outages; and

(o)
Working with the appropriate Technical Advisory Committee (TAC) Subcommittee to develop procedures for characterizing a Simple Transmission Outage. 

	[NPRR758:   Replace paragraphs (m)-(o) above with the following upon system implementation:]

(m)
Establishing and implementing record-keeping procedures for retaining all requested Planned Outages, Maintenance Outages, Rescheduled Outages, and Forced Outages; and

(n)
Planning and analyzing Transmission Facilities Outages.


3.1.5.11
Evaluation of Transmission Facilities Planned Outage or Maintenance Outage Requests

(1)
ERCOT shall evaluate requests, approve, or reject Transmission Facilities Planned Outages and Maintenance Outages according to the requirements of this section.  ERCOT may approve Outage requests provided the Outage in combination with other proposed Outages does not cause a violation of applicable reliability standards.  ERCOT shall reject Outage requests that do not meet the submittal timeline specified in Section 3.1.5.12, Submittal Timeline for Transmission Facility Outage Requests.  ERCOT shall consider the following factors in its evaluation:

(a)
Forecasted conditions during the time of the Outage;

(b)
Outage plans submitted by Resource Entities and TSPs under Section 3.1, Outage Coordination;

(c)
Forced Outages of Transmission Facilities;

(d)
Potential for the proposed Outages to cause irresolvable transmission overloads or voltage supply concerns based on the indications from contingency analysis software;
(e)
Potential for the proposed Outages to cause SSR vulnerability to Generation Resources that do not have SSR Mitigation;
(f)
Previously approved Planned Outages and Maintenance Outages; 

	[NPRR758:   Replace paragraph (f) above with the following upon system implementation:]

(f)
Previously approved Planned Outages, Maintenance Outages, and Rescheduled Outages;


(g)
Impacts on the transfer capability of DC Ties; and

(h)
Good Utility Practice for Transmission Facilities maintenance.

(2)
When ERCOT approves a Maintenance Outage, ERCOT shall coordinate the timing of the appropriate course of action with the requesting TSP. 

	[NPRR758:   Insert paragraph (3) below upon system implementation:]

(3)
When ERCOT identifies that an HIO has been submitted with 90-days or less notice, ERCOT may coordinate with TSP to make reasonable efforts to minimize the impact. 


3.22
Subsynchronous Resonance
3.22.1
Subsynchronous Resonance Vulnerability Assessment
3.22.1.1 
Existing Generation Resource Assessment
(1)
ERCOT shall perform a one-time Subsynchronous Resonance (SSR) vulnerability assessment on all existing Generation Resources as described in paragraphs (a) through (f) below.  For the purposes of this Section, a Generation Resource is considered an existing Generation Resource if it satisfies Planning Guide Section 6.9, Addition of Proposed Generation Resources to the Planning Models, on or before August 12, 2013.  

(a)
ERCOT shall perform a topology-check on all existing Generation Resources.  

(b)
If during the topology-check ERCOT determines that an existing Generation Resource will become radial to series capacitors(s) in the event of less than 14 concurrent transmission Outages, ERCOT shall perform a frequency scan assessment in accordance with Section 3.22.2, Subsynchronous Resonance Vulnerability Assessment Criteria, and will provide the frequency scan assessment results to the affected Resource Entity.

(c)
If the frequency scan assessment described in paragraph (b) above indicates potential SSR vulnerability, the Transmission Service Provider(s) (TSP(s)) that owns the affected series capacitor(s), in coordination with the interconnecting TSP, shall perform a detailed SSR analysis in accordance with Section 3.22.2 to determine SSR vulnerability.  

(d)
If the SSR study performed in accordance with paragraph (b) and/or (c) above indicates that an existing Generation Resource is vulnerable to SSR in the event of six or fewer concurrent transmission Outages, assuming a double-circuit transmission line is considered as two transmission Outages, the TSP(s) that owns the affected series capacitor(s) shall coordinate with the interconnecting TSP, ERCOT, and the affected Resource Entity to develop and install SSR Countermeasures on the ERCOT transmission system which shall include the capability to bypass the series capacitors in accordance with Section 3.22.3, Subsynchronous Resonance Monitoring.
(e)
If the SSR study performed in accordance with paragraph (b) and/or (c) above indicates that an existing Generation Resource is vulnerable to SSR in the event of seven or eight concurrent transmission Outages, assuming a double-circuit transmission line is considered as two transmission Outages, ERCOT shall implement SSR monitoring in accordance with Section 3.22.3.
(f)
The Resource Entity shall provide sufficient model data to ERCOT within 60 days of receipt of the data request.  ERCOT, at its sole discretion, may extend the response deadline. 
3.22.1.2 
Generation Resource Interconnection Assessment
(1)
In the Security Screening Study for a Generation Resource Interconnection or Change Request, ERCOT will perform a topology-check and determine if the Generation Resource will become radial to series capacitors(s) in the event of less than 14 concurrent transmission Outages.  
(2)
If ERCOT identifies that a Generation Resource will become radial to series capacitors(s) in the event of less than 14 concurrent transmission Outages, the interconnecting TSP shall perform an SSR study including frequency scan assessment and/or detailed SSR assessment for the Interconnecting Entity (IE) in accordance with Section 3.22.2, Subsynchronous Resonance Vulnerability Assessment Criteria, to determine SSR vulnerability.  The SSR study shall determine which system configurations create vulnerability to SSR.  Alternatively, if the IE can demonstrate to ERCOT’s and the interconnecting TSP’s satisfaction that the Generation Resource is not vulnerable to SSR, then the interconnecting TSP is not required to perform the SSR study.
(3)
If the SSR study performed in accordance with paragraph (2) above indicates that the Generation Resource is vulnerable to SSR in the event of six or fewer concurrent transmission Outages, assuming a double-circuit transmission line is considered as two transmission Outages, the IE shall develop an SSR Mitigation plan and provide it to ERCOT prior to submission of the initial synchronization request.  ERCOT shall respond with its acceptance or rejection of the plan within 30 days of receipt.  The IE shall install the ERCOT-approved SSR Mitigation prior to initial synchronization.  
(a)
If the SSR study performed in accordance with paragraph (2) above indicates that the Generation Resource is vulnerable to SSR in the event of six or fewer concurrent transmission Outages, assuming a double-circuit transmission line is considered as two transmission Outages, the IE may install SSR Protection in lieu of SSR Mitigation, as required by paragraph (3) above, if:

(i)
The Generation Resource satisfied Planning Guide Section 6.9, Addition of Proposed Generation Resources to the Planning Models, between August 12, 2013 and March 20, 2015,
(ii)
The SSR Protection is approved by ERCOT, and

(iii)
The Generation Resource installs the ERCOT-approved SSR Protection prior to initial synchronization.
(4)
If the SSR study performed in accordance with paragraph (2) above indicates that the Generation Resource is vulnerable to SSR in the event of seven or eight concurrent transmission Outages, assuming a double-circuit transmission line is considered as two transmission outages, ERCOT shall implement SSR monitoring for the IE prior to initial synchronization in accordance with Section 3.22.3, Subsynchronous Resonance Monitoring.
3.22.1.3 
Transmission Project Assessment
(1)
For any proposed Transmission Facilities connecting to or operating at 345 kV, the TSP shall perform an SSR vulnerability assessment, including a topology-check and/or frequency scan assessment in accordance with Section 3.22.2, Subsynchronous Resonance Vulnerability Assessment Criteria.  The TSP shall include a summary of the results of this assessment in the project submission to the Regional Planning Group pursuant to Section 3.11.4, Regional Planning Group Project Review Process.  For the purposes of this Section, a Generation Resource is considered an existing Generation Resource if it satisfies Planning Guide Section 6.9 at the time the Transmission Facilities are proposed.
(2)
For any proposed Transmission Facilities connecting to or operating at 345kV, the TSP shall design, and if the project is approved and constructed install, facilities that can be activated by ERCOT to immediately bypass the series capacitors if needed for mitigation requirements.
(3)
If while performing the independent review of a transmission project , ERCOT determines that the transmission project may cause an existing Generation Resource to become vulnerable to SSR, ERCOT shall perform an SSR vulnerability assessment, including topology-check and frequency scan in accordance with Section 3.22.2 if such an assessment was not included in the project submission.  ERCOT shall include a summary of the results of this assessment in the independent review.
(4)
If the frequency scan assessment in paragraphs (1) or (2) above indicates potential SSR vulnerability in accordance with Section 3.22.2, the TSP(s) that owns the affected series capacitor(s), in coordination with the interconnecting TSP, shall perform a detailed SSR assessment to confirm or refute the SSR vulnerability.  
(5)
If the SSR study confirms the Generation Resource is vulnerable to SSR in the event of six or fewer concurrent transmission Outages, assuming a double-circuit transmission line is considered as two transmission Outages, the TSP that owns the affected series capacitor(s) shall coordinate with ERCOT, the affected Resource Entity, and affected TSPs to develop and install SSR Mitigation on the ERCOT transmission system which shall include the capability to bypass the series capacitors in accordance with Section 3.22.3. The SSR Mitigation shall be developed prior to RPG acceptance, if required, and installed prior to the latter of the energization of the transmission project or the initial synchronization of the Generation Resource.
(5)
If the SSR study confirms the Generation Resource is vulnerable to SSR in the event of seven or eight concurrent transmission Outages, assuming a double-circuit transmission line is considered as two transmission Outages, ERCOT shall implement SSR monitoring in accordance with Section 3.22.3, Subsynchronous Resonance Monitoring, prior to the latter of the energization of the transmission project or the initial synchronization of the Generation Resource.
(6)
The Resource Entity shall provide sufficient model data to ERCOT within 60 days of receipt of the data request.  ERCOT, at its sole discretion, may extend the response deadline.
3.22.1.4 
Annual SSR Review
(1)
ERCOT shall perform an SSR review annually.  The annual review shall include the following elements: 
(a)
The annual review shall include a topology-check applying the system network topology that is consistent with year 3 SSWG base case developed in accordance with Planning Guide Section 6.1, Steady-State Model Development.  ERCOT shall post the SSR annual topology-check report to the Market Information System (MIS) Secure Area by May 31 of each year.

(b)
If ERCOT identifies that a Generation Resource will become radial to series capacitors(s) in the event of less than 14 concurrent transmission Outages, assuming a double-circuit transmission line is considered as two transmission Outages, ERCOT shall perform a frequency scan assessment in accordance with Section 3.22.2, Subsynchronous Resonance Vulnerability Assessment Criteria.  ERCOT shall prepare a report to summarize the results of the frequency scan assessment and provide it to the Resource Entity and the affected TSP.

(i)
If the frequency scan assessment described in paragraph (b) above shows the Generation Resource has potential SSR vulnerability in the event of eight or fewer concurrent transmission Outages, the TSP(s) that owns the affected series capacitor compensated Transmission Element in coordination with the interconnecting TSP shall perform a detailed SSR assessment to confirm or refute the SSR vulnerability.  
(ii)
If the SSR study confirms the Generation Resource is vulnerable to SSR in the event of six or fewer concurrent transmission Outages, the TSP that owns the affected series capacitor compensated Transmission Element shall coordinate with ERCOT, the affected Resource Entity, and affected TSPs to develop and install SSR Mitigation on the ERCOT transmission system which shall include the capability to bypass the series capacitors in accordance with Section 3.22.3. The SSR Mitigation shall be developed, if required, and installed prior to the latter of the energization of the transmission project or the initial synchronization of the Generation Resource.

(iii)
If the SSR study confirms the Generation Resource is vulnerable to SSR in the event of seven or eight concurrent transmission Outages, ERCOT shall implement SSR monitoring in accordance with Section 3.22.3 prior to the latter of energization of the transmission project or the initial synchronization of the Generation Resource.
(iv) 
The Resource Entity shall provide sufficient model data to ERCOT within 60 days of receipt of the data request.  ERCOT, in its sole discretion, may extend the response deadline.
3.22.2

Subsynchronous Resonance Vulnerability Assessment Criteria

(1)
A Generation Resource is considered to be potentially vulnerable to SSR in the topology-check if a Generation Resource will become radial to series capacitors(s) in the event of less than 14 concurrent transmission Outages.  A frequency scan assessment and/or a detailed SSR assessment shall be required to screen for system conditions causing potential SSR vulnerability.
(2)
In the SSR vulnerability assessment, a double-circuit transmission line is considered as two transmission Outages.
(3)
In determining whether a Generation Resource is considered to be potentially vulnerable to SSR in the frequency scan assessment results, the following criteria shall be considered:
(a) 
Induction Generator Effect (IGE) and SSR Control Interaction (SSCI): 
(i)
When considering the total impedance of the generator and the applicable part of the ERCOT System, if the total resistance is negative at a reactance crossover of zero ohms from negative to positive with increasing frequency, then the generator is considered to be potentially vulnerable to IGE/SSCI; 
(b) 
Torsional Interaction: 

(i)
If the sum of electrical damping (De) plus inverse mechanical damping (Dm) results in a negative value then the generator is potentially vulnerable to Torsional Interaction.  Dm at +/- 1 Hz of the modal frequency may be utilized to compare to De; and 

(c) 
Torque Amplification: 

(i)
When considering the total impedance of the generator and the system, if a 5% reactance dip occurs within a +/- 3 Hz complement of the modal frequency, then the generator is considered to be potentially vulnerable to Torque Amplification.
(4)
The detailed SSR assessment shall include an electromagnetic transient program analysis or similar analysis.  A Generation Resource is considered to be vulnerable to SSR if any of the following criteria are met:
(a)
The SSR vulnerability results in more than 50% of fatigue life expenditure over the expected lifetime of the unit;   
(i)
If the fatigue life expenditure is not available, the highest torsional torque caused by SSR is more than 110% of the torque experienced during a transmission fault with the series capacitors bypassed;
(b)
The oscillation, if occurred, is not damped; or
(c)
The oscillation, if occurred, results in disconnection of any transmission and generation facilities.
(5)
The SSR study described in this section must be performed unless a previous SSR study demonstrates the Generation Resource is not vulnerable to SSR in the event of eight or fewer concurrent transmission Outages and ERCOT has determined the previous SSR study system conditions have no material changes; or the Resource Entity has provided an attestation that the Generation Resource is not vulnerable to SSR.  
3.22.3 
Subsynchronous Resonance Monitoring
(1)
ERCOT’s responsibilities for SSR monitoring shall consist of the following activities if a Generation Resource is vulnerable to SSR in the event of seven or eight concurrent transmission Outages without SSR Mitigation: 
(a)
ERCOT shall identify the combinations of Outages of Transmission Elements that would result in SSR vulnerability and provide these Transmission Elements to the affected Resource Entity and its interconnected TSP;
(b)
Within 90 days of any Generation Resource being identified as vulnerable to SSR, as set forth in this section, ERCOT and affected TSPs shall prepare SSR Mitigation plans and outage control procedures to address and protect against all potential SSR vulnerability scenarios.  ERCOT and the TSPs shall actively consult with the Generation Resource regarding such SSR Mitigation plans and outage control procedures.  If a Generation Resource is equipped with SSR protection, it may elect for ERCOT to forego SSR Mitigation if it is the sole impacted Generation Resource in a condition of SSR vulnerability.

(c) 
For purposes of SSR Mitigation, a double-circuit transmission line is considered as two transmission Outages.
(d)
ERCOT shall monitor the status of these Transmission Elements;
(e)
ERCOT shall immediately bypass the affected series capacitor(s) upon the occurrence of any transmission Outage that would result in SSR vulnerability to a Generation Resource if four additional transmission Outages were to occur.
(f)
If the occurrence of Forced and/or Planned Outages result in one of these Generation Resources being six transmission Outages away from SSR vulnerability, ERCOT shall identify, and in ERCOT’s discretion implement, additional SSR Mitigation measures.
(g)
Additional SSR Mitigation measures that may be considered are:
(i)
No action if the affected Generation Resource(s) is/are equipped with SSR Protection and all affected Generation Resources have elected for ERCOT to forego SSR Mitigation; 
(ii)
Withdraw a Planned Outage if feasible;   

or

(iii)
As a last resort, and in coordination with the affected Generation Resource, decommit the affected Generation Resource(s).

(h)
In developing SSR Mitigation plans, ERCOT shall consider the actions in the order listed in paragraph (c) above unless reliability considerations would dictate a different order.  ERCOT may also consider other actions specific to the situation.  
(2)
When a Generation Resource becomes six transmission Outages away from SSR vulnerability, ERCOT shall immediately notify the Generation Resource’s QSE by voice communications that this level of SSR vulnerability scenario has occurred and the potential for ERCOT to take the mitigation actions in (g) (i) through (iii), and ERCOT shall provide additional notifications of each relevant topology change until  the Generation Resource(s) is/are at least seven transmission Outages away from SSR vulnerability.













(a) 
(b) 
(c) 

(a) 
(b) 
(c) 



(6) 
(7) 
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