Summary of Nodal Protocol Revisions

Effective:  May 11, 2017

Section 4:

NPRR746 – Adjustments Due to Negative Load
This Nodal Protocol Revision Request (NPRR) addresses certain undesirable outcomes that follow from assigning one or more Qualified Scheduling Entities (QSEs) a negative Load or negative Load Ratio Share (LRS).
Revised Subsection:  4.2.1.2 [unboxed due to system implementation]
Section 6:

NPRR746 – Adjustments Due to Negative Load
See Section 4 above.

Revised Subsections:  6.6.2.1, 6.6.2.2, 6.6.2.3 (new), 6.6.2.3, 6.6.11.1, and 6.6.11.2 [unboxed due to system implementation]
Section 9:

NPRR746 – Adjustments Due to Negative Load
See Section 4 above.

Revised Subsections:  9.16.1 and 9.19.1 [unboxed due to system implementation]
Section 11:

NPRR786 – Consumption Data Adjustments for Negative Load
This Nodal Protocol Revision Request (NPRR) corrects the allocation of Transmission Losses, Distribution Losses and Unaccounted for Energy (UFE) so that instances of negative Load do not result in loss or UFE allocations.
Revised Subsections:  11.4.5, 11.4.6, and 11.4.6.4 [unboxed due to system implementation of NPRR746]
Administrative Changes:

Non-substantive administrative changes were made such as spelling corrections, formatting, and correcting Section numbering and references.
Revised Subsection:  6.6.6.5, 6.6.6.6, 6.6.8.2, 6.7.4, 6.7.7
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