Summary of Nodal Protocol Revisions

Effective:  July 1, 2017

Section 2:

NPRR562 – Subsynchronous Resonance
This Nodal Protocol Revision Request (NPRR) creates a process for investigating and addressing Subsynchronous Resonance (SSR) risk and clarifies the responsibilities of the various Entities affected.
Revised Subsections:  2.1 [effective upon system implementation] and 2.2
NPRR820 – Clarification of Aggregate Generation Resource (AGR) Definition
This Nodal Protocol Revision Request (NPRR) aligns the definition of an Aggregate Generation Resource (AGR) with paragraph (1) of Section 16.5, Registration of a Resource Entity, which allows a Resource Entity to submit a proposal to register the aggregation of generators, with the exception of Intermittent Renewable Resources (IRRs), as an AGR.
Revised Subsection:  2.1
Section 3:

NPRR562 – Subsynchronous Resonance
See Section 2 above.

Revised Subsections:  3.1.1, 3.1.5.11, 3.22 (new), 3.22.1 (new), 3.22.1.1 (new), 3.22.1.2 (new), 3.22.1.3 (new), 3.22.1.4 (new), 3.22.2 (new), and 3.22.3(new) [effective upon system implementation]
Section 4:

NPRR831 – Inclusion of Private Use Networks in Load Zone Price Calculations
This Nodal Protocol Revision Request (NPRR) updates market systems in order to calculate a net Load value for each Private Use Network that will be included in the Load Zone price for all markets, Congestion Revenue Rights (CRRs), Day-Ahead Market (DAM), and Real-Time Market (RTM), when the Load is a net consumer from the ERCOT Transmission Grid.  This NPRR also clarifies that Private Use Network net Load will be redacted from the Electrical Bus Load distribution factors and other information necessary to forecast Electrical Bus Loads that is posted to the Market Information System (MIS) Public Area pursuant to Section 6.3.2, Activities for Real-Time Operations.
Revised Subsection:  4.5.1 [effective upon system implementation]
Section 6:

NPRR824 – Alignment of EEA Level 3 with NERC Reliability Standards EOP-011-1 and BAL-001-2
This Nodal Protocol Revision Request (NPRR) aligns Protocol language with North American Electric Reliability Corporation (NERC) Reliability Standards: Attachment 1, Energy Emergency Alerts, of NERC Reliability Standard EOP-011-1, Emergency Operations, and NERC Reliability Standard BAL-001-2, Real Power Balancing Control Performance.
Revised Subsections:  6.5.9.4, 6.5.9.4.1, and 6.5.9.4.2

NPRR831 – Inclusion of Private Use Networks in Load Zone Price Calculations
See Section 4 above.

Revised Subsections:  6.3.2 and 6.6.1.2 [effective upon system implementation]
Section 7:

NPRR831 – Inclusion of Private Use Networks in Load Zone Price Calculations
See Section 4 above.

Revised Subsection:  7.5.1 [effective upon system implementation]
Section 16:

NPRR820 – Clarification of Aggregate Generation Resource (AGR) Definition
See Section 2 above.

Revised Subsection:  16.5
Section 19:

NPRR796 – Extended Character Set Clean Up 
This Nodal Protocol Revision Request (NPRR) specifies that character set validations are available within each Texas Standard Electronic Transaction (SET) Implementation Guide.
Revised Subsections:  19.5 and 19.5.1

Administrative Changes:

Non-substantive administrative changes were made such as spelling corrections, formatting, and correcting Section numbering and references.
Revised Subsections:  3.10.1, 3.14.1.2, and 16.5.1
PAGE  
Page 3 of 3

