Summary of Nodal Protocol Revisions

Effective:  April 11, 2018

Section 2:

NPRR868 – As-Built Hub and Load Zone Calculation
This Nodal Protocol Revision Request (NPRR) modifies the Hub Bus and Load Zone definitions and price calculations to account for the current usage of power flow buses as opposed to Electrical Buses in the Day-Ahead Market (DAM) and Congestion Revenue Right (CRR) Auction systems; and provides clarification for the scenario when buses are de-energized in contingency analysis.
Revised Subsection:  2.1
Section 3:

NPRR868 – As-Built Hub and Load Zone Calculation
See Section 2 above.

Revised Subsections:  3.4, 3.5.2.1, 3.5.2.2, 3.5.2.3, 3.5.2.4, and 3.5.2.6
Section 4:

NPRR868 – As-Built Hub and Load Zone Calculation
See Section 2 above.

Revised Subsections:  4.5.1 and 4.6.1.2
Section 7:

NPRR868 – As-Built Hub and Load Zone Calculation
See Section 2 above.

Revised Subsection:  7.5.1
Administrative Changes:

Non-substantive administrative changes were made such as spelling corrections, formatting, and correcting Section numbering and references.
Revised Subsections:  4.6.1, 4.6.1.1, 4.6.1.3, 4.6.1.4, 4.6.4, 4.6.4.1.1, 4.6.4.1.2, 4.6.4.1.3, 4.6.4.1.4, 4.6.4.2.1, 4.6.4.2.2, 4.6.4.2.3, and 4.6.4.2.4
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