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	Comments


ERCOT submits these comments in response to the 4/9/20 TCPA and 4/14/20 TIEC comments to address three issues: (1) the process for disputing before the ERCOT Board of Directors (Board) any future TAC-recommended change to the assumed Emergency Response Service (ERS) restoration period; (2) implementation concerns related to the proposed addition of (TDSP) Load management program deployments to the Real-Time On-Line Reliability Deployment Price Adder (RTORDPA); and (3) TCPA’s comments regarding return to service timing for the January 6, 2014, ERS deployment event.

With respect to the first issue, ERCOT recommends stakeholders do not adopt TCPA’s and TIEC’s revisions to the asterisked language in item (2)(e) of Section 6.5.7.3.1, Determination of Real-Time On-Line Reliability Deployment Price Adder, and instead approve the originally-proposed language.  The language, as originally proposed, mirrors similar provisions currently in the Protocols; accordingly, approval of the original language will maintain consistency.  To the extent the revisions proposed to this section by the 4/9/20 TCPA and 4/14/20 TIEC comments were intended to give stakeholders an avenue to contest before the ERCOT Board a TAC-recommended change to the assumed ERS restoration period, the originally-proposed language already allows for this. Item (b) of Section 8.1 of the ERCOT Board Policies and Procedures (http://www.ercot.com/content/wcm/key_documents_lists/88679/Board_Policies_and_Procedures__eff_04.09.2019_.pdf) provides that any Market Participant may “submit written comments requesting a Board action to reject, defer, remand, or refer a matter that is before the Board for consideration, and requires a TAC recommendation as part of the approval process.”  Accordingly, under the language as originally proposed, a Market Participant that disagrees with a TAC-recommended change to the assumed ERS restoration period can file comments with the Board and request that the Board reject the recommended change.  Further, to the extent TAC declined to recommend a change to the assumed ERS restoration period and a Market Participant wanted to challenge that decision, item (a) of Section 8.1 of the ERCOT Board Policies and Procedures would allow the Market Participant to appeal that non-action to the ERCOT Board.  In light of this, and so as to maintain consistency with existing language in the Protocols, ERCOT requests that stakeholders approve the originally-proposed asterisked language in item (2)(e) of Section 6.5.7.3.1 concerning the TAC recommendation process.
With respect to the second issue, ERCOT appreciates the 4/9/20 TCPA comments regarding the inclusion of the ERCOT-instructed deployments of the TDSP Load management programs during Energy Emergency Alert(s) (EEAs) in the RTORDPA.  While there are similarities between the TDSP Load management program and ERS, there is one critical difference that will need to be addressed.  ERS is deployed by the ERCOT Operator with a Verbal Dispatch Instruction (VDI) accompanied by an XML instruction.  The XML instruction is used as the electronic trigger to make the appropriate adjustments to the RTORDPA in Real-Time.  Currently, no such electronic trigger exist with respect to the ERCOT instruction to the TDSPs to deploy their Load management programs; therefore, some solution for this will need to be implemented in order to include the TDSP Load management program in the RTORDPA.  ERCOT is concerned that this issue, along with others pertaining to the TDSP Load management programs inclusion into the RTORDPA, have not been fully vetted and may delay implementation of the original intent of this NPRR if included here.  If stakeholders wish to move forward with this concept, ERCOT recommends that items relevant to the initial intent of the NPRR that are able to be implemented in time for summer become effective as soon as possible, and the additional language regarding inclusion of TDSP Load management programs in the RTORDPA become effective upon system implementation at a later date.

Finally, ERCOT wishes to comment on TCPA’s interpretation of the ERS return to service for the January 6, 2014, ERS deployment event.  The graph used (provided below) as the basis for TCPA’s interpretation did not include the updated techniques that ERCOT used for the 2019 deployment events to adjust for baseline error.  Using the information that is now available to ERCOT through our annual Demand Response Data Collection process, ERCOT is able to produce much more accurate baselines, which results in more accurate response reporting.  This is evident by observing the Load reduction graph line during the early morning and late evening hours on the graph for the January 6, 2014, event, which should be showing a response hovering around zero.  ERS includes Loads on the alternate baseline whose consumption during normal operating periods can still be widely fluctuating.  Because of this, the graph may suggest that there is Load that has not returned to normal operation, when in reality the graph is reflecting a combination of the baseline error and the normal operation of some of the alternate baseline Loads.  It is ERCOT’s analysis that on January 6, 2014, the ERS Resources returned to normal operation starting around interval 45.  Therefore, with the recall initiated at interval 31 (red vertical line), the return to service took about 3.5 hours for the January 6, 2014 event, and not 7.5 hours as suggested by TCPA.

If stakeholders agree with the compromised position on the “RHours” to be originally set at 4.5 hours, ERCOT agrees that this is a reasonable approach.
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Please note that ERCOT takes no position as to the merits of the 4/14/20 LCRA comments.  ERCOT is not including LCRA's comments here, however, because ERCOT believes LCRA's comments should be filed as a separate NPRR.
	Revised Cover Page Language


	NPRR Number
	1006
	NPRR Title
	Update Real-Time On-Line Reliability Deployment Price Adder Inputs to Match Actual Data

	Requested Resolution 
	Urgent.  The current restoration presumption adopted through Nodal Protocol Revision Request (NPRR) 626, Reliability Deployment Price Adder (“formerly ORDC Price Reversal Mitigation Enhancements”), caused prolonged high Real-Time On-Line Reliability Deployment Price Adder values for many hours after Energy Emergency Alert (EEA) conditions subsided during the summer of 2019.  This value should be updated to reflect a more realistic number than ten but recognize that two days of data during summer does not represent a definitive number.  Over-correction should be avoided in order to balance between variations in restoration time that exceed three hours but are less than ten hours.  The proposed changes reflect the Emergency Response Service (ERS) deployment during both summer and winter months and reflects a more reasonable return to service timeframe.  Market Participants can review this when additional data may be available.  Additionally, the Real-Time On-Line Reliability Deployment Price Adder calculation has been updated to incorporate ERCOT instructions to Transmission and/or Distribution Service Providers (TDSPs) to deploy Load management programs during an EEA.  .  

	Revision Description
	When the Real-Time On-Line Reliability Deployment Price Adder was created through NPRR626, ERS Resources were presumed to return to service on a linear curve over ten hours following recall.  However, NPRR626 explicitly stated that: “The restoration period shall be reviewed by TAC at least annually, and ERCOT may recommend a new restoration period to reflect observed historical restoration patterns.”  

Actual data from summer 2019 provided by ERCOT shows the following: 

· On August 13th, 38% returned to service after one hour, 78% returned to service after two hours, and 100% returned to service after three hours.  

· On August 15th, 42% of the ERS MWs returned to service after one hour, 83% returned to service after two hours, and 93% returned to service after three hours.  
· On January 6, 2014, ERS MWs returned to service after approximately 30 intervals or 3.5 hours.
It is appropriate to update the Real-Time On-Line Reliability Deployment Price Adder inputs to reflect a more realistic time period based on the actual data from the ERS deployments last summer as well as those in winter months since ERS is a year-round program.  Accordingly, this NPRR proposes to return the ERS resources in a linear curve over a four and a half-hour period following recall, rather than ten hours, to account for the data seen from summer 2019 as well as winter 2014 with the recognition that three days’ data does not provide definitive information for further reduction.  The NPRR also changes the process for updating this parameter in the future so that it can be updated by TAC each year as appropriate, without the need to file an NPRR.
During periods of EEA 2, ERCOT instructs TDSPs to reduce Load through deployment of any available Load management plans.
The December 2019 Capacity Demand and Reserves Report notes TDSP Load management programs account for 257 MW of demand reduction capacity. Inclusion of this capacity in the Real-Time On-Line Reliability Deployment Price Adder is consistent with its intent, which mitigates price distortions resulting from out-of-market actions. 

	Business Case
	 Adjusting the Real-Time On-Line Reliability Deployment Price Adder ERS restoration assumption and  including ERCOT-instructed Load reductions through the use of TDSP Load management programs provides more accurate pricing signals for Loads and generators.  These enhancements avoid inefficient market response, preserve resources for other periods when response is actually needed, and limit unnecessary high prices for consumers after scarcity conditions have subsided.  Implementation costs are easily justified by the pricing efficiencies this will provide.  


	Market Rules Notes


Please note that the following NPRR(s) also propose revisions to the following section(s):

· NPRR1010, RTC – NP 6: Adjustment Period and Real-Time Operations
· Section 6.5.7.3.1

· NPRR1014, BESTF-4 Energy Storage Resource Single Model
· Section 6.5.7.3.1
	Revised Proposed Protocol Language


6.5.7.3.1

Determination of Real-Time On-Line Reliability Deployment Price Adder
(1)
The following categories of reliability deployments are considered in the determination of the Real-Time On-Line Reliability Deployment Price Adder:

(a)
RUC-committed Resources, except for those whose QSEs have opted out of RUC Settlement in accordance with paragraph (12) of Section 5.5.2, Reliability Unit Commitment (RUC) Process;

(b)
RMR Resources that are On-Line, including capacity secured to prevent an Emergency Condition pursuant to paragraph (2) of Section 6.5.1.1, ERCOT Control Area Authority; 

(c)
Deployed Load Resources other than Controllable Load Resources;

(d)
Deployed Emergency Response Service (ERS);

(e)
Real-Time DC Tie imports during an EEA where the total adjustment shall not exceed 1,250 MW in a single interval; 
(f)
Real-Time DC Tie exports to address emergency conditions in the receiving electric grid; 

	[NPRR904:  Replace items (e) and (f) above with the following upon system implementation and renumber accordingly:]

(e)
ERCOT-directed DC Tie imports during an EEA or transmission emergency where the total adjustment shall not exceed 1,250 MW in a single interval; 

(f)
ERCOT-directed curtailment of DC Tie imports below the higher of DC Tie advisory import limit as of 0600 in the Day-Ahead or subsequent advisory import limit to address local transmission system limitations where the total adjustment shall not exceed 1,250 MW in a single interval;

(g)
ERCOT-directed curtailment of DC Tie imports below the higher of DC Tie advisory import limit as of 0600 in the Day-Ahead or subsequent advisory import limit due to an emergency action by a neighboring system operator during an emergency that is accommodated by ERCOT where the total adjustment shall not exceed 1,250 MW in a single interval;

(h)
ERCOT-directed DC Tie exports to address emergency conditions in the receiving electric grid where the total adjustment shall not exceed 1,250 MW in a single interval; 

(i)
ERCOT-directed curtailment of DC Tie exports below the DC Tie advisory export limit as of 0600 in the Day-Ahead or subsequent advisory export limit during EEA, a transmission emergency, or to address local transmission system limitations where the total adjustment shall not exceed 1,250 MW in a single interval; 


(g)
Energy delivered to ERCOT through registered Block Load Transfers (BLTs) during an EEA; 
(h)
Energy delivered from ERCOT to another power pool through registered BLTs during emergency conditions in the receiving electric grid; and

(i)
ERCOT-directed deployment of TDSP standard offer Load management programs.
(2)
The Real-Time On-Line Reliability Deployment Price Adder is an estimation of the impact to energy prices due to the above categories of reliability deployments.  For intervals where there are reliability deployments as described in paragraph (1) above, after the two-step SCED process and also after the Real-Time On-Line Reserve Price Adder and Real-Time Off-Line Reserve Price Adder have been determined, the Real-Time On-Line Reliability Deployment Price Adder is determined as follows:

(a)
For RUC-committed Resources with a telemetered Resource Status of ONRUC and for RMR Resources that are On-Line, set the LSL, LASL, and LDL to zero.

	[NPRR884:  Insert paragraph (b) below upon system implementation and renumber accordingly:]

(b)
Notwithstanding item (a) above, for RUC-committed Combined Cycle Generation Resources with a telemetered Resource Status of ONRUC that were instructed by ERCOT to transition to a different configuration to provide additional capacity, set the LSL, LASL, and LDL equal to the minimum of their current value and the COP HSL of the QSE-committed configuration for the RUC hour at the snapshot time of the RUC instruction.


(b) 
For all other Generation Resources excluding ones with a telemetered status of ONRUC, ONTEST, STARTUP, SHUTDOWN, and also excluding RMR Resources that are On-Line and excluding Generation Resources with a telemetered output less than 95% of LSL:

(i)  
Set LDL to the greater of Aggregated Resource Output - (60 minutes * SCED Down Ramp Rate), or LASL; and

(ii)       Set HDL to the lesser of Aggregated Resource Output + (60 minutes*SCED Up Ramp Rate), or HASL.

	[NPRR904:  Replace paragraph (b) above with the following upon system implementation:]

(b) 
For all other Generation Resources excluding ones with a telemetered status of ONRUC, ONTEST, STARTUP, SHUTDOWN, and also excluding RMR Resources that are On-Line and excluding Generation Resources with a telemetered output less than 95% of LSL:

(i)
If the Generation Resource SCED Base Point is not at LDL, set LDL to the greater of Aggregated Resource Output - (60 minutes * SCED Down Ramp Rate), or LASL; and

(ii) 
If the Generation Resource SCED Base Point is not at HDL, set HDL to the lesser of Aggregated Resource Output + (60 minutes * SCED Up Ramp Rate), or HASL.


(c) 
For all Controllable Load Resources excluding ones with a telemetered status of OUTL:

(i)  
Set LDL to the greater of Aggregated Resource Output - (60 minutes * SCED Up Ramp Rate), or LASL; and

(ii)       Set HDL to the lesser of Aggregated Resource Output + (60 minutes*SCED Down Ramp Rate), or HASL.

	[NPRR904:  Replace paragraph (c) above with the following upon system implementation:]

(c) 
For all Controllable Load Resources excluding ones with a telemetered status of OUTL:

(i)
If the Controllable Load Resource SCED Base Point is not at LDL, set LDL to the greater of Aggregated Resource Output - (60 minutes * SCED Up Ramp Rate), or LASL; and

(ii)
If the Controllable Load Resource SCED Base Point is not at HDL, set HDL to the lesser of Aggregated Resource Output + (60 minutes * SCED Down Ramp Rate), or HASL.


(d)
Add the deployed MW from Load Resources other than Controllable Load Resources to GTBD linearly ramped over the 10-minute ramp period.  The amount of deployed MW is calculated from the Resource telemetry and from applicable deployment instructions in Extensible Markup Language (XML) messages. ERCOT shall generate a linear bid curve defined by a price/quantity pair of $300/MWh for the first MW of Load Resources deployed and a price/quantity pair of $700/MWh for the last MW of Load Resources deployed in each SCED execution.  After recall instruction, the amount of MW added to GTBD during the restoration period will be determined by validated telemetry.  The TAC shall review the validity of the prices for the bid curve at least annually.  

(e) 
Add the deployed MW from ERS to GTBD. The amount of deployed MW is determined from the XML messages and ERS contracted capacities for the ERS Time Periods when ERS is deployed.  After recall, an approximation of the amount of un-restored ERS shall be used.  After ERCOT recalls each group, GTBD shall be adjusted to reflect restoration on a linear curve over the assumed restoration period (“RHours”).
The above parameter is defined as follows:

	Parameter
	Unit
	Current Value*

	RHours
	Hours
	Four and a half (4.5)

	*  The current value of the parameter(s) referenced in this table above will be recommended by TAC and approved by the ERCOT Board.  ERCOT shall update parameter values on the first day of the month following ERCOT Board approval unless otherwise directed by the ERCOT Board.  ERCOT shall provide a Market Notice prior to implementation of a revised parameter value.    


(f)
Add the MW from Real-Time DC Tie imports during an EEA to GTBD.  The amount of MW is determined from the Dispatch Instruction and should continue over the duration of time specified by the ERCOT Operator.

(g)
Subtract the MW from Real-Time DC Tie exports to address emergency conditions in the receiving electric grid from GTBD.  The amount of MW is determined from the Dispatch Instruction and should continue over the duration of time specified by the receiving grid operator.   

	[NPRR904:  Replace paragraphs (f) and (g) above with the following upon system implementation and renumber accordingly:]

(f)
Add the MW from DC Tie imports during an EEA or transmission emergency, to address local transmission system limitations, or due to an emergency action by a neighboring system operator during an emergency that is accommodated by ERCOT to GTBD.  The amount of MW is determined from the Dispatch Instruction and should continue over the duration of time specified by the ERCOT Operator.

(g)
Add the MW from DC Tie export curtailments during an EEA or transmission emergency, to address local transmission system limitations, or due to an emergency action by a neighboring system operator during an emergency that is accommodated by ERCOT to GTBD.  The amount of MW is determined from the Dispatch Instruction and should continue over the duration of time specified by the ERCOT Operator.  The MW added to GTBD associated with any individual DC Tie shall not exceed the higher of DC Tie advisory limit for exports on that tie as of 0600 in the Day-Ahead or subsequent advisory export limit minus the aggregate export on the DC Tie that remained scheduled following the Dispatch Instruction from the ERCOT Operator.

(h)
Subtract the MW from DC Tie exports to address emergency conditions in the receiving electric grid from GTBD.  The amount of MW is determined from the Dispatch Instruction and should continue over the duration of time specified by the receiving grid operator.   

(i)
Subtract the MW from DC Tie import curtailments to address local transmission system limitations or emergency conditions in the receiving electric grid from GTBD.  The amount of MW is determined from the Dispatch Instruction and should continue over the duration of time specified by the receiving grid operator.  The MW subtracted from GTBD associated with any individual DC Tie shall not exceed the higher of DC Tie advisory limit for imports on that tie as of 0600 in the Day-Ahead or subsequent advisory import limit minus the aggregate import on the DC Tie that remained scheduled following the Dispatch Instruction from the ERCOT Operator.


(h)
Add the MW from energy delivered to ERCOT through registered BLTs during an EEA to GTBD.  The amount of MW is determined from the Dispatch Instruction and should continue over the duration of time specified by the ERCOT Operator.

(i)
Subtract the MW from energy delivered from ERCOT to another power pool through registered BLTs during emergency conditions in the receiving electric grid from GTBD.  The amount of MW is determined from the Dispatch Instruction and should continue over the duration of time specified by the receiving grid operator.
(j)
Add the MWs from TDSP standard offer Load management programs to GTBD.  When ERCOT instructs TDSPs to implement Load management programs the total amount of deployed MW shall be the sum of TDSP Load management capacity values authorized by the Public Utility Commission of Texas (PUCT), including but not limited to the value ERCOT provided in the Capacity Demand and Reserve Report.  After recall, an approximation of the amount of un-restored TDSP standard offer Load management programs shall be used.  GTBD shall be adjusted to reflect restoration on a linear curve over the assumed restoration period (“RHours”) defined by item (e) above.  
(k)
Perform a SCED with changes to the inputs in items (a) through (i) above, considering only Competitive Constraints and the non-mitigated Energy Offer Curves.

(l)
Perform mitigation on the submitted Energy Offer Curves using the LMPs from the previous step as the reference LMP.

(m)
Perform a SCED with the changes to the inputs in items (a) through (j) above, considering both Competitive and Non-Competitive Constraints and the mitigated Energy offer Curves.

(n)
Determine the positive difference between the System Lambda from item (m) above and the System Lambda of the second step in the two-step SCED process described in paragraph (10)(b) of Section 6.5.7.3, Security Constrained Economic Dispatch.

(o)
Determine the amount given by the Value of Lost Load (VOLL) minus the sum of the System Lambda of the second step in the two step SCED process described in paragraph (10)(b) of Section 6.5.7.3 and the Real-Time On-Line Reserve Price Adder.

(p)
The Real-Time On-Line Reliability Deployment Price Adder is the minimum of items (n) and (o) above.
�Please note that NPRR1010 and NPRR1014 also propose revisions to this section.
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