PRS Report

	NPRR Number
	1037
	NPRR Title
	Correction to the Settlement of Switchable Generation Resources (SWGRs) Instructed to Switch to ERCOT

	Date of Decision
	August 13, 2020

	Action
	Recommended Approval

	Timeline 
	Normal

	Proposed Effective Date
	To be determined

	Priority and Rank Assigned
	To be determined

	Nodal Protocol Sections Requiring Revision 
	6.6.12.1, Switchable Generation Make-Whole Payment

	Related Documents Requiring Revision/Related Revision Requests
	None

	Revision Description
	This Nodal Protocol Revision Request (NPRR) provides a correction to the settlement of Switchable Generation Resources (SWGRs) when instructed by ERCOT to switch from a non-ERCOT Control Area to the ERCOT Control Area.  Specifically, this NPRR includes “Operational Costs” (“OPCs”) incurred by the SWGR in the non-ERCOT Control Area in the calculation of the “Switchable Generation Operating Cost” (“SWOC”) for Resources with approved verifiable costs.  OPC is currently included only for Resources without approved verifiable costs.

	Reason for Revision
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  Addresses current operational issues.
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  Meets Strategic goals (tied to the ERCOT Strategic Plan or directed by the ERCOT Board).
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  Market efficiencies or enhancements
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  Administrative
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  Regulatory requirements
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  Other:  (explain)

(please select all that apply)

	Business Case
	This NPRR makes a correction to the “Switchable Generation Make-Whole Payment” (“SWMWAMT”) calculation to include the OPCs in the equation that calculates the SWOCs.  The OPC term was included with NPRR1019, Pricing and Settlement Changes for Switchable Generation Resources (SWGRs) Instructed to Switch to ERCOT, to reduce the SWOC, but it was included only for SWGRs without approved verifiable costs when the intent was to reduce the SWOC by OPC for all SWGRs.  The OPC concept, a proxy for the operational cost from the non-ERCOT Control Area, was initially included with the “Switchable Generator Net Energy Imbalance Cost” (“SWNEC”) introduced in NPRR912, Settlement of Switchable Generation Resources (SWGRs) Instructed to Switch to ERCOT.  However, in NPRR1019, the SWNEC was changed, and the term OPC was included in the SWOC calculation.

	PRS Decision
	On 8/13/20, PRS voted via roll call to recommend approval of NPRR1037 as submitted.  There was one abstention from the Investor Owned Utility (IOU) (Lone Star Transmission) Market Segment.  All Market Segments were present for the vote.

	Summary of PRS Discussion
	On 8/13/20, there was no discussion.


	Sponsor

	Name
	Ino Gonzalez; Marcelo Magarinos

	E-mail Address
	Ino.Gonzalez@ercot.com; Marcelo.Magarinos@ercot.com

	Company
	ERCOT

	Phone Number
	512-248-3954; 512-248-6724

	Cell Number
	

	Market Segment
	Not Applicable


	Market Rules Staff Contact

	Name
	Jordan Troublefield

	E-Mail Address
	Jordan.Troublefield@ercot.com

	Phone Number
	512-248-6521


	Comments Received

	Comment Author
	Comment Summary

	None
	


	Market Rules Notes


Please note that the following NPRR(s) also propose revisions to the following section(s):

· NPRR1010, RTC – NP 6: Adjustment Period and Real-Time Operations
· Section 6.6.12.1
	Proposed Protocol Language Revision


6.6.12.1

Switchable Generation Make-Whole Payment

(1)
To compensate QSEs representing SWGRs that switch to the ERCOT Control Area from a non-ERCOT Control Area pursuant to an ERCOT RUC instruction for an actual or anticipated EEA condition, ERCOT shall calculate a Switchable Generation Make-Whole Payment (SWMWAMT) for an Operating Day, allocated to each instructed Operating Hour as follows:

SWMWAMT q, r  =  (-1) * Max (0, (SWCG q, r, d – SWRTREV q, r, d)) / SWIHR q, r, d

Where:

SWCG q, r, d  =  SWSUC q, r, d + SWMEC q, r, d + SWOC q, r, d + SWAC q, r, d  + 

SWPSLR q, r, d
SWRTREV q, r, d   =  Max [0, 
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(RTSPP p, i * RTMG q, r, i + (-1) * (EMREAMT q, r, p, i  +  VSSVARAMT q, r, i + VSSEAMT q, r, i) + Max(0, (RTOLHSLRA q, r, p, i – RTMGA q, r, p, i) * (RTRSVPOR i + RTRDP i)))]

SWAC q, r, d  =  SWFC q, r, d + SWEIC q, r, d + SWASIC q, r, d + SWMWDC q, r, d + SWFIPC q, r, d
SWPSLR q, r, d  =  
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(RTSPP p, i * RTLPX q, r, i ) – (FIP+FA) * SFC d
If ERCOT has approved verifiable costs for the SWGR:

     SWSUC q, r, d = 
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 [SWSF * (DAFCRS r, s * (GASPERSU r, s * FIP + OILPERSU r, s * FOP + SFPERSU r, s * SFP) + VOMS r, s)] + ADJSWSUC q, r, d
     SWMEC q, r, d = 
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((AHR r, i * (GASPERME r * FIP + OILPERME r * FOP + SFPERME r* SFP + FA r) + VOMLSL r) * Min (LSL q, r, i * (¼), RTMG q, r, i))   

     SWOC q, r, d = 
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[(AHR r, i * ((GASPEROL r * FIP + OILPEROL r * FOP + SFPEROL r * SFP) + FA r) + OM r) * Max(0, (RTMG q, r, i – LSL q, r, i * (¼)))] - OPC r, d
   Where,

OPC r, d = 
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((PAHR r, i * (FIP + FA) + OM r) * AENG r, i)   
If ERCOT has not approved verifiable costs for the SWGR:

     SWSUC q, r, d = 
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 (SWSF * RCGSC s, rc) + ADJSWSUC q, r, d
     SWMEC q, r, d = 
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(RCGMEC i, rc * Min (LSL q, r, i * (¼), RTMG q, r, i))   
     SWOC q, r, d = 
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((PAHR r, i * FIP + STOM rc) * Max(0, (RTMG q, r, i – LSL q, r, i * (¼)))) - OPC r, d
Where,

OPC r, d = 
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((PAHR r, i * FIP + STOM rc) * AENG r, i)   
The above variables are defined as follows:

	Variable
	Unit
	Definition

	SWMWAMT q, r  
	$
	Switchable Generation Make-Whole Payment—The Switchable Generation Make-Whole Payment to the QSE q, for Resource r, for the hour.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.

	SWCG q, r, d
	$
	Switchable Generation Cost Guarantee—The sum of eligible Startup Costs, minimum-energy costs, operating costs, and other Switchable Generation approved costs for Resource r represented by QSE q for all instructed hours, for the Operating Day d.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.

	OPC r, d
	$
	Operational Cost – The operational cost for the Resource r for the Operating Day d in the non-ERCOT Control Area.  The operating costs represent the costs the Resource would have incurred to generate the awarded energy in the non-ERCOT Control Area Day-Ahead market absent a request to switch to ERCOT.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.

	AENG r, i
	MWh
	Awarded Energy Non-ERCOT Day-Ahead Market – The awarded energy in the non-ERCOT Day-Ahead Market for the Resource r during the Interval i.  The awarded energy in the non-ERCOT Control Area Day-Ahead market represents the energy award for the interval that was not generated by the Resource due to the switch to ERCOT.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.

	SWSUC q ,r, d    
	$
	Switchable Generation Start-Up Cost —The Startup Costs for Resource r represented by QSE q for startup hours, for the Operating Day d.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.

	SWPSLR q ,r, d    
	$
	Switchable Generation Physical Switch Lost Revenue – The loss of revenue, net of any saved costs including avoided fuel consumption, experienced by the QSE when the Combined Cycle Generation Resource operating in ERCOT must reduce its output to accommodate a switch from a non-ERCOT Control Area of one or more turbines needed to achieve a Combined Cycle Generation Resource configuration instructed by ERCOT.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.

	RTLPX q, r, i
	MWh
	Real-Time Proxy Generation per QSE per Resource by Settlement Interval—The Real-Time energy that was not generated in ERCOT by Combined Cycle Train, r, represented by QSE q, for the 15-minute Settlement Interval i, due to a reduction in output that was necessary to facilitate a switch of another unit in the same Combined Cycle Train to the ERCOT System from a non-ERCOT Control Area, or to a non-ERCOT Control Area from the ERCOT System, when the switch is instructed by ERCOT.

During a shutdown to switch to ERCOT, the value of RTLPX will be determined based on the reduced generation, by interval, for the period starting from the commencement of the shutdown sequence in the non-ERCOT Control Area until breaker close in ERCOT.  The reduction in generation shall be determined based on the last metered output value for the Combined Cycle Generation Resource operating in ERCOT immediately prior to the commencement of the shutdown sequence in the non-ERCOT Control Area as compared with the actual metered output during the relevant period, but only to the extent ERCOT determines the reduction in output was necessary to facilitate the switch.  

During a shutdown after an ERCOT release of the SWGR, the value of RTLPX will be determined based on the reduced generation, by interval, for the period starting from the commencement of the shutdown sequence in the ERCOT Control Area until breaker close in the non-ERCOT Control Area, with a maximum duration equal to the duration of the switch from the non-ERCOT Control Area to ERCOT pursuant to the RUC instruction.  This proxy value will apply only if the QSE shuts down the unit within 60 minutes after the ERCOT release.  The reduction in generation shall be determined based on the last metered output value for the Combined Cycle Generation Resource operating in ERCOT immediately prior to the commencement of the shutdown sequence in ERCOT, as compared with the actual metered output during the relevant period, but only to the extent ERCOT determines the reduction in output was necessary to facilitate the switch.  

	SFC d
	MMBtu
	Saved Fuel Consumption — Fuel quantity saved due to an output reduction of the combustion turbine(s) operating in ERCOT during the relevant period if necessary to accommodate the switch to and from the ERCOT area.

	SWSF
	none
	Switchable Generation Startup Factor —The Switchable Generation Startup Factor for an SWGR.  The SWSF shall be set to a value of 2 if the SWGR has a COP Resource Status of EMRSWGR within 24 hours of being released by the ERCOT Operator.  Otherwise, the SWSF shall be set to a value of 1.

	SWMEC q, r, d
	$
	Switchable Generation Minimum Energy Cost —The minimum energy costs for Resource r represented by QSE q during instructed hours, for the Operating Day d.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.

	SWOC q, r, d
	$
	Switchable Generation Operating Cost —The operating costs for Resource r represented by QSE q during instructed hours, for the Operating Day d.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.  Switchable generation operating cost represents the Real-Time operating costs in ERCOT reduced by the savings in operating costs not incurred due to the switch from the non-ERCOT Control Area.

	SWAC q, r, d
	$
	Switchable Generation Approved Costs – The total amount of the calculation of financial loss, as submitted by the QSE q for the Resource r, as approved by ERCOT for the Operating Day d.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.

	SWFC q, r, d  
	$
	Switchable Generator Fuel Cost —The incremental fuel costs and fees for Resource r represented by QSE q for all instructed hours, for the Operating Day d.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.  Incremental fuel costs must be based on those costs incurred as described in Section 9.14.9, Incremental Fuel Costs for Switchable Generation Make-Whole Payment. 

	SWFIPC q, r, d  
	$
	Switchable Generator Fuel Imbalance Penalty Cost —The fuel imbalance penalty cost for Resource r represented by QSE q, for the Operating Day, arising from the SWGR not consuming its contracted fuel quantities as a result of a switch from a non-ERCOT Control Area as requested by ERCOT.  Fuel imbalance penalty costs are limited to those costs assessed for the period starting at the initiation of the ramp-down in the non-ERCOT Control Area to two hours following the time ERCOT released the SWGR. Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.

	SWEIC q, r, d   
	$
	Switchable Generator Energy Imbalance Cost —The energy imbalance costs for Resource r represented by QSE q for instructed hours, for the Operating Day d.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.  Energy imbalance costs represent Real-Time imbalance charges for the amount of energy the SWGR was not able to provide as required by its DAM commitment from the non-ERCOT Control Area, starting from the beginning of the ramp-down period in the other grid to two hours following the time ERCOT released the Resource.

	SWASIC q, r, d
	$
	Switchable Generator Ancillary Services Imbalance Cost —The Ancillary Service imbalance costs for Resource r represented by QSE q for instructed hours, for the Operating Day d.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.  Ancillary Service imbalance costs represent Real-Time imbalance charges for the amount of Ancillary Services the SWGR was not able to provide as required by its Day-Ahead commitment from the non-ERCOT Control Area, starting from the time of shutdown in the other grid to two hours following the time ERCOT released the Resource.

	SWMWDC q, r, d
	$
	Switchable Generator Make-Whole Payment Distribution Cost —The Make-Whole Payment distribution costs for Resource r represented by QSE q for instructed hours, for the Operating Day d.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.  Make-Whole Payment distribution costs represent charges from non-ERCOT Control Area from the time of shutdown in the other grid to two hours following the time ERCOT released the Resource.

	SWRTREV q, r, d
	$
	Switchable Generation Real-Time Revenues – The sum of energy revenues for the Resource r, represented by QSE q, during all instructed hours for the Operating Day d.  Where for a Combined Cycle Train, Resource r is the Combined Cycle Train.

	GASPERSU r, s
	none
	Percent of Natural Gas to Operate per Start—The percentage of natural gas used by Resource r to operate per start s, as approved in the verifiable cost process.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	OILPERSU r, s
	none
	Percent of Oil to Operate per Start—The percentage of fuel oil used by Resource r to operate per start s, as approved in the verifiable cost process.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	SFPERSU r, s
	none
	Percent of Solid Fuel to Operate per Start—The percentage of solid fuel used by Resource r to operate per start s, as approved in the verifiable cost process.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	GASPERME r
	None
	Percent of Natural Gas to Operate at LSL—The percentage of natural gas used by Resource r to operate at LSL, as approved in the verifiable cost process.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	OILPERME r
	None
	Percent of Oil to Operate at LSL—The percentage of fuel oil used by Resource r to operate at LSL, as approved in the verifiable cost process.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	SFPERME r
	None 
	Percent of Solid Fuel to Operate at LSL—The percentage of solid fuel used by Resource r to operate at LSL, as approved in the verifiable cost process.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	DAFCRS r, s
	MMBtu/Start
	Day-Ahead Actual Fuel Consumption Rate per Start—The actual fuel consumption rate for Resource r to startup per start type s, adjusted by VOXR as defined in the Verifiable Cost Manual.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.  For additional information, see Verifiable Cost Manual Section 3.3, Startup Fuel Consumption.

	VOMS r, s
	$/Start
	Variable Operations and Maintenance Cost per Start—The operations and maintenance cost for Resource r to startup, per start s, including an adjustment for emissions costs.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.  For additional information, see Verifiable Cost Manual Section 3.2, Submitting Startup Costs.

	VOMLSL r
	$/MWh
	Variable Operations and Maintenance Cost at LSL—The operations and maintenance cost for Resource r to operate at LSL, including an adjustment for emissions costs.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.  For additional information, see Verifiable Cost Manual Section 4.2, Submitting Minimum Energy Costs.

	LSL q, r, i
	MW
	Low Sustained Limit—The LSL of Generation Resource r represented by QSE q for the hour that includes the Settlement Interval i, as submitted in the COP.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.  

	RTMG q, r, i
	MWh
	Real-Time Metered Generation per QSE per Resource by Settlement Interval by hour—The Real-Time energy from Resource r represented by QSE q, for the 15-minute Settlement Interval i.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.

	AHR r, i
	MMBtu / MWh
	Average Heat Rate per Resource– The verifiable average heat rate for the Resource r, for the operating level, for the 15-minute Settlement Interval i.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	OM r
	$/MWh
	Verifiable Operations and Maintenance Cost Above LSL– The O&M cost for Resource r to operate above LSL.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.  See the Verifiable Cost Manual for additional information. 

	SWIHR q, r, d
	none
	Switchable Generation Instructed Hours—The total number of Switchable Generation instructed hours, for Resource r represented by QSE q, for the Operating Day d.  When one or more Combined Cycle Generation Resources are committed by ERCOT, the total number of instructed hours is calculated for the Combined Cycle Train for all switchable instructed Combined Cycle Generation Resources.

	SFP
	$/MMBtu
	Solid Fuel Price—The solid fuel index price is $1.50.  

	GASPEROL r
	none
	Percent of Natural Gas to Operate Above LSL—The percentage of natural gas used by Resource r to operate above LSL, as approved in the verifiable cost process.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	OILPEROL r
	none
	Percent of Oil to Operate Above LSL—The percentage of fuel oil used by Resource r to operate above LSL, as approved in the verifiable cost process. Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	SFPEROL r
	none
	Percent of Solid Fuel to Operate Above LSL—The percentage of solid fuel used by Resource r to operate above LSL, as approved in the verifiable cost process. Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	ADJSWSUC q, r, d
	$
	Adjustment to Switchable Generation Start-Up Cost — Adjustment to Switchable Generation Start-up Cost for Resource r represented by QSE q, for the Operating Day d.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.  This adjustment may include eligible startup transition costs for a Combined Cycle Train or costs for any SWGR not captured in other billing determinants.

	RCGSC s, rc
	$/Start
	Resource Category Generic Startup Cost—The Resource Category Generic Startup Cost cap for the category of the Resource rc, according to Section 4.4.9.2.3, Startup Offer and Minimum-Energy Offer Generic Caps, for the Operating Day.

	RCGMEC i, rc
	$/MWh
	Resource Category Generic Minimum-Energy Cost—The Resource Category Generic Minimum Energy Cost cap for the category of the Resource rc, according to Section 4.4.9.2.3, for the Operating Day.

	PAHR r, i
	MMBtu / MWh
	Proxy Average Heat Rate- The proxy average heat rate for the Resource r for the 15-minute Settlement Interval i.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	STOM rc 
	$/MWh
	Standard Operations and Maintenance Cost - The standard O&M cost for the Resource Category rc for operations above LSL, shall be set to the minimum energy variable O&M costs, as described in paragraph (6)(c) of Section 5.6.1, Verifiable Costs.  

	RTSPP p, i
	$/MWh
	Real-Time Settlement Point Price—The Real-Time Settlement Point Price at Settlement Point p, for the 15-minute Settlement Interval i.

	FIP
	$/MMBtu
	Fuel Index Price—As defined in Section 2.1, Definitions.

	FOP
	$/MMBtu
	Fuel Oil Price—As defined in Section 2.1.

	FA r
	$/MMBtu
	Fuel Adder — The fuel adder is the average cost above the index price Resource r has paid to obtain fuel.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.  See the Verifiable Cost Manual for additional information. 

	EMREAMT q, r, p, i
	$
	Emergency Energy Amount per QSE per Settlement Point per unit per interval—The payment to QSE q for the additional energy produced by Generation Resource r at Resource Node p in Real-Time during the Emergency Condition, for the 15-minute Settlement Interval i.  Payment for emergency energy is made to the Combined Cycle Train.

	VSSVARAMT q, r, i
	$
	Voltage Support Service VAr Amount per QSE per Generation Resource - The payment to QSE q for the VSS provided by Generation Resource r, for the 15-minute Settlement Interval i.  Where for a Combined Cycle Resource r is a Combined Cycle Train.

	VSSEAMT q, r, i
	$
	Voltage Support Service Energy Amount per QSE per Generation Resource—The lost opportunity payment to QSE q for ERCOT-directed VSS from Generation Resource r for the 15-minute Settlement Interval i.  Where for a Combined Cycle Resource r is a Combined Cycle Train.

	RTOLHSLRA q, r, p, i
	MWh
	Real-Time Adjusted On-Line High Sustained Limit for the Resource(The Real-Time telemetered HSL for the Resource r represented by QSE q at Resource Node p that is available to SCED, integrated over the 15-minute Settlement Interval i, as described in Section 6.7.5, Real-Time Ancillary Service Imbalance Payment or Charge.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.

	RTMGA q, r, p, i
	MWh
	Real-Time Adjusted Metered Generation per QSE per Settlement Point per Resource—The adjusted metered generation of Generation Resource r represented by QSE q at Resource Node p in Real-Time for the 15-minute Settlement Interval i, as described in Section 6.7.5.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.

	RTRSVPOR i
	$/MWh
	Real-Time Reserve Price for On-Line Reserves(The Real-Time Reserve Price for On-Line Reserves for the 15-minute Settlement Interval i, as described in Section 6.7.5.

	RTRDP i
	$/MWh
	Real-Time On-Line Reliability Deployment Price(The Real-Time price for the 15-minute Settlement Interval i, reflecting the impact of reliability deployments on energy prices that is calculated from the Real-Time On-Line Reliability Deployment Price Adder, as described in Section 6.7.5.

	q
	none
	A QSE.

	r
	none
	A Switchable Generation Resource.

	d
	none
	An Operating Day containing the RUC instruction to the SWGR. 

	i
	none
	A 15-minute Settlement Interval within the hour of an Operating Day during which the SWGR is instructed by ERCOT.

	s
	none
	An ERCOT area start that is eligible to have its costs included in the Switchable Generation Cost Guarantee. 

	rc
	none
	A Resource Category.

	p
	none
	A Resource Node Settlement Point.


(2)
The total compensation to each QSE for the Switchable Generation Make-Whole Payment for a given hour in the Operating Day is calculated as follows:

SWMWAMTQSETOT q
=  
[image: image17.wmf]r
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 SWMWAMT q, r
The above variables are defined as follows:

	Variable
	Unit
	Definition

	SWMWAMTQSETOT q
	$
	Switchable Generation Make-Whole Payment per QSE—The total Switchable Generation Make-Whole Payment to the QSE q, for the hour.  

	SWMWAMT q, r
	$
	Switchable Generation Make-Whole Payment—The Switchable Generation Make-Whole Payment to the QSE q, for Resource r, for the hour.  Where for a Combined Cycle Train, the Resource r is the Combined Cycle Train.

	q
	none
	A QSE.

	r
	none
	A Switchable Generation Resource.


�Please note NPRR1010 also proposes revisions to this section.
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