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	Comments


The ERCOT Steel Mills appreciate the opportunity to provide comments on this Energy Offer Curve (“EOC”) timeline proposal.
The ERCOT Board recently approved Nodal Protocol Revision Request (NPRR) 1007, RTC – NP 3: Management Activities for the ERCOT System.  During the approval process for that NPRR, the Technical Advisory Committee (TAC) added paragraph (5) to Section 3.2.5, Publication of Resource and Load Information, which requires that ERCOT’s 60-day disclosure reports include, information on the number of times a Resource’s Ancillary Service Offers were updated during the Operating Period.  In the interest of market transparency and consistency, the ERCOT Steel Mills suggest that ERCOT should similarly in this NPRR be required to post in its 60-day disclosure reports the number of times a Resource’s Energy Offer Curve quantity or price is updated during the Operating Hour.  In these comments, we have added suggested Protocol language to this effect, which we urge be implemented at the same time as the other requirements of this NPRR1058 are implemented, should this NPRR be approved.
This recommendation is fully consistent with Public Utility Commission of Texas (PUCT) Substantive Rule §25.505, Reporting Requirements and the Scarcity Pricing Mechanism in the Electric Reliability Council of Texas Power Region, which establishes in subsection (f)(2), that ”… If there are multiple offers for the resource, ERCOT must post the specified information for each offer for the resource…Resource-specific offer information must be linked to the name of the resource (or identified as a virtual offer), the name of the entity submitting the information, and the name of the entity controlling the resource…”.  
Additionally, to enable a complete understanding of disclosed Resource energy offers, we agree with the Independent Market Monitor (IMM) that Qualified Scheduling Entities (QSEs) should also be required to submit a reasoned justification for updating their offers after the end of the Adjustment Period.  However, we disagree with and urge rejection of the IMM’s recommended language in Section 4.4.9.3, Energy Offer Curve, of this NPRR stating that ERCOT’s 60-day disclosure report will not include the reasoned justifications submitted for updates to offers after the end of the Adjustment Period. 
P.U.C. Subst. R. 25.505 requires in subsection (f) that all information required in subsection (f), except for competitively sensitive consumption data, be publicly posted and made available to all Market Participants.  Subsection (f)(2)(C) of P.U.C. Subst. R. 25.505 requires that ERCOT publicly post “other resource-specific information”, which we submit includes the reasoned justifications for submitting offer updates after the end of the Adjustment Period.   
The IMM is not the only Entity with a legitimate interest in reviewing historical market information to ensure that instances of improper market actions have not occurred.  All Market Participants have a vested interest in being able to review the disclosure data reported to ERCOT (with the exception of competitive consumption data) to facilitate their ability to identify and independently investigate and report instances of possible improper market manipulation.  This includes the ability to review the reasoned justifications for post-Adjustment Period offer updates.  Accordingly, the sentence in the IMM’s proposed text of paragraph (4) of Section 4.4.9.3 reading ”Such reason will not be included in disclosure reporting” should be deleted to ensure consistency with the requirements of P.U.C. Subst. R. 25.505.
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(1)	Two days after the applicable Operating Day, ERCOT shall post on the ERCOT website for the ERCOT System and, if applicable, for each Disclosure Area, the information derived from the first complete execution of Security-Constrained Economic Dispatch (SCED) in each 15-minute Settlement Interval.  The Disclosure Area is the 2003 ERCOT CMZs.  Posting requirements will be applicable to Generation Resources and Controllable Load Resources physically located in the defined Disclosure Area.  This information shall not be posted if the posting of the information would reveal any individual Market Participant’s Protected Information.  The information posted by ERCOT shall include:
	[NPRR1007 and NPRR1014:  Replace applicable portions of paragraph (1) above with the following upon system implementation of the Real-Time Co-Optimization (RTC) project for NPRR1007; or upon system implementation for NPRR1014:]
(1)	Two days after the applicable Operating Day, ERCOT shall post on the ERCOT website for the ERCOT System and, if applicable, for each Disclosure Area, the information derived from each execution of SCED.  The Disclosure Area is the 2003 ERCOT CMZs.  Posting requirements will be applicable to Generation Resources, ESRs, and Controllable Load Resources physically located in the defined Disclosure Area.  This information shall not be posted if the posting of the information would reveal any individual Market Participant’s Protected Information.  The information posted by ERCOT shall include:


(a)	An aggregate energy supply curve based on non-IRR Generation Resources with Energy Offer Curves that are available to SCED.  The energy supply curves will be calculated beginning at the sum of the Low Sustained Limits (LSLs) and ending at the sum of the HSLs for non-IRR Generation Resources with Energy Offer Curves, with the dispatch for each Generation Resource constrained between the Generation Resource’s LSL and HSL.  The result will represent the ERCOT System energy supply curve economic dispatch of the non-IRR Generation Resources with Energy Offer Curves at various pricing points, not taking into consideration any physical limitations of the ERCOT System; 
(b)	An aggregate energy supply curve based on Wind-powered Generation Resources (WGRs) with Energy Offer Curves that are available to SCED.  The energy supply curves will be calculated beginning at the sum of the LSLs and ending at the sum of the HSLs for WGRs with Energy Offer Curves, with the dispatch for each WGR constrained between the WGR’s LSL and HSL.  The result will represent the ERCOT System energy supply curve economic dispatch of the WGRs with Energy Offer Curves at various pricing points, not taking into consideration any physical limitations of the ERCOT System;
(c)	An aggregate energy supply curve based on PhotoVoltaic Generation Resources (PVGRs) with Energy Offer Curves that are available to SCED.  The energy supply curves will be calculated beginning at the sum of the LSLs and ending at the sum of the HSLs for PVGRs with Energy Offer Curves, with the dispatch for each PVGR constrained between the PVGR’s LSL and HSL.  The result will represent the ERCOT System energy supply curve economic dispatch of the PVGRs with Energy Offer Curves at various pricing points, not taking into consideration any physical limitations of the ERCOT System;
	[NPRR1014:  Insert paragraph (d) below upon system implementation and renumber accordingly:] 
(d)	An aggregated energy supply and demand curve based on Energy Bid/Offer Curves that are available to SCED.  The curves will be calculated beginning at the sum of the LSLs and ending at the sum of the HSLs for the Energy Bid/Offer Curves, with the dispatch for each Resource constrained between the Resource’s LSL and HSL.  The result will represent the ERCOT System energy supply and demand curve economic dispatch of the ESRs with Energy Bid/Offer Curves at various pricing points, not taking into consideration any physical limitations of the ERCOT System;


(d)	The sum of LSLs, sum of Output Schedules, and sum of HSLs for Generation Resources without Energy Offer Curves;
	[NPRR1014:  Replace paragraph (d) above with the following upon system implementation:]
(e)	The sum of LSLs, sum of Output Schedules, and sum of HSLs for Generation Resources without Energy Offer Curves and ESRs without Energy Bid/Offer Curves;


(e)	The sum of the Base Points, High Ancillary Service Limit (HASL) and Low Ancillary Service Limit (LASL) of non-IRR Generation Resources with Energy Offer Curves, sum of the Base Points, HASL and LASL of WGRs with Energy Offer Curves, sum of the Base Points, HASL and LASL of PVGRs with Energy Offer Curves, and the sum of the Base Points, HASL and LASL of all remaining Generation Resources dispatched in SCED; 
	[NPRR1007 and NPRR1014:  Replace applicable portions of paragraph (e) above with the following upon system implementation of the Real-Time Co-Optimization (RTC) project for NPRR1007; or upon system implementation for NPRR1014:]
(f)	The sum of the Base Points of non-IRR Generation Resources with Energy Offer Curves, sum of the Base Points of WGRs with Energy Offer Curves, sum of the Base Points of PVGRs with Energy Offer Curves, sum of the Base Points of ESRs with Energy Bid/Offer Curves, and the sum of the Base Points of all remaining Resources dispatched in SCED;


(f)	The sum of the telemetered Generation Resource net output used in SCED; and
(g)	An aggregate energy Demand curve based on the Real-Time Market (RTM) Energy Bid curves available to SCED.  The energy Demand curve will be calculated beginning at the sum of the Low Power Consumptions (LPCs) and ending at the sum of the Maximum Power Consumptions (MPCs) for Controllable Load Resources with RTM Energy Bids, with the dispatch for each Controllable Load Resource constrained between the Controllable Load Resource’s LPC and MPC.  The result will represent the ERCOT System Demand response capability available to SCED of the Controllable Load Resources with RTM Energy Bids at various pricing points, not taking into consideration any physical limitations of the ERCOT System.
	[NPRR1014:  Replace paragraph (g) above with the following upon system implementation:]
(h)	An aggregate energy Demand curve based on the Real-Time Market (RTM) Energy Bid curves available to SCED.  The energy Demand curve will be calculated beginning at the sum of the Low Power Consumptions (LPCs) and ending at the sum of the Maximum Power Consumptions (MPCs), with the dispatch for each Controllable Load Resource constrained between the Controllable Load Resource’s LPC and MPC.  The result will represent the ERCOT System Demand response capability available to SCED of the Controllable Load Resources with RTM Energy Bids at various pricing points, not taking into consideration any physical limitations of the ERCOT System;



	[NPRR1007 and NPRR1014:  Insert applicable portions of paragraphs (i)-(k) below upon system implementation of the Real-Time Co-Optimization (RTC) project for NPRR1007; or upon system implementation for NPRR1014:]
(i)	The aggregate Ancillary Service Offers (prices and quantities) in the RTM, for each type of Ancillary Service.  For Responsive Reserve (RRS) and ERCOT Contingency Reserve Service (ECRS), ERCOT shall separately post aggregated offers from Generation Resources, Energy Storage Resources (ESRs), Controllable Load Resources, and Load Resources other than Controllable Load Resources.  Linked Ancillary Service Offers will be included as non-linked Ancillary Service Offers;
(j)	The sum of the Base Points of ESRs in discharge mode; and
(k)	The sum of the Base Points of ESRs in charge mode.


(2)	Two days after the applicable Operating Day, ERCOT shall post on the ERCOT website for the ERCOT System the following information derived from the first complete execution of SCED in each 15-minute Settlement Interval:
	[NPRR1007 and NPRR1014:  Replace applicable portions of paragraph (2) above with the following upon system implementation of the Real-Time Co-Optimization (RTC) project for NPRR1007; or upon system implementation for NPRR1014:]
(2)	Two days after the applicable Operating Day, ERCOT shall post on the ERCOT website for the ERCOT System the following information derived from each execution of SCED:


(a)	Each telemetered Dynamically Scheduled Resource (DSR) Load, and the telemetered DSR net output(s) associated with each DSR Load; and
	[NPRR1000:  Delete paragraph (a) above upon system implementation and renumber accordingly.]


(b)	The actual ERCOT Load as determined by subtracting the Direct Current Tie (DC Tie) Resource actual telemetry from the sum of the telemetered Generation Resource net output as used in SCED.
(3)	Two days after the applicable Operating Day, ERCOT shall post on the ERCOT website the following information for the ERCOT System and, if applicable, for each Disclosure Area from the Day-Ahead Market (DAM) for each hourly Settlement Interval:
(a)	An aggregate energy supply curve based on all energy offers that are available to the DAM, not taking into consideration Resource Startup Offer or Minimum-Energy Offer or any physical limitations of the ERCOT System.  The result will represent the energy supply curve at various pricing points for energy offers available in the DAM;
(b)	Aggregate minimum energy supply curves based on all Minimum-Energy Offers that are available to the DAM;
(c)	An aggregate energy Demand curve based on the DAM Energy Bid curves available to the DAM, not taking into consideration any physical limitations of the ERCOT System;
(d)	The aggregate amount of cleared energy bids and offers including cleared Minimum-Energy Offer quantities;
(e)	The aggregate Ancillary Service Offers (prices and quantities) in the DAM, for each type of Ancillary Service regardless of a Resource’s On-Line or Off-Line status.  For Responsive Reserve (RRS) Service, ERCOT shall separately post aggregated offers from Generation Resources, Controllable Load Resources, and non-Controllable Load Resources.  Linked Ancillary Service Offers will be included as non-linked Ancillary Service Offers;
(f)	The aggregate Self-Arranged Ancillary Service Quantity, for each type of service, by hour;
(g)	The aggregate amount of cleared Ancillary Service Offers; and
(h)	The aggregate Point-to-Point (PTP) Obligation bids (not-to-exceed price and quantities) for the ERCOT System and the aggregate PTP Obligation bids that sink in the Disclosure Area for each Disclosure Area.
	[NPRR863, NPRR1007, NPRR1014, and NPRR1015:  Replace applicable portions of paragraph (3) above with the following upon system implementation of NPRR863 for NPRR863 and NPRR1015; or upon system implementation for NPRR1014; or upon system implementation of the Real-Time Co-Optimization (RTC) project for NPRR1007:]
(3)	Two days after the applicable Operating Day, ERCOT shall post on the ERCOT website the following information for the ERCOT System and, if applicable, for each Disclosure Area from the DAM for each hourly Settlement Interval:
(a)	An aggregate energy supply curve based on all energy offers that are available to the DAM, including the offer portion of Energy Bid/Offer Curves submitted for ESRs, not taking into consideration Resource Startup Offer or Minimum-Energy Offer or any physical limitations of the ERCOT System.  The result will represent the energy supply curve at various pricing points for energy offers available in the DAM;
(b)	Aggregate minimum energy supply curves based on all Minimum-Energy Offers that are available to the DAM;
(c)	An aggregate energy Demand curve based on the DAM Energy Bid curves and including the bid portion of Energy Bid/Offer Curves available to the DAM, not taking into consideration any physical limitations of the ERCOT System;
(d)	The aggregate amount of cleared energy bids and offers including cleared Minimum-Energy Offer quantities;
(e)	The aggregate Ancillary Service Offers (prices and quantities) in the DAM, for each type of Ancillary Service regardless of a Resource’s On-Line or Off-Line status and including Ancillary Service Only Offers.  For RRS, ERCOT shall separately post aggregated offers from Resources providing Primary Frequency Response (including Ancillary Service Only Offers), Fast Frequency Response (FFR), and Load Resources controlled by high-set under-frequency relays.  For ERCOT Contingency Reserve Service (ECRS), ERCOT shall separately post aggregated offers from Resources that are SCED-dispatchable (including Ancillary Service Only Offers) and those that are manually dispatched.  Linked Ancillary Service Offers will be included as non-linked Ancillary Service Offers;
(f)	The aggregate Self-Arranged Ancillary Service Quantity, for each type of service, by hour.  For RRS, ERCOT shall separately post aggregated Self-Arranged Ancillary Service Quantities from Resources providing Primary Frequency Response, FFR, and Load Resources controlled by high-set under-frequency relays.  For ECRS, ERCOT shall separately post aggregated Self-Arranged Ancillary Service Quantities from Resources that are SCED-dispatchable and those that are manually dispatched;
(g)	The aggregate amount of cleared Resource-specific Ancillary Service Offers and Ancillary Service Only Offers.  For RRS, ERCOT shall separately post aggregated Ancillary Service Offers from Resources providing Primary Frequency Response (including Ancillary Service Only Offers), FFR, and Load Resources controlled by high-set under-frequency relays.  For ECRS, ERCOT shall separately post aggregated Ancillary Service Offers from Resources that are SCED-dispatchable (including Ancillary Service Only Offers) and those that are manually dispatched; and
(h)	The aggregate Point-to-Point (PTP) Obligation bids (not-to-exceed price and quantities) for the ERCOT System and the aggregate PTP Obligation bids that sink in the Disclosure Area for each Disclosure Area.


(4)	ERCOT shall post on the ERCOT website the following information for each Resource for each 15-minute Settlement Interval 60 days prior to the current Operating Day:
	[NPRR1007 and NPRR1014:  Replace applicable portions of paragraph (4) above with the following upon system implementation of the Real-Time Co-Optimization (RTC) project for NPRR1007; or upon system implementation for NPRR1014:]
(4)	ERCOT shall post on the ERCOT website the following information for each Resource for each execution of SCED 60 days prior to the current Operating Day:


(a)	The Generation Resource name and the Generation Resource’s Energy Offer Curve (prices and quantities):
(i)	As submitted;
(ii)	As submitted and extended (or truncated) with proxy Energy Offer Curve logic by ERCOT to fit to the operational HSL and LSL values that are available for dispatch by SCED; and
(iii)	As mitigated and extended for use in SCED, including the Incremental and Decremental Energy Offer Curves for DSRs;
	[NPRR1000:  Replace paragraph (iii) above with the following upon system implementation:]
(iii)	As mitigated and extended for use in SCED;



	[NPRR1007 and NPRR1014:  Insert applicable portions of paragraph (b) below upon system implementation of the Real-Time Co-Optimization (RTC) project for NPRR1007; or upon system implementation for NPRR1014; and renumber accordingly:]
(b) 	The Resource name and the Resource’s Ancillary Service Offer Curve (prices and quantities) for each type of Ancillary Service:
(i)	As submitted; and
(ii)	As submitted and extended with proxy Ancillary Service Offer Curve logic by ERCOT.


(b)	The Load Resource name and the Load Resource’s bid to buy (prices and quantities);
(c)	The Generation Resource name and the Generation Resource’s Output Schedule;
(d)	For a DSR, the DSR Load and associated DSR name and DSR net output;
	[NPRR1000:  Delete paragraph (d) above upon system implementation and renumber accordingly.]


(e)	The Generation Resource name and actual metered Generation Resource net output;
(f)	The self-arranged Ancillary Service by service for each QSE;
(g)	The following Generation Resource data using a single snapshot during the first SCED execution in each Settlement Interval: 
(i)	The Generation Resource name;
(ii)	The Generation Resource status;
(iii)	The Generation Resource HSL, LSL, HASL, LASL, High Dispatch Limit (HDL), and Low Dispatch Limit (LDL);
(iv)	The Generation Resource Base Point from SCED;
(v)	The telemetered Generation Resource net output used in SCED;
(vi)	The Ancillary Service Resource Responsibility for each Ancillary Service; and
(vii)	The Generation Resource Startup Cost and minimum energy cost used in the Reliability Unit Commitment (RUC); and
	[NPRR1007 and NPRR1014:  Replace applicable portions of paragraph (g) above with the following upon system implementation of the Real-Time Co-Optimization (RTC) project for NPRR1007; or upon system implementation for NPRR1014:]
(h)	The following Generation Resource data using a snapshot from each execution of SCED: 
(i)	The Generation Resource name;
(ii)	The Generation Resource status;
(iii)	The Generation Resource HSL, LSL, High Dispatch Limit (HDL), and Low Dispatch Limit (LDL);
(iv)	The Generation Resource Base Point from SCED;
(v)	The telemetered Generation Resource net output used in SCED;
(vi)	The Ancillary Service Resource awards for each Ancillary Service;
(vii)	The Generation Resource Startup Cost and minimum energy cost used in the Reliability Unit Commitment (RUC);
(viii) 	The telemetered Normal Ramp Rates; and 
(ix) 	The telemetered Ancillary Service capabilities; and


(h)	The following Load Resource data using a single snapshot during the first SCED execution in each Settlement Interval: 
(i)	The Load Resource name;
(ii)	The Load Resource status;
(iii)	The MPC for a Load Resource;
(iv)	The LPC for a Load Resource;
(v)	The Load Resource HASL, LASL, HDL, and LDL, for a Controllable Load Resource that has a Resource Status of ONRGL or ONCLR for the interval snapshot;
(vi)	The Load Resource Base Point from SCED, for a Controllable Load Resource that has a Resource Status of ONRGL or ONCLR for the interval snapshot;
(vii)	The telemetered real power consumption; and
(viii)	The Ancillary Service Resource Responsibility for each Ancillary Service. 
	[NPRR1007 and NPRR1014:  Replace applicable portions of paragraph (h) above with the following upon system implementation of the Real-Time Co-Optimization (RTC) project for NPRR1007; or upon system implementation for NPRR1014:]
(i)	The following Load Resource data using a snapshot from each execution of SCED: 
(i)	The Load Resource name;
(ii)	The Load Resource status;
(iii)	The MPC for a Load Resource;
(iv)	The LPC for a Load Resource;
(v)	The Load Resource HDL and LDL, for a Controllable Load Resource that has a Resource Status of ONL;
(vi)	The Load Resource Base Point from SCED, for a Controllable Load Resource that has a Resource Status of ONL;
(vii)	The telemetered real power consumption;
(viii)	The Ancillary Service Resource awards for each Ancillary Service;
(ix)	The telemetered self-provided Ancillary Service amount for each Ancillary Service;
(x)	The telemetered Normal Ramp Rates; 
(xi) 	The telemetered Ancillary Service capabilities; and
(i)	The ESR name and the ESR’s Energy Bid/Offer Curve (prices and quantities):
(i)	As submitted; and
(ii)	As submitted and extended with proxy Energy Offer Curve logic by ERCOT to fit to the operational HSL and LSL values that are available for dispatch by SCED;
(j)	The following ESR data using a snapshot from each execution of SCED: 
(i)	The ESR name;
(ii)	The ESR status;
(iii)	The ESR HSL, LSL, High Dispatch Limit (HDL), and Low Dispatch Limit (LDL);
(iv)	The ESR Base Point from SCED;
(v)	The telemetered ESR net output used in SCED;
(vi)	The Ancillary Service Resource awards for each Ancillary Service;
(vii) 	The telemetered Normal Ramp Rates; 
(viii) 	The telemetered Ancillary Service capabilities; and
(ix)	The telemetered State of Charge in MWh.



	[NPRR1007:  Insert paragraph (5) below upon system implementation of the Real-Time Co-Optimization (RTC) project and renumber accordingly:]
(5)	ERCOT shall post on the ERCOT website for each Resource for each Operating Hour 60 days prior to the current Operating Day a count of the number of times for each Ancillary Service that the Resource’s Ancillary Service Offer quantity or price was updated within the Operating Period.  ERCOT shall post on the ERCOT website for each Resource for each Operating Period 60 days prior to the current Operating Day a count of the number of times a Resource’s Energy Offer quantity or price was updated within the Operating Period including any reason accompanying the update.


(5)	If any Real-Time Locational Marginal Price (LMP) exceeds 50 times the Fuel Index Price (FIP) during any 15-minute Settlement Interval for the applicable Operating Day, ERCOT shall post on the ERCOT website the portion of any Generation Resource’s as-submitted and as-mitigated and extended Energy Offer Curve that is at or above 50 times the FIP for each 15-minute Settlement Interval seven days after the applicable Operating Day. 
	[NPRR1007 and NPRR1014:  Replace applicable portions of paragraph (5) above with the following upon system implementation of the Real-Time Co-Optimization (RTC) project for NPRR1007; or upon system implementation for NPRR1014:]
(6)	If any Real-Time Locational Marginal Price (LMP) exceeds 50 times the Fuel Index Price (FIP) during any SCED interval for the applicable Operating Day, ERCOT shall post on the ERCOT website the portion of any Generation Resource’s as-submitted and as-mitigated and extended Energy Offer Curve or any ESR’s as-submitted and as-mitigated and extended Energy Bid/Offer Curve that is at or above 50 times the FIP for that SCED interval seven days after the applicable Operating Day.


(6)	If any Market Clearing Price for Capacity (MCPC) for an Ancillary Service exceeds 50 times the FIP for any Operating Hour in a DAM or Supplemental Ancillary Services Market (SASM) for the applicable Operating Day, ERCOT shall post on the ERCOT website the portion on any Resource’s Ancillary Service Offer that is at or above 50 times the FIP for that Ancillary Service for each Operating Hour seven days after the applicable Operating Day.
	[NPRR1007 and NPRR1014:  Replace applicable portions of paragraph (6) above with the following upon system implementation of the Real-Time Co-Optimization (RTC) project for NPRR1007; or upon system implementation for NPRR1014:]
(7)	If any Market Clearing Price for Capacity (MCPC) for an Ancillary Service exceeds 50 times the FIP for any Operating Hour in a DAM or any SCED interval in the RTM for the applicable Operating Day, ERCOT shall post on the ERCOT website the portion on any Resource’s Ancillary Service Offer that is at or above 50 times the FIP for that Ancillary Service for that Operating Hour for the DAM or SCED interval for the RTM seven days after the applicable Operating Day.


(7)	ERCOT shall post on the ERCOT website the offer price and the name of the Entity submitting the offer for the highest-priced offer selected or Dispatched by SCED three days after the end of the applicable Operating Day.  If multiple Entities submitted the highest-priced offers selected, all Entities shall be identified on the ERCOT website.
(8)	ERCOT shall post on the ERCOT website the bid price and the name of the Entity submitting the bid for the highest-priced bid selected or Dispatched by SCED three days after the end of the applicable Operating Day.  If multiple Entities submitted the highest-priced bids selected, all Entities shall be identified on the ERCOT website.
(9)	ERCOT shall post on the ERCOT website the offer price and the name of the Entity submitting the offer for the highest-priced Ancillary Service Offer selected in the DAM for each Ancillary Service three days after the end of the applicable Operating Day.  This same report shall also include the highest-priced Ancillary Service Offer selected for any SASMs cleared for that same Operating Day.  If multiple Entities submitted the highest-priced offers selected, all Entities shall be identified on the ERCOT website.  The report shall specify whether the Ancillary Service Offer was selected in a DAM or a SASM.
	[NPRR1007 and NPRR1014:  Replace applicable portions of paragraph (9) above with the following upon system implementation of the Real-Time Co-Optimization (RTC) project for NPRR1007; or upon system implementation for NPRR1014:]
(10)	ERCOT shall post on the ERCOT website the offer price and the name of the Entity submitting the offer for the highest-priced Ancillary Service Offer selected in the DAM or RTM for each Ancillary Service three days after the end of the applicable Operating Day.  If multiple Entities submitted the highest-priced offers selected, all Entities shall be identified on the ERCOT website.  The report shall specify whether the Ancillary Service Offer was selected in a DAM or RTM.


(10)	ERCOT shall post on the ERCOT website for each Operating Day the following information for each Resource: 
(a)	The Resource name;
(b)	The name of the Resource Entity;
(c)	Except for Load Resources that are not SCED qualified, the name of the Decision Making Entity (DME) controlling the Resource, as reflected in the Managed Capacity Declaration submitted by the Resource Entity in accordance with Section 3.6.2, Decision Making Entity for a Resource; and
(d)	Flag for Reliability Must-Run (RMR) Resources.
(11)	ERCOT shall post on the ERCOT website the following information from the DAM for each hourly Settlement Interval for the applicable Operating Day 60 days prior to the current Operating Day:
(a)	The Generation Resource name and the Generation Resource’s Three-Part Supply Offer (prices and quantities), including Startup Offer and Minimum-Energy Offer, available for the DAM; 
(b)	For each Settlement Point, individual DAM Energy-Only Offer Curves available for the DAM and the name of the QSE submitting the offer; 
(c)	The Resource name and the Resource’s Ancillary Service Offers available for the DAM; 
	[NPRR1007 and NPRR1014:  Insert applicable portions of paragraph (d) below upon system implementation of the Real-Time Co-Optimization (RTC) project for NPRR1007; or upon system implementation for NPRR1014; and renumber accordingly:]
(d) 	The Ancillary Service Only Offer for each Ancillary Service and the name of the QSE submitting the offer;


(d)	For each Settlement Point, individual DAM Energy Bids available for the DAM and the name of the QSE submitting the bid;
(e)	For each Settlement Point, individual PTP Obligation bids available to the DAM that sink at the Settlement Point and the QSE submitting the bid;
(f)	The awards for each Ancillary Service from DAM for each Generation Resource;
(g)	The awards for each Ancillary Service from DAM for each Load Resource;
(h)	The award of each Three-Part Supply Offer from the DAM and the name of the QSE receiving the award;
(i)	For each Settlement Point, the award of each DAM Energy-Only Offer from the DAM and the name of the QSE receiving the award;
(j)	For each Settlement Point, the award of each DAM Energy Bid from the DAM and the name of the QSE receiving the award; and
(k)	For each Settlement Point, the award of each PTP Obligation bid from the DAM that sinks at the Settlement Point, including whether or not the PTP Obligation bid was linked to an Option, and the QSE submitting the bid.
	[NPRR1014:  Insert items (m)-(o) below upon system implementation:]
(m)	The ESR name and the ESR’s Energy Bid/Offer Curve (prices and quantities), available for the DAM;
(n)	The awards for each Ancillary Service from the DAM for each ESR; and
(o)	The award of each Energy Bid/Offer Curve from the DAM and the name of the QSE receiving the award.


(12)	ERCOT shall post on the ERCOT website the following information from any applicable SASMs for each hourly Settlement Interval for the applicable Operating Day 60 days prior to the current Operating Day:
(a)	The Resource name and the Resource’s Ancillary Service Offers available for any applicable SASMs;
(b)	The awards for each Ancillary Service from any applicable SASMs for each Generation Resource; and
(c)	The awards for each Ancillary Service from any applicable SASMs for each Load Resource.
	[NPRR1007:  Delete paragraph (12) above upon system implementation of the Real-Time Co-Optimization (RTC) project.]


4.4.9.3	Energy Offer Curve
(1)	The Energy Offer Curve represents the QSE’s willingness to sell energy at or above a certain price and at a certain quantity in the DAM or its willingness to be dispatched by SCED in Real-Time Operations.   
(2)	A QSE may submit Resource-specific Energy Offer Curves to ERCOT.  Such Energy Offer Curves will be bounded in the DAM for each Operating Hour by the LSL and HSL of the Generation Resource specified in the COP, and bounded in SCED by the LSL and HSL of the Generation Resource as shown by telemetry. 
(3)	Energy Offer Curves remain active for the offered period until either:  
(a)	Selected by ERCOT; or 
(b)	Automatically inactivated by the software at the offer expiration time selected by the QSE.
(4)	For any Operating Hour, the QSE for a Resource may submit or change Energy Offer Curves at any time prior to SCED execution, and SCED will use the latest updated Energy Offer Curve available in the system.  The QSE must provide a brief freeform reason at the time of the submission of the Energy Offer Curve if submitted after the end of the Adjustment Period.  If a new Energy Offer Curve is not deemed to be valid, then the most recent valid Energy Offer Curve available in the system at the time of SCED execution will be used and ERCOT will notify the QSE that the invalid Energy Offer Curve was rejected.  Once an Operating Hour ends, an Energy Offer Curve for that hour cannot be submitted, updated, or canceled.in the Adjustment Period and a
(5)	A QSE may withdraw an Energy Offer Curve if:
(a)	An Output Schedule is submitted for all intervals for which an Energy Offer Curve is withdrawn; or
(b)	The Resource is forced Off-Line and notifies ERCOT of the Forced Outage by changing the Resource Status appropriately and updating its COP.
(5)	For any Operating Hour that is a RUC-Committed Interval or a DAM-Committed Interval for a Resource, a QSE for that Resource may not change a Startup Offer or Minimum-Energy Offer.    
(6)	If a valid Energy Offer Curve or an Output Schedule does not exist for a Resource that has a status of On-Line at the end of the Adjustment Period, then ERCOT shall notify the QSE and set the Output Schedule equal to the then current telemetered output of the Resource until an Output Schedule or Energy Offer Curve is submitted in a subsequent Adjustment Period. 
	[NPRR986:  Insert paragraph (7) below upon system implementation:]
(7)	Notwithstanding any other provision in this subsection, a QSE representing an ESR may submit or update its Energy Offer Curve for that ESR at any time prior to SCED execution, and SCED will use the latest updated Energy Offer Curve available in the system.  If a new Energy Offer Curve is not deemed to be valid, then the most recent valid Energy Offer Curve available in the system at the time of SCED execution will be used and ERCOT will notify the QSE that the invalid Energy Offer Curve was rejected.  Once an Operating Hour ends, an Energy Offer Curve for that hour cannot be submitted, updated, or canceled.


[bookmark: _Toc47513304]4.4.9.3.1	Energy Offer Curve Criteria
(1)	Each Energy Offer Curve must be reported by a QSE and must include the following information:
(a)	The selling QSE;
(b)	The Resource represented by the QSE from which the offer would be supplied;
(c)	A monotonically increasing offer curve for both price (in $/MWh) and quantity (in MW) with no more than ten price/quantity pairs;
(d)	The first and last hour of the Offer; 
(e)	The expiration time and date of the offer; 
(f)	List of Ancillary Service Offers from the same Resource; 
(g)	Inclusive or exclusive designation relative to other DAM offers; and
(h)	Percentage of FIP and percentage of FOP for generation above LSL subject to the sum of the percentages not exceeding 100%; and
(i) 	Reason for update of the offer, if submitting after the end of the Adjustment Period.
(2)	An Energy Offer Curve must be within the range of -$250.00 per MWh and the SWCAP in dollars per MWh.  The software systems must be able to provide ERCOT with the ability to enter Resource-specific Energy Offer Curve floors and caps.
(3)	The minimum amount per Resource for each Energy Offer Curve that may be offered is one MW.
[bookmark: _Toc402345609][bookmark: _Toc405383892][bookmark: _Toc405536995][bookmark: _Toc440871782][bookmark: _Toc47513308][bookmark: _Toc142108940][bookmark: _Toc142113785]4.4.9.4.1	Mitigated Offer Cap 
(1)	Energy Offer Curves may be subject to mitigation in Real-Time operations under Section 6.5.7.3, Security Constrained Economic Dispatch, using a Mitigated Offer Cap (MOC).  ERCOT shall construct an incremental MOC curve in accordance with Section 6.5.7.3 such that each point on the MOC curve is calculated as follows: 
MOC q, r, h = Max [GIHR q, r * Max(FIP, WAFP q, r, h), (IHR q, r * FPRC q, r + OM q, r) * CFMLT q, r]
Where, 
If a QSE has submitted an Energy Offer Curve on behalf of a Generation Resource and the Generation Resource has approved verifiable costs, then 
FPRC q, r = Max(WAFP q, r, h, FIP + FA q, r) * RTPERFIP q, r / 100 + FOP * RTPERFOP q, r / 100
If a QSE has not submitted an Energy Offer Curve on behalf of a Generation Resource and the Generation Resource has approved verifiable costs, then 
FPRC q, r = Max(WAFP q, r, h, FIP + FA q, r) * GASPEROL q, r / 100 + FOP * OILPEROL q, r / 100 + (SFP + FA q, r) * SFPEROL q, r / 100
The above variables are defined as follows:
	Variable
	Unit
	Definition

	MOC q, r, h
	$/MWh
	Mitigated Offer Cap per Resource—The MOC for Resource r, for the hour. Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	GIHR q, r
	MMBtu/MWh
	Generic Incremental Heat Rate—The generic, single-value, incremental heat rate.  For Generation Resources with a Commercial Operations Date on or before January 1, 2004, the generic incremental heat rate shall be set to 10.5.  For Generation Resources that have a Commercial Operations Date after January 1, 2004, this value shall be set to 14.5.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	IHR q, r
	MMBtu/MWh
	Verifiable Incremental Heat Rate per Resource—The verifiable incremental heat rate curve for Resource r, as approved in the verifiable cost process.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	FIP
	$/MMBtu
	Fuel Index Price—The natural gas index price as defined in Section 2.1, Definitions.

	RTPERFIP q, r
	none
	Fuel Index Price Percentage—The percentage of natural gas used by Resource r to operate above LSL, as submitted with the energy offer curve.

	FOP
	$/MMBtu
	Fuel Oil Price—The fuel oil index price as defined in Section 2.1.

	RTPERFOP q, r
	none
	Fuel Oil Price Percentage—The percentage of fuel oil used by Resource r to operate above LSL, as submitted with the energy offer curve.

	SFP
	$/MMBtu
	Solid Fuel Price—The solid fuel index price is $1.50.  

	FPRC q, r
	$/MMBtu
	Fuel Price Calculated per Resource—The calculated index price for fuel for the Resource based on the Resources fuel mix.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train. 

	GASPEROL q, r
	none
	Percent of Natural Gas to Operate Above LSL—The percentage of natural gas used by Resource r to operate above LSL, as approved in the verifiable cost process.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	OILPEROL q, r
	none
	Percent of Oil to Operate Above LSL—The percentage of fuel oil used by Resource r to operate above LSL, as approved in the verifiable cost process. Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	SFPEROL q, r
	none
	Percent of Solid Fuel to Operate Above LSL—The percentage of solid fuel used by Resource r to operate above LSL, as approved in the verifiable cost process. Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.

	FA q, r
	$/MMBtu
	Fuel Adder—The fuel adder is the average cost above the index price Resource r has paid to obtain fuel. Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train. See the Verifiable Cost Manual for additional information.

	OM q, r
	$/MWh
	Variable Operations and Maintenance Cost above LSL—The O&M cost for Resource r to operate above LSL, including an adjustment for emissions costs, as approved in the verifiable cost process.  Where for a Combined Cycle Train, the Resource r is a Combined Cycle Generation Resource within the Combined Cycle Train.  See the Verifiable Cost Manual for additional information.

	CFMLT q, r
	none
	Capacity Factor Multiplier—A multiplier based on the corresponding monthly capacity factor as described in paragraph (1)(d) below. 

	WAFP q, r, h
	$/MMBtu
	Weighted Average Fuel Price—The volume-weighted average intraday, same-day and spot price of fuel submitted to ERCOT during the Adjustment Period for a specific Resource and specific hour within the Operating Day, as described in paragraph (1)(f) below. 

	q
	none
	A QSE.

	r
	none
	A Generation Resource.

	h
	none
	The Operating Hour. 


(a)	For a Resource contracted by ERCOT under paragraph (2) of Section 6.5.1.1, ERCOT Control Area Authority, ERCOT shall increase the O&M cost such that every point on the MOC curve is greater than the SWCAP in $/MWh.
(b)	The MOC for Energy Storage Resources shall be calculated in accordance with Verifiable Cost Manual Appendix 10, Procedures for Evaluating Costs and Caps for Energy Storage Resources.
	[NPRR986:  Replace paragraph (b) above with the following upon system implementation:]
(b)	Notwithstanding the MOC calculation described in paragraph (1) above, the MOC for ESRs shall be set at the SWCAP.  No later than December 31, 2023, ERCOT and stakeholders shall submit a report to TAC that includes a recommendation to continue the existing approach or a proposal to implement an alternative approach to determine the MOC for ESRs.


(c)	For Quick Start Generation Resources (QSGRs) the MOC shall be adjusted in accordance with Verifiable Cost Manual Appendix 7, Calculation of the Variable O&M Value and Incremental Heat Rate used in Real Time Mitigation for Quick Start Generation Resources (QSGRs).
(d)	The multipliers for the MOC calculation above are as follows:  
(i)	1.10 for Resources running at a ≥ 50% capacity factor for the previous 12 months;
(ii)	1.15 for Resources running at a ≥ 30 and < 50% capacity factor for the previous 12 months;
(iii)	1.20 for Resources running at a ≥ 20 and < 30% capacity factor for the previous 12 months;
(iv)	1.25 for Resources running at a ≥ 10 and < 20% capacity factor for the previous 12 months;
(v)	1.30 for Resources running at a ≥ 5 and < 10% capacity factor for the previous 12 months;
(vi)	1.40 for Resources running at a ≥ 1 and < 5% capacity factor for the previous 12 months; and
(vii)	1.50 for Resources running at a less than 1% capacity factor for the previous 12 months.
(e)	The previous 12 months’ capacity factor must be updated by ERCOT by the 20th day of each month using the most recent data for use in the next month.  ERCOT shall post to the MIS Secure Area the capacity factor for each Resource before the start of the effective month. 
(fd)	During the Adjustment Period, a QSE representing a Resource may submit Exceptional Fuel Cost as a volume-weighted average fuel price for use in the MOC calculation for that Resource.  To qualify as Exceptional Fuel Cost, the submission must meet the following conditions:
(i)	For all Resources, the weighted average fuel price must exceed FIP for the applicable Operating Day, plus a threshold parameter value of $1/MMBtu, plus the applicable fuel adder.  For Resources without approved verifiable costs, the fuel adder will be set to the default value assigned to Resources with approved verifiable costs, as defined in the Verifiable Cost Manual.  The threshold parameter value in this paragraph shall be recommended by the Wholesale Market Subcommittee (WMS) and approved by the Technical Advisory Committee (TAC).  ERCOT shall update the threshold value on the first day of the month following TAC approval unless otherwise directed by the TAC.  ERCOT shall provide a Market Notice prior to implementation of a revised parameter value.
(ii)	Fixed cost (fees, penalties and similar non-gas costs) may not be included in the calculation of the weighted average fuel price.
(iii)	All intra-day, same day, and spot fuel purchases must be included in the calculation of the weighted average fuel price in paragraph (1) above.  These must account for at least 10% of the total fuel volume burned by the applicable Resource for the hour for which the weighted average fuel price is computed.  As noted in paragraph (l) below, the methodology used in the allocation of the cost and volume of purchased fuel to the Resource for the hour is subject to validation by ERCOT.
(iv)	Weighted average fuel prices must be submitted individually for each Operating Hour for which they are applicable.  Values submitted outside of the Adjustment Period will be rejected and not used in the calculation of the MOC for the designated Operating Hour. 
(ge)	ERCOT may notify the Independent Market Monitor (IMM) if a QSE submits an Exceptional Fuel Cost. 
(hf)	No later than five Business Days after an Operating Day for which an Exceptional Fuel Cost is submitted, ERCOT shall issue a Market Notice indicating the affected Operating Hours and the number of Resources for which a QSE submitted Exceptional Fuel Cost for a particular Operating Day.
(ig)	No later than 1700 Central Prevailing Time (CPT) on the 15th day following an Exceptional Fuel Cost submission, the submitting QSE shall provide ERCOT with the calculation of the weighted average fuel price, intraday or same-day fuel purchases, and any available supporting documentation.  Such information may include, but is not be limited to, documents of the following nature: relevant contracts between the QSE or Resource Entity and fuel supplier, trade logs, transportation, storage, balancing and distribution agreements, calculation of the weighted average fuel price, or any other documentation necessary to support the Exceptional Fuel Cost price and volume for the applicable period(s).
(jh)	No later than 1700 Central Prevailing Time (CPT) on the 60th day following an Exceptional Fuel Cost submission, the submitting QSE shall provide ERCOT with all supporting documentation not previously provided to ERCOT.  No supporting documentation will be accepted after the 60th day.
(ki)	The accuracy of submitted Exceptional Fuel Cost and the need for purchasing intraday or same-day gas must be attested to by a duly authorized officer or agent of the QSE representing the Resource.  The attestation must be provided in a standardized format acceptable to ERCOT and submitted with the other documentation described in paragraph (i) above.
(lj)	ERCOT will use the supporting documentation to validate the Exceptional Fuel Cost for the applicable period. Validation will include, but not be limited to, the cost and the quantity of purchased fuel, Resource-specific heat rates, and the methodology used in the allocation of the cost and volume of purchased fuel to the Resource for the applicable hour used in the weighted average fuel price calculation.  In connection with the validation process ERCOT may request additional documentation or clarification of previously submitted documentation.  Such requests must be honored within ten Business Days.  
(mk)	At ERCOT’s sole discretion, submission and follow-up information deadlines may be extended on a case-by-case basis.

[bookmark: _Toc397504922][bookmark: _Toc402357050][bookmark: _Toc422486430][bookmark: _Toc433093282][bookmark: _Toc433093440][bookmark: _Toc440874670][bookmark: _Toc448142225][bookmark: _Toc448142382][bookmark: _Toc458770218][bookmark: _Toc459294186][bookmark: _Toc463262679][bookmark: _Toc468286751][bookmark: _Toc481502797][bookmark: _Toc496079967][bookmark: _Toc17798637]6.4.3.1	RTM Energy Bids
(1)	A QSE may submit Controllable Load Resource-specific Real-Time Market (RTM) Energy Bids by the end of the Adjustment Period on behalf of a Load Serving Entity (LSE) representing a Controllable Load Resource.
(12)	An RTM Energy Bid represents the willingness to buy energy at or below a certain price, not to exceed the System-Wide Offer Cap (SWCAP), for the Demand response capability of a Controllable Load Resource in the RTM.  
(23)	RTM Energy Bids remain active for the offered period until either:  
(a)	Selected by ERCOT; or 
(b)	Automatically inactivated at the offer expiration time specified in the RTM Energy Bid.
(34)	For any Operating Hour, the QSE may submit or change an RTM Energy Bid at any time prior to SCED execution, and SCED will use the latest updated RTM Energy Bid available in the system.  If a new RTM Energy Bid is not deemed to be valid, then the most recent valid RTM Energy Bid available in the system at the time of SCED execution will be used and ERCOT will notify the QSE that the invalid RTM Energy Bid was rejected.  Once an Operating Hour ends, an RTM Energy Bid for that hour cannot be submitted, updated, or canceled in the Adjustment Period.  
(4)	If, by the end of the Adjustment Period, the QSE has not submitted a valid RTM Energy Bid for an Operating Hour, ERCOT shall create a proxy RTM Energy Bid for the entire Demand response capability of that Load Resource with a not-to-exceed price at the SWCAP.
(5)	The QSE may remove the Controllable Load Resource from SCED Dispatch by changing the Load Resource’s telemetered Resource Status or ramp rates appropriately.  The QSE will update the COP Resource Status accordingly as soon as practicable. 
	[NPRR986:  Insert paragraph (6) below upon system implementation:]
(6)	Notwithstanding any other provisions in this subsection, a QSE representing an Energy Storage Resource (ESR) may submit or update its RTM Energy Bid for that ESR at any time prior to SCED execution, and SCED will use the latest updated RTM Energy Bid available in the system.  If a new RTM Energy Bid is not deemed to be valid, then the most recent valid RTM Energy Bid available in the system at the time of SCED execution will be used and ERCOT will notify the QSE that the invalid RTM Energy Bid was rejected.  Once an Operating Hour ends, an RTM Energy Bid for that hour cannot be submitted, updated, or canceled.
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