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Documentation Requirements after Access to EPS Metering Facilities
Settlement Metering Process - 030
Immediate Information Requirements After Site Access

The Transmission and/or Distribution Service Provider (TDSP) or Resource Entity must communicate closely with ERCOT, during access periods to ERCOT-Polled Settlement (EPS) Metering Facilities, to ensure accurate data is available for Initial Settlement.  Initial information submitted by the TDSP/Resource Entity to ERCOT must be provided in sufficient detail and in a timeframe to support Initial Settlement.

Such information shall be conveyed using voice communications to ERCOT Meter Data Acquisition System (MDAS) (512-248-6500) at the conclusion of the access period, with a follow-up e-mail sent to mreads@ercot.com and TDSP.

Minimum information required following site access:
· Site name “as specified on the approved EPS Metering Design Proposal.”

· Meter serial number.
· Date and time period access occurred; including the time the metering was out of service.
· Description of the performed work during such access period.
· The source the Settlement data will be available for such access period.
· Information on the affects the access or reason for the access had on metering accuracy and meter data, including any time frames that accuracy or data was affected.

· If meter data is missing for any Settlement Intervals, the TDSP will assist ERCOT in the edit of meter data for such site.

Interval data requirements to support Initial Settlement after site access:
· If the EPS Meter site has a primary and backup meter already on location and the required access can be made without affecting the data in both meters during the same Settlement Interval, ERCOT will be able to use the data from one or the other meters to fill in any missing data as a result of this change.
· In situations where meter data for the primary and backup is affected for the same interval or there is not a certified backup meter, the TDSP shall provide other information and data to assist ERCOT in performing edits or estimation for missing intervals of meter data.  Such information or data should be available by close of business the business day following access to EPS Metering Facilities.  ERCOT will perform the edit with the assistance of the TDSP, so that reasonable data is available for Initial Settlement.
TDSP Documentation Submission Requirements After Site Access

Any access to approved EPS Metering Facilities shall be documented by the TDSP with such documentation submitted to ERCOT.  The required timeframe for submittal of such documentation shall be dependent on the exact nature of the performed work and the implications such work has on Initial Settlement.  The following list of events, though not inclusive, is provided to assist the TDSP in understanding the type of documentation required after access to any approved EPS Metering Facility.  Other documentation may be required depending on the nature of the performed work:
· EPS Meter Test (no changes to the meter):
· EPS Meter Test Report.
· EPS Meter reprogramming that downloads “meter configuration files”:
· EPS Meter Test Report. 

· MDAS Configuration Form.
· Pulse Multiplier Calculation Sheet (if changed).
· Meter Multiplier Calculation Sheet (if changed).
· EPS Meter Program details in a text file format as downloaded from the certified meter.
· EPS Meter reprogramming that uses a specific command to set a specific parameter in the meter that is not used in the calculation of energy or does not map the storage of Settlement data in the meter:
· Confirmation that the explanation of the planned work on the “notification e-mail” was the actual work performed.
· E-mail confirmation of the date and time period the maintenance was performed.

· Confirmation statement that the meter program was not altered, except as specifically documented in the actual work performed.

· EPS Meter replacements:
· EPS Meter Test Report. 

· MDAS Configuration Form.
· EPS Site Certification Form.
· Pulse Multiplier Calculation Sheet (if changed).
· Meter Multiplier Calculation Sheet (if changed).
· EPS Meter Program details in a text file format as downloaded from the certified meter.
· EPS instrument transformer replacements:
· EPS Metering Design Proposal (if changed).
· EPS Meter Test Report.
· EPS Site Certification Form.
· MDAS Configuration Form (if changed).
· Pulse Multiplier Calculation Sheet (if changed).
· Meter Multiplier Calculation Sheet (if changed).
· Certification of instrument transformers by the TDSP.
· Removal of any Facility wiring for site certification or site testing purposes:
· EPS Site Certification Form.
· Communication failure that is external to the EPS Meter:
· Provide either voice communications to the MDAS Group or e-mail confirmation of repairs to ERCOT at mreads@ercot.com, including the following information:
· Site name.
· Meter serial number.
· Date and time period the repair was performed.
· Explanation of the performed repairs.
· Maintenance to non-EPS metering equipment that is connected to the EPS metering circuit.  (Testing or programming that does not require the removal of EPS Meter seals):
Note:  The testing of this equipment must not interfere with the accuracy of the energy measured and recorded by the EPS meter while such equipment is being tested.
· Confirmation that the explanation of the planned work on the “notification e-mail” was the actual work performed.
· E-mail confirmation of the date and time period the maintenance was performed.

· Replacement, removal or addition of non-EPS Metering equipment that is connected to the EPS Metering circuit:
· Explanation of the planned work on the “notification e-mail.” 

· Confirmation of the date and time period the maintenance was performed.
· EPS Meter Site Certification Form.
Resource Entity Documentation Submission Requirements After Site Access
Any access to approved auxiliary Load telemetry system shall be documented by the Resource Entity with such documentation submitted to ERCOT and the TDSP.  The required timeframe for submittal of such documentation shall be dependent on the exact nature of the performed work and the implications such work has on Initial Settlement.  The following list of events, though not inclusive, is provided to assist the Resource Entity in understanding the type of documentation required after access to any approved auxiliary Load telemetry system.  Other documentation may be required depending on the nature of the performed work:

· Replacement, repair, removal, addition, reprogramming or reconfiguration of any equipment that results in changes to the calculation of the auxiliary Load telemetry provided to the EPS Meter.
· Resource Entity Auxiliary Load Calculation Attestation Form (Section 11, Appendix D, Resource Entity Attestation for Calculation and Telemetry of Energy Storage Resource (ESR) Auxiliary Load Values)
· Replacement, repair, removal, addition, reprogramming or reconfiguration of any equipment that does not result in changes to the calculation of the auxiliary Load telemetry provided to the EPS Meter.

· Confirmation that the explanation of the planned work on the “notification e-mail” was the actual work performed.
· E-mail confirmation of the date and time period the maintenance was performed.
Settlement Metering Operating Guide – May 1, 2024
11A-3
PUBLIC


