Summary of Nodal Operating Guide Revisions

Effective:  December 1, 2024
Section 2:

NOGRR262 – Provisions for Operator-Controlled Manual Load Shed 
This Nodal Operating Guide Revision Request (NOGRR) aligns provisions regarding manual and automatic firm Load shed and clarifies the proper use and interplay of Under-Voltage Load Shed (UVLS), Under-Frequency Load Shed (UFLS), and manual Load shed.
Revised Subsection:  2.6.1 
NOGRR263 – Related to NPRR1244, Clarification of Controllable Load Resource Primary Frequency Response Responsibilities
This Nodal Operating Guide Revision Request (NOGRR) clarifies that a Controllable Load Resource (CLR) is only required to provide Primary Frequency Response when it is providing an Ancillary Service that requires the CLR to be capable of providing Primary Frequency Response.

Revised Subsection:  2.2.8 [effective upon system implementation of NPRR1244]
Section 4:

NOGRR262 – Provisions for Operator-Controlled Manual Load Shed 

See Section 2 above.


Revised Subsections:  4.5.3 and 4.5.3.4
NOGRR270 – Alignment Changes for December 1, 2024 Nodal Operating Guide – NPRR1221 
This Nodal Operating Guide Revision Request (NOGRR) aligns Energy Emergency Alert (EEA) language in Section 4.5.3.3, EEA Levels, with Protocol Section 6.5.9.4.2, EEA Levels.  
Revised Subsection:  4.5.3.3
Section 8:

NOGRR262 – Provisions for Operator-Controlled Manual Load Shed 

See Section 2 above.


Revised Attachment:  L

NOGRR263 – Related to NPRR1244, Clarification of Controllable Load Resource Primary Frequency Response Responsibilities
See Section 2 above.


Revised Attachment:  J [effective upon system implementation of NPRR1244]
Administrative Changes:

Non-substantive administrative changes were made such as spelling corrections, formatting, and correcting Section numbering and references.
Revised Subsections:  2.2.7, 2.2.8, 2.6.1, 4.5.3, 4.5.3.3, 4.5.3.4 and 8J
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