Board Report
	NPRR Number
	1226
	NPRR Title
	Estimated Demand Response Data

	Date of Decision
	June 24, 2025

	Action
	Recommended Approval

	Timeline 
	Normal

	Estimated Impacts
	Cost/Budgetary:  Between $100K and $150K
Project Duration:  5 to 7 months

	Proposed Effective Date
	Upon system implementation

	Priority and Rank Assigned
	Priority – 2026; Rank – 4770

	Nodal Protocol Sections Requiring Revision 
	2.1, Definitions
2.2, Acronyms and Abbreviations
6.3.2, Activities for Real-Time Operations
6.5.7.1.13, Data Inputs and Outputs for the Real-Time Sequence and SCED

	Related Documents Requiring Revision/Related Revision Requests
	None

	Revision Description
	Since the inception of ERCOT, Demand response from Loads has continuously grown and has become critical to understanding the risks to reliably operating the ERCOT System. Significant amounts of new “Demand Responsive Load” are forecast to continue to increase in the next few years from Loads operating large data centers and those producing hydrogen.
Following a presentation on this subject, the Large Flexible Load Task Force (LFLTF) recommended that a better understanding of Demand response occurring in Real-Time is needed to better understand risks during projected critical shortages of generation capacity to serve load.
This Nodal Protocol Revision Request (NPRR) directs ERCOT to prepare and publish estimated Demand response data showing aggregated State Estimated Load (SEL) load points selected by ERCOT. The selection of Loads to be aggregated for the report will be based on periodically updated off-line analysis of the frequency and magnitude of reductions observed in historical State Estimator load data that is associated with market signals such as Locational Marginal Prices (LMPs), high levels of summer month ERCOT load, ERCOT-wide appeal(s) through public voluntary energy appeal, or other ERCOT actions.
Changes in the data will reflect a response by the selected Load  attributable to:
· Locational Marginal Prices (LMPs);
· 4-Coincident Peak (4-CP);
· Near 4-CP;
· Conservation Alerts; and
· Other ERCOT actions.

	Reason for Revision



	  Strategic Plan Objective 1 – Be an industry leader for grid reliability and resilience
  Strategic Plan Objective 2 - Enhance the ERCOT region’s economic competitiveness with respect to trends in wholesale power rates and retail electricity prices to consumers
  Strategic Plan Objective 3 - Advance ERCOT, Inc. as an independent leading industry expert and an employer of choice by fostering innovation, investing in our people, and emphasizing the importance of our mission
  General system and/or process improvement(s)
  Regulatory requirements
  ERCOT Board/PUCT Directive
(please select ONLY ONE – if more than one apply, please select the ONE that is most relevant)

	Justification of Reason for Revision and Market Impacts
	Significant amounts of new “Demand Responsive Load” (well over 13,000 MWs) has been observed and is expected to continue to increase in the next few years.  New Loads operating large data centers and those producing hydrogen are expanding their footprint in the ERCOT Region and are expected to be responsive to high ERCOT Real-Time LMPs among other pricing characteristics of retail Loads.

	PRS Decision
	On 5/9/24, PRS voted unanimously to table NPRR1226 and refer the issue to WMS.  All Market Segments participated in the vote.
On 2/12/25, PRS voted unanimously to recommend approval of NPRR1226 as amended by the 2/11/25 ERCOT comments.  All Market Segments participated in the vote.
On 3/12/25, PRS voted unanimously to table NPRR1226.  All Market Segments participated in the vote.
On 5/14/25, PRS voted unanimously to endorse and forward to TAC the 3/12/25 PRS Report as revised by PRS and 5/5/25 Impact Analysis for NPRR1226 with a recommended priority of 2026 and rank of 4770.  All Market Segments participated in the vote.

	Summary of PRS Discussion
	On 5/9/24, the sponsor provided an overview of NPRR1226.
On 2/12/25, participants reviewed the 2/11/25 ERCOT comments.
On 3/12/25, participants noted the 3/5/25 ERCOT comments for an alternative schedule for the Impact Analysis.
On 5/14/25, participants reviewed the 5/5/25 Impact Analysis, discussed an appropriate priority and rank for NPRR1226, and reviewed a desktop edit to relocate a posting requirement within paragraph (2) of Section 6.3.2.

	TAC Decision
	On 5/28/25, TAC voted unanimously to recommend approval of NPRR1226 as recommended by PRS in the 5/14/25 PRS Report as revised by TAC.  All Market Segments participated in the vote.

	Summary of TAC Discussion
	On 5/28/25, TAC reviewed the items below and desktop edits to the Revision Description to better describe the changes within NPRR1226.

	TAC Review/Justification of Recommendation
	  Revision Request ties to Reason for Revision as explained in Justification 
  Impact Analysis reviewed and impacts are justified as explained in Justification
  Opinions were reviewed and discussed
  Comments were reviewed and discussed (if applicable)
 Other: (explain)

	ERCOT Board Decision
	On 6/24/25, the ERCOT Board voted unanimously to recommend approval of NPRR1226 as recommended by TAC in the 5/28/25 TAC Report.



	Opinions

	Credit Review
	ERCOT Credit Staff and the Credit Finance Sub Group (CFSG) have reviewed NPRR1226 and do not believe that it requires changes to credit monitoring activity or the calculation of liability.

	Independent Market Monitor Opinion
	IMM has no opinion on NPRR1226.

	ERCOT Opinion
	ERCOT supports approval of NPRR1226.

	ERCOT Market Impact Statement
	ERCOT Staff has reviewed NPRR1226 and believes the market impact for NPRR1226 provides a viable means for Market Participants to obtain a data sub-set of estimated Demand response activity.



	[bookmark: _Hlk154568842]Sponsor

	Name
	Floyd Trefny

	E-mail Address
	ebmystic@gmail.com

	Company
	ERCOT Steel Mills

	Phone Number
	713-516-2745

	Cell Number
	713-516-2745

	Market Segment
	Industrial Consumer



	Market Rules Staff Contact

	Name
	Cory Phillips

	E-Mail Address
	cory.phillips@ercot.com

	Phone Number
	512-248-6464



	Comments Received

	Comment Author
	Comment Summary

	WMS 060524
	Requested PRS continue to table NPRR1226 for further review by the Demand Side Working Group (DSWG)

	WMS 080724
	Endorsed NPRR1226 as submitted

	ERCOT 080724
	Reiterated the importance of ERCOT maintaining the ability and flexibility to curate the location and specific format of the information presented for the dashboards on its website

	ERCOT 021125
	Proposed redlines to clarify a deliverable product that meets the original request of the sponsor.  

	ERCOT 030525
	Proposed an alternative schedule for completion of the Impact Analysis for NPRR1226 prior to the April 9, 2025 PRS meeting

	ERCOT 033125
	Proposed an alternative schedule for completion of the Impact Analysis for NPRR1226 prior to the May 14, 2025 PRS meeting



	Market Rules Notes


Please note the baseline Protocol language in the following sections has been updated to reflect the incorporation of the following NPRRs into the Protocols:
· NPRR1239, Access to Market Information (incorporated 2/1/25)
· Section 6.5.7.1.13
· NPRR1246, Energy Storage Resource Terminology Alignment for the Single-Model Era (incorporated 4/1/25)
· Section 6.5.7.1.13
· NPRR1249, Publication of Shift Factors for All Active Transmission Constraints in the RTM (incorporated 2/1/25)
· Section 6.5.7.1.13
· NPRR1253, Incorporate ESR Charging Load Information into ICCP (incorporated 4/1/25)
· Section 6.3.2
	Proposed Protocol Language Revision


[bookmark: _Toc73847662][bookmark: _Toc118224377][bookmark: _Toc118909445][bookmark: _Toc205190238][bookmark: _Toc135992281]2.1	DEFINITIONS
[bookmark: _Toc118224625][bookmark: _Toc118909693][bookmark: _Toc205190538]State Estimator
A computational algorithm that uses Real-Time inputs from the network’s Supervisory Control and Data Acquisition (SCADA) system that measure the network’s electrical parameters, including its topology, voltage, power flows, etc., to estimate electrical parameters (such as line flows and Electrical Bus voltages and Loads) in the ERCOT Transmission Grid.  The State Estimator’s output is a description of the network and all of the values (topology, voltage, power flow, etc.) to describe each Electrical Bus and line included in the system model.
State Estimated Load (SEL)
The amount of instantaneous electric power in MW delivered to consumers at a substation calculated as an output of the State Estimator.
[bookmark: _Toc118224650][bookmark: _Toc118909718][bookmark: _Toc205190567]2.2	ACRONYMS AND ABBREVIATIONS
SEL	State Estimated Load
[bookmark: _Toc397504910][bookmark: _Toc402357038][bookmark: _Toc422486418][bookmark: _Toc433093270][bookmark: _Toc433093428][bookmark: _Toc440874658][bookmark: _Toc448142213][bookmark: _Toc448142370][bookmark: _Toc458770206][bookmark: _Toc459294174][bookmark: _Toc463262667][bookmark: _Toc468286739][bookmark: _Toc481502785][bookmark: _Toc496079955][bookmark: _Toc175157313]6.3.2	Activities for Real-Time Operations
(1)	Activities for Real-Time operations begin at the end of the Adjustment Period and conclude at the close of the Operating Hour.
(2)	The following table summarizes the timeline for the Operating Period and the activities of QSEs and ERCOT during Real-Time operations where “T” represents any instant within the Operating Hour.  The table is intended to be only a general guide and not controlling language, and any conflict between this table and another section of the Protocols is controlled by the other section:
	Operating Period
	QSE Activities
	ERCOT Activities

	During the first hour of the Operating Period 
	
	Execute the Hour-Ahead Sequence, including HRUC, beginning with the second hour of the Operating Period

Review the list of Off-Line Available Resources with a start-up time of one hour or less

Review and communicate HRUC commitments and Direct Current Tie (DC Tie) Schedule curtailments

Snapshot the Scheduled Power Consumption for Controllable Load Resources

	Before the start of each SCED run
	Update Output Schedules for DSRs

	Validate Output Schedules for DSRs

Execute Real-Time Sequence

	SCED run
	
	Execute SCED and pricing run to determine impact of reliability deployments on energy prices

	During the Operating Hour
	Telemeter the Ancillary Service Resource Responsibility for each Resource

Telemeter next Operating Hour Ancillary Service Resource Responsibility for an ESR
Acknowledge receipt of Dispatch Instructions

Comply with Dispatch Instruction
 
Review Resource Status to assure current state of the Resources is properly telemetered

Update COP with actual Resource Status and limits and Ancillary Service Schedules 

Communicate Resource Forced Outages to ERCOT 

Communicate to ERCOT Resource changes to Ancillary Service Resource Responsibility via telemetry in the time window beginning 30 seconds prior to the five-minute clock interval and ending ten seconds prior to that five-minute clock interval

Submit and update Energy Offer Curves and/or RTM Energy Bids
	Communicate all binding Base Points, Dispatch Instructions, and the sum of each type of available reserves, including total Real-Time reserve amount for On-Line reserves, total Real-Time reserve amount for Off-Line reserves, Real-Time Reserve Price Adders for On-Line Reserves, and Real-Time Reserve Price Adders for Off-Line Reserves and LMPs for energy and Ancillary Services, and for the pricing run as described in Section 6.5.7.3.1, Determination of Real-Time On-Line Reliability Deployment Price Adder, the total Reliability Unit Commitment (RUC)/Reliability Must-Run (RMR) MW relaxed, total Load Resource MW deployed that is added to the Demand, total Emergency Response Service (ERS) MW deployed that is added to the Demand, total emergency DC Tie MW that is added to or subtracted from the Demand, total Block Load Transfer (BLT) MW that is added to or subtracted from the Demand, total Low Ancillary Service Limit (LASL), total High Ancillary Service Limit (HASL), Real-Time On-Line Reliability Deployment Price Adder using Inter-Control Center Communications Protocol (ICCP) or Verbal Dispatch Instructions (VDIs)
Monitor Resource Status and identify discrepancies between COP and telemetered Resource Status

Restart Real-Time Sequence on major change of Resource or Transmission Element Status

Monitor ERCOT total system capacity providing Ancillary Services 
Monitor ESR State of Charge (SOC) information to ensure Ancillary Service Resource Responsibilities can be met
Validate COP information
Validate Ancillary Service Trades
Monitor ERCOT control performance
Distribute by ICCP, and post on the ERCOT website, System Lambda and the LMPs for each Resource Node, Load Zone and Hub, and the sum of each type of available reserves, including total Real-Time reserve amount for On-Line reserves, total Real-Time reserve amount for Off-Line reserves, Real-Time Reserve Price Adders for On-Line Reserves and Real-Time Reserve Price Adders for Off-Line Reserves, and for the pricing run as described in Section 6.5.7.3.1 the total RUC/RMR MW relaxed, total Load Resource MW deployed that is added to the Demand, total ERS MW deployed that is added to the Demand, total emergency DC Tie MW that is added to or subtracted from the Demand, total BLT MW that is added to or subtracted from the Demand, total On-Line LASL, total On-Line HASL, Real-Time On-Line Reliability Deployment Price Adder created for each SCED process, and  aggregated data from the estimated Demand response data process as described in Section 6.5.7.1.13.  These prices shall be posted immediately subsequent to deployment of Base Points from SCED with the time stamp the prices are effective
Post on the ERCOT website the nodal prices for Settlement Only Distribution Generators (SODGs) and Settlement Only Transmission Generator (SOTGs).  These prices shall include all Real-Time Reserve Price Adders for On-Line Reserves and Real-Time On-Line Reliability Deployment Price Adders created for each SCED process.  These prices shall be posted immediately subsequent to deployment of Base Points from SCED with the time stamp the prices are effective
Post LMPs for each Electrical Bus on the ERCOT website.  These prices shall be posted immediately subsequent to deployment of Base Points from each binding SCED with the time stamp the prices are effective
Post on the ERCOT website the projected non-binding LMPs created by each SCED process for each Resource Node, the projected total Real-Time reserve amount for On-Line reserves and Off-Line reserves, the projected Real-Time On-Line Reserve Price Adders and Real-Time Off-Line Reserve Price Adders, and for the projected non-binding pricing runs as described in Section 6.5.7.3.1 the total RUC/RMR MW relaxed, total Load Resource MW deployed that is added to Demand, total emergency DC Tie MW that is added to or subtracted from the Demand, total BLT MW that is added to or subtracted from the Demand, total ERS MW deployed that are deployed that is added to the Demand, total LASL, total HASL, Real-Time On-Line Reliability Deployment Price Adder and the projected Hub LMPs and Load Zone LMPs.  These projected prices shall be posted at a frequency of every five minutes from SCED for at least 15 minutes in the future with the time stamp of the SCED process that produced the projections 
Post on the MIS Certified Area the projected non-binding Base Points for each Resource created by each SCED process.  These projected non-binding Base Points shall be posted at a frequency of every five minutes from SCED for at least 15 minutes in the future with the time stamp of the SCED process that produced the projections

Post each hour on the ERCOT website binding SCED Shadow Prices and active binding transmission constraints by Transmission Element name (contingency /overloaded element pairs) 

Post on the ERCOT website the Settlement Point Prices for each Settlement Point and the Real-Time price for each SODG and SOTG immediately following the end of each Settlement Interval
Post the Real-Time On-Line Reliability Deployment Price, Real-Time Reserve Price for On-Line Reserves and  the Real-Time Reserve Price for Off-Line Reserves immediately following the end of each Settlement Interval  

Post parameters as required by Section 6.4.9, Ancillary Services Capacity During the Adjustment Period and in Real-Time, on the ERCOT website



	[NPRR829, NPRR904, NPRR995, NPRR1000, NPRR1006, NPRR1010, NPRR1077, and NPRR1253:  Replace applicable portions of paragraph (2) above with the following upon system implementation for NPRR829, NPRR904, NPRR995, NPRR1000, NPRR1006, NPRR1077, or NPRR1253; or upon system implementation of the Real-Time Co-Optimization (RTC) project for NPRR1010:]
(2)	The following table summarizes the timeline for the Operating Period and the activities of QSEs and ERCOT during Real-Time operations where “T” represents any instant within the Operating Hour.  The table is intended to be only a general guide and not controlling language, and any conflict between this table and another section of the Protocols is controlled by the other section:
	Operating Period
	QSE Activities
	ERCOT Activities

	During the first hour of the Operating Period 
	
	Execute the Hour-Ahead Sequence, including HRUC, beginning with the second hour of the Operating Period

Review the list of Off-Line Available Resources with a start-up time of one hour or less

Review and communicate HRUC commitments and Direct Current Tie (DC Tie) Schedule curtailments

Snapshot the Scheduled Power Consumption for Controllable Load Resources

	SCED run
	
	Execute SCED and pricing run to determine impact of reliability deployments on energy and Ancillary Service prices

	During the Operating Hour
	Acknowledge receipt of Dispatch Instructions

Comply with Dispatch Instruction
 
Review Resource Status to assure current state of the Resources is properly telemetered

Update COP and telemetry with actual Resource Status and limits and Ancillary Service capabilities

Submit and update Ancillary Service Offers

Communicate Resource Forced Outages to ERCOT 

Submit and update Energy Offer Curves and/or RTM Energy Bids 

	Communicate all binding Base Points, Updated Desired Set Points (UDSPs), Ancillary Service awards, Dispatch Instructions, LMPs for energy, Real-Time MCPCs for Ancillary Services, and for the pricing run as described in Section 6.5.7.3.1, Determination of Real-Time Reliability Deployment Price Adders, the total Reliability Unit Commitment (RUC)/Reliability Must-Run (RMR) MW relaxed, total Load Resource MW deployed that is added to the Demand, total Transmission and/or Distribution Service Provider (TDSP) standard offer Load management MW deployed that is added to the Demand, total Emergency Response Service (ERS) MW deployed that is added to the Demand, total ERCOT-directed DC Tie MW that is added to or subtracted from the Demand, total Block Load Transfer (BLT) MW that is added to or subtracted from the Demand Real-Time Reliability Deployment Price Adder for Energy, and Real-Time Reliability Deployment Price Adders for Ancillary Service using Inter-Control Center Communications Protocol (ICCP) or Verbal Dispatch Instructions (VDIs).  In communicating Ancillary Service awards, the awards shall be broken out by Ancillary Service sub-type, where applicable
Monitor Resource Status and identify discrepancies between COP and telemetered Resource Status

Restart Real-Time Sequence on major change of Resource or Transmission Element Status

Monitor ERCOT total system capacity providing Ancillary Services 

Validate COP information

Validate Ancillary Service Trades

Monitor ERCOT control performance

Distribute by ICCP, and post on the ERCOT website, System Lambda and the LMPs for each Resource Node, Load Zone and Hub, and Real-Time MCPCs for each Ancillary Service, and for the pricing run as described in Section 6.5.7.3.1 the total RUC/RMR MW relaxed, total Load Resource MW deployed that is added to the Demand, total ERS MW deployed that is added to the Demand, total TDSP standard offer Load management MW deployed that is added to the Demand, total ERCOT-directed DC Tie MW that is added to or subtracted from the Demand, total BLT MW that is added to or subtracted from the Demand, Real-Time Reliability Deployment Price Adder for Energy, and Real-Time Reliability Deployment Price Adders for Ancillary Service, and ESR charging created for each SCED process, and aggregated data from the estimated Demand response data process as described in Section 6.5.7.1.13.  This data shall be posted immediately subsequent to deployment of Base Points and Ancillary Service awards from SCED with the time stamp the data are effective 
Post on the ERCOT website the nodal prices for Settlement Only Distribution Generators (SODGs), Settlement Only Distribution Energy Storage Systems (SODESSs), Settlement Only Transmission Generators (SOTGs), and Settlement Only Transmission Energy Storage Systems (SOTESSs).  These prices shall include Real-Time Reliability Deployment Price Adders for Energy created for each SCED process.  These prices shall be posted immediately subsequent to deployment of Base Points from SCED with the time stamp the prices are effective
Post LMPs for each Electrical Bus on the ERCOT website.  These prices shall be posted immediately subsequent to deployment of Base Points from each binding SCED with the time stamp the prices are effective
Post every 15 minutes on the ERCOT website the aggregate net injection from Settlement Only Generators (SOGs) and Settlement Only Energy Storage Systems (SOESSs)
Post on the ERCOT website the projected non-binding LMPs for each Resource Node and Real-Time MCPCs for each Ancillary Service created by each SCED process and for the projected non-binding pricing runs as described in Section 6.5.7.3.1 the total RUC/RMR MW relaxed, total Load Resource MW deployed that is added to Demand, total TDSP standard offer Load management MW deployed that is added to the Demand, total ERCOT-directed DC Tie MW that is added to or subtracted from the Demand, total BLT MW that is added to or subtracted from the Demand, total ERS MW deployed that are deployed that is added to the Demand, Real-Time Reliability Deployment Price Adder for Energy, Real-Time On-Line Reliability Deployment Price Adders for Ancillary Service, and the projected Hub LMPs and Load Zone LMPs.  These projected prices shall be posted at a frequency of every five minutes from SCED for at least 15 minutes in the future with the time stamp of the SCED process that produced the projections
Post on the MIS Certified Area the projected non-binding Base Points and Ancillary Service awards for each Resource created by each SCED process.  These projected non-binding Base Points shall be posted at a frequency of every five minutes from SCED for at least 15 minutes in the future with the time stamp of the SCED process that produced the projections.  In posting Ancillary Service awards, the awards shall be broken out by Ancillary Service sub-type, where applicable

Post each hour on the ERCOT website binding SCED Shadow Prices and active binding transmission constraints by Transmission Element name (contingency /overloaded element pairs) 

Post on the ERCOT website, the Settlement Point Prices for each Settlement Point and the Real-Time price for each SODG, SODESS, SOTG, and SOTESS immediately following the end of each Settlement Interval  
By Settlement Interval, post the 15-minute Real-Time Reliability Deployment Price for Energy, and the 15-minute Real-Time Reliability Deployment Price for Ancillary Service for each of the Ancillary Services






(3)	At the beginning of each hour, ERCOT shall post on the ERCOT website the following information:
(a)	Changes in ERCOT System conditions that could affect the security and dynamic transmission limits of the ERCOT System, including:
(i)	Changes or expected changes, in the status of Transmission Facilities as recorded in the Outage Scheduler for the remaining hours of the current Operating Day and all hours of the next Operating Day; and
(ii)	Any conditions such as adverse weather conditions as determined from the ERCOT-designated weather service;
(b)	Updated system-wide Mid-Term Load Forecasts (MTLFs) for all forecast models available to ERCOT Operations, as well as an indicator for which forecast was in use by ERCOT at the time of publication;
(c)	The quantities of RMR Services deployed by ERCOT for each previous hour of the current Operating Day; and
(d)	Total ERCOT System Demand, from Real-Time operations, integrated over each Settlement Interval.
(4)	No later than 0600, ERCOT shall post on the ERCOT website the actual system Load by Weather Zone, the actual system Load by Forecast Zone, and the actual system Load by Study Area for each hour of the previous Operating Day.
(5)	ERCOT shall provide notification to the market and post on the ERCOT website Electrical Bus Load distribution factors and other information necessary to forecast Electrical Bus Loads.  This report will be published when updates to the Load distribution factors are made.  Private Use Network net Load will be redacted from this posting.
	[NPRR1010 and NPRR1204:  Insert paragraphs (6) and (7) below upon system implementation of the Real-Time Co-Optimization (RTC) project:]
(6)	After every SCED run, ERCOT shall post to the ERCOT website the total capability of Resources available to provide the following Ancillary Service combinations, based on the Resource telemetry from the QSE and capped by the limits of the Resource and, for ESRs, further capped by Ancillary Service SCED duration requirements and current available State of Charge (SOC), for the most recent SCED execution:
(a)	Capacity to provide Reg-Up, irrespective of whether it is capable of providing any other Ancillary Service;
(b)	Capacity to provide RRS, irrespective of whether it is capable of providing any other Ancillary Service;
(c)	Capacity to provide ECRS, irrespective of whether it is capable of providing any other Ancillary Service;
(d)	Capacity to provide Non-Spin, irrespective of whether it is capable of providing any other Ancillary Service;
(e)	Capacity to provide Reg-Up, RRS, or both, irrespective of whether it is capable of providing ECRS or Non-Spin;
(f)	Capacity to provide Reg-Up, RRS, ECRS, or any combination, irrespective of whether it is capable of providing Non-Spin;
(g)	Capacity to provide Reg-Up, RRS, ECRS, Non-Spin, or any combination; and
(h)	Capacity to provide Reg-Down.
(7)	Each week, ERCOT shall post on the ERCOT website the historical SCED-interval data described in paragraph (6) above.


6.5.7.1.13	Data Inputs and Outputs for the Real-Time Sequence and SCED
(1)	Inputs:  The following information must be provided as inputs to the Real-Time Sequence and SCED.  ERCOT may require additional information as required, including:
(a)	Real-Time data from TSPs including status indication for each point if that data element is stale for more than 20 seconds;
	[NPRR857:  Replace paragraph (a) above with the following upon system implementation and satisfying the following conditions: (1) Southern Cross provides ERCOT with funds to cover the entire estimated cost of the project; and (2) Southern Cross has signed an interconnection agreement with a TSP and the TSP gives ERCOT written notice that Southern Cross has provided it with:  (a) Notice to proceed with the construction of the interconnection; and (b) The financial security required to fund the interconnection facilities:]
(a)	Real-Time data from TSPs and DCTOs including status indication for each point if that data element is stale for more than 20 seconds;


(i)	Transmission Electrical Bus voltages;
(ii)	MW and MVAr pairs for all transmission lines, transformers, and reactors;
(iii)	Actual breaker and switch status for all modeled devices; and
(iv)	Tap position for auto-transformers;
(b)	State Estimator results (MW and MVAr pairs and calculated MVA) for all modeled Transmission Elements;
(c)	Transmission Element ratings from TSPs;
	[NPRR857:  Replace paragraph (c) above with the following upon system implementation and satisfying the following conditions: (1) Southern Cross provides ERCOT with funds to cover the entire estimated cost of the project; and (2) Southern Cross has signed an interconnection agreement with a TSP and the TSP gives ERCOT written notice that Southern Cross has provided it with:  (a) Notice to proceed with the construction of the interconnection; and (b) The financial security required to fund the interconnection facilities:]
(c)	Transmission Element ratings from TSPs and DCTOs;


(i)	Data from the Network Operations Model:
(A)	Transmission lines – Normal, Emergency, and 15-Minute Ratings (MVA); and
(B)	Transformers and Auto-transformers – Normal, Emergency, and 15-Minute Ratings (MVA) and tap position limits;
(ii)	Data from QSEs:
(A)	Generator Step-Up (GSU) transformers tap position;
(B)	Resource HSL (from telemetry); and
(C)	Resource LSL (from telemetry); and
(d)	Real-Time weather, from Wind-powered Generation Resources (WGRs), and where available from TSPs or other sources.  ERCOT may elect to obtain other sources of weather data and may utilize such information to calculate the dynamic limit of any Transmission Element.
	[NPRR857:  Replace paragraph (d) above with the following upon system implementation and satisfying the following conditions: (1) Southern Cross provides ERCOT with funds to cover the entire estimated cost of the project; and (2) Southern Cross has signed an interconnection agreement with a TSP and the TSP gives ERCOT written notice that Southern Cross has provided it with:  (a) Notice to proceed with the construction of the interconnection; and (b) The financial security required to fund the interconnection facilities:]
(d)	Real-Time weather, from Wind-powered Generation Resources (WGRs), and where available from TSPs, DCTOs, or other sources.  ERCOT may elect to obtain other sources of weather data and may utilize such information to calculate the dynamic limit of any Transmission Element.


(2)	ERCOT shall validate the inputs of the Resource Limit Calculator as follows:
(a)	The calculated SURAMP and SDRAMP are each greater than or equal to zero; and
(b)	Other provision specified under Section 3.18, Resource Limits in Providing Ancillary Service.
	[NPRR1010:  Delete paragraph (2) above upon system implementation of the Real-Time Co-Optimization (RTC) project and renumber accordingly.]


(3)	Outputs for ERCOT Operator information and possible action include:
(a)	Operator notification of any change in status of any breaker or switch;
(b)	Lists of all breakers and switches not in their normal position;
(c)	Operator notification of all Transmission Element overloads detected from telemetered or State-Estimated data;
(d)	Operator notification of all Transmission Element security violations; and
(e)	Operator summary displays:
(i)	Transmission system status changes;
(ii)	Overloads;
(iii)	System security violations; and
(iv)	Base Points.
(4)	Every hour, ERCOT shall post on the MIS Secure Area the following information:
(a)	Status of all breakers and switches used in the NSA except breakers and switches connecting Resources to the ERCOT Transmission Grid;
(b)	All binding transmission constraints and the contingency or overloaded element pairs that caused such constraint; and
(c)	Shift Factors, including Private Use Network Settlement Points, by Resource Node, Hub, Load Zone, and DC Tie.
	[NPRR1239 and NPRR1249:  Replace applicable portions of paragraph (4) above with the following upon system implementation:]
(4)	Every hour, ERCOT shall post on the MIS Secure Area, except where otherwise stated in this paragraph (4), the following information:
(a)	Status of all breakers and switches used in the NSA except breakers and switches connecting Resources to the ERCOT Transmission Grid;
(b)	All binding transmission constraints and the contingency or overloaded element pairs that caused such constraint; and
(c)	On the ERCOT website, Shift Factors for all active transmission constraints, including Private Use Network Settlement Points, by Resource Node, Hub, Load Zone, and DC Tie.


(5)	Sixty days after the applicable Operating Day, ERCOT shall post on the MIS Secure Area, the following information:
(a)	Hourly transmission line flows and voltages from the State Estimator, excluding transmission line flows and voltages for Private Use Networks; and
(b)	Hourly transformer flows, voltages and tap positions from the State Estimator, excluding transformer flows, voltages, and tap positions for Private Use Networks.
	[NPRR1239:  Replace paragraph (5) above with the following upon system implementation:]
(5)	Sixty days after the applicable Operating Day, ERCOT shall post on the ERCOT website, the following information:
(a)	Hourly transmission line flows and voltages from the State Estimator, excluding transmission line flows and voltages for Private Use Networks; and
(b)	Hourly transformer flows, voltages and tap positions from the State Estimator, excluding transformer flows, voltages, and tap positions for Private Use Networks.


(6)	Notwithstanding paragraph (5) above, ERCOT, in its sole discretion, shall release relevant State Estimator data less than 60 days after the Operating Day if it determines the release is necessary to provide complete and timely explanation and analysis of unexpected market operations and results or system events including, but not limited to, pricing anomalies, recurring transmission congestion, and system disturbances.  ERCOT’s release of data under this paragraph shall be limited to intervals associated with the unexpected market or system event as determined by ERCOT.  The data release shall be made available simultaneously to all Market Participants.
(7)	Every hour, ERCOT shall post on the ERCOT website, the sum of ERCOT generation, and flow on the DC Ties, all from the State Estimator.
(8)	After every SCED run, ERCOT shall post to the ERCOT website the sum of the HDL and the sum of the LDL for all Generation Resources On-Line and Dispatched by SCED.   
	[NPRR1246:  Replace paragraph (8) above with the following upon system implementation of the Real-Time Co-Optimization (RTC) project:]
(8)	After every SCED run, ERCOT shall post to the ERCOT website the sum of the HDL and the sum of the LDL for all Generation Resources and ESRs On-Line and Dispatched by SCED.


(9)	Sixty days after the applicable Operating Day, ERCOT shall post to the ERCOT website the summary LDL and HDL report from paragraph (8) above and include instances of manual overrides of HDL or LDL, including the name of the Generation Resource and the type of override.
	[NPRR1246:  Replace paragraph (9) above with the following upon system implementation of the Real-Time Co-Optimization (RTC) project:]
(9)	Sixty days after the applicable Operating Day, ERCOT shall post to the ERCOT website the summary LDL and HDL report from paragraph (8) above and include instances of manual overrides of HDL or LDL, including the name of the Generation Resource or ESR and the type of override.


(10)	No sooner than sixty days after the applicable Operating Day, ERCOT shall provide to the appropriate Technical Advisory Committee (TAC) subcommittee instances of manual overrides of HDL or LDL, including the name of the Generation Resource, the reason for the override, and, as applicable, the cost as calculated in Section 6.6.3.6, Real-Time High Dispatch Limit Override Energy Payment.
	[NPRR1246:  Replace paragraph (10) above with the following upon system implementation of the Real-Time Co-Optimization (RTC) project:]
(10)	No sooner than sixty days after the applicable Operating Day, ERCOT shall provide to the appropriate Technical Advisory Committee (TAC) subcommittee instances of manual overrides of HDL or LDL, including the name of the Generation Resource or ESR, the reason for the override, and, as applicable, the cost as calculated in Section 6.6.3.6, Real-Time High Dispatch Limit Override Energy Payment.


(11)	After every SCED run, ERCOT shall post to the MIS Certified Area, for any QSE, instances of a manual override of the HDL or LDL for a Generation Resource, including the original and overridden HDL or LDL. 
	[NPRR1246:  Replace paragraph (11) above with the following upon system implementation of the Real-Time Co-Optimization (RTC) project:]
(11)	After every SCED run, ERCOT shall post to the MIS Certified Area, for any QSE, instances of a manual override of the HDL or LDL for a Generation Resource or ESR, including the original and overridden HDL or LDL.


(12)	After every SCED run, ERCOT shall prepare and publish estimated Demand response  data showing aggregated State Estimated Load (SEL) load points selected by ERCOT. The selection of Loads to be aggregated for the report will be based on periodically updated off-line analysis of the frequency and magnitude of reductions observed in historical State Estimator load data that is associated with market signals such as Locational Marginal Prices (LMPs), high levels of summer month ERCOT load, ERCOT-wide appeal(s) through public voluntary energy appeal, or other ERCOT actions.
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