Summary of Nodal Protocol Revisions
Effective:  April 1, 2026

Section 2:
NPRR1304 – Move OBD to Section 22 – Procedure for Identifying Resource Nodes 
This Nodal Protocol Revision Request (NPRR) incorporates the Other Binding Document “Procedure for Identifying Resource Nodes” into the Protocols to standardize the approval process.
Revised Subsection:  2.1
Section 3:
NPRR1304 – Move OBD to Section 22 – Procedure for Identifying Resource Nodes
See Section 2 above.
Revised Subsections:  3.8.2 and 3.10.3.1
Section 6:
NPRR1311 – Correction to Real-Time Reliability Deployment Price Adders for Ancillary Services under Load Shed for RTC+B 
[bookmark: _Hlk218453180]This Nodal Protocol Revision Request (NPRR) corrects an error in the calculation of Real-Time Reliability Deployment Price Adders for Ancillary Services when ERCOT is directing firm Load shed during Energy Emergency Alert (EEA) Level 3 under the Real-Time Co-Optimization plus Batteries (RTC+B) Protocol language.  These changes replace the “maximum value on the ASDC for the Ancillary Service” in paragraph (2)(p) of Section 6.5.7.3.1, Determination of Real-Time Reliability Deployment Price Adders, with the effective Value of Lost Load (VOLL) for determining the price adders for Ancillary Services, ensuring that final Ancillary Service prices cannot exceed $5,000 per MWh.
Revised Subsection:  6.5.7.3.1
Section 16:
NPRR1305 – Move OBD to Section 23 – Counter-Party Credit Application Form 
This Nodal Protocol Revision Request (NPRR) incorporates the Other Binding Document “Counter-Party Credit Application Form” into the Protocols to standardize the approval process.
Revised Subsections:  16.2.1, 16.8.1, and 16.11.6
Section 22:
NPRR1304 – Move OBD to Section 22 – Procedure for Identifying Resource Nodes
See Section 2 above.
Revised Attachment:  R (new)
Section 23:
NPRR1305 – Move OBD to Section 23 – Counter-Party Credit Application Form
See Section 16 above.
Revised Forms:  A, G, and U (new)
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