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	4.1.1.2, Reliability Performance Criteria
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	Revision Description
	This Planning Guide Revision Request (PGRR) aligns current ERCOT guidelines with North American Electric Reliability Corporation (NERC) during a Category P6, N-1-1 contingency and ensures Market Participants are in compliance with both.

	Reason for Revision
	  Strategic Plan Objective 1 – Be an industry leader for grid reliability and resilience
[image: ]  Strategic Plan Objective 2 - Enhance the ERCOT region’s economic competitiveness with respect to trends in wholesale power rates and retail electricity prices to consumers
[image: ]  Strategic Plan Objective 3 - Advance ERCOT, Inc. as an independent leading industry expert and an employer of choice by fostering innovation, investing in our people, and emphasizing the importance of our mission
  General system and/or process improvement(s)
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	Justification of Reason for Revision and Market Impacts






	NERC Reliability Standard TPL-001-5, Table 1 explicitly permits controlled interruption of load under Category P6, N-1-1 contingency conditions and maintenance outage scenarios. Paragraph (1)(e) of Section 4.1.1.2 and Section 4.1.1.8 prohibit non-consequential Load loss under these same scenarios, making ERCOT's criteria more stringent than the federal baseline without a corresponding reliability benefit. This divergence can drive transmission investment beyond what NERC compliance requires, with costs socialized across all ratepayers. This revision aligns ERCOT's mandatory planning criteria with TPL-001-5 for these specific contingency categories while preserving full discretion for ERCOT and Transmission Service Providers (TSPs) to plan to a higher standard where local conditions warrant.

	ROS Decision
	On 6/4/26, ROS voted unanimously to table PGRR147 and refer the issue to Planning Working Group (PLWG).  All Market Segments participated in the vote.

	Summary of ROS Discussion
	On 6/4/26, the sponsors reviewed PGRR147.  Participants discussed the current ERCOT Load loss criteria, expressed concerns that changes proposed in PGRR147 negatively impact reliability, and recommended further discussion at PLWG. 
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[bookmark: _Toc194046303]4.1.1.2	Reliability Performance Criteria
(1)	The following reliability performance criteria (summarized in Table 1: ERCOT-specific Reliability Performance Criteria, below) shall be applicable to planning analyses in the ERCOT Region: 
(a)	With all Facilities in their normal state, following a common tower outage with or without a single line-to-ground fault, all Facilities shall be within their applicable Ratings, the ERCOT System shall remain stable with no cascading or uncontrolled Islanding, and there shall be no non-consequential Load loss;
(b)	With all Facilities in their normal state, following an outage of a DC Tie Resource or DC Tie Load with or without a single line-to-ground fault, all Facilities shall be within their applicable Ratings, the ERCOT System shall remain stable with no cascading or uncontrolled Islanding, and there shall be no non-consequential Load loss;
(c)	With all Facilities in their normal state, following an outage of a Large Load with or without a three-phase fault, all Facilities shall be within their applicable Ratings, the ERCOT System shall remain stable with no cascading or uncontrolled Islanding, and there shall be no non-consequential Load loss;
(d)	With any single generating unit unavailable, followed by Manual System Adjustments, followed by a common tower outage, the opening of a line section without a fault, or outage of a DC Tie Resource or DC Tie Load with or without a single line-to-ground fault, all Facilities shall be within their applicable Ratings, the ERCOT System shall remain stable with no cascading or uncontrolled Islanding, and there shall be no non-consequential Load loss;
(e)	With any single transformer, with the high voltage winding operated at 300 kV or above and low voltage winding operated at 100 kV or above unavailable, followed by Manual System Adjustments, followed by a common tower outage, the opening of a line section without a fault, or the contingency loss of a single generating unit, transmission circuit, transformer, shunt device, FACTS device, or DC Tie Resource or DC Tie Load with or without a single line-to-ground fault, all Facilities shall be within their applicable Ratings, the ERCOT System shall remain stable with no cascading or uncontrolled Islanding, and there shall be no non-consequential Load loss.  An operational solution may be planned on a permanent basis to resolve a performance deficiency under this condition; and
(f)	With any single DC Tie Resource or DC Tie Load unavailable, followed by Manual System Adjustments, followed by a common tower outage, the opening of a line section without a fault, or the contingency loss of a single generating unit, transmission circuit, transformer, shunt device, FACTS device, or DC Tie Resource or DC Tie Load, with or without a single line-to-ground fault, all Facilities shall be within their applicable Ratings, the ERCOT System shall remain stable with no cascading or uncontrolled Islanding, and there shall be no non-consequential Load loss.  An operational solution may be planned on a permanent basis to resolve a performance deficiency under this condition.

	Initial Condition
	Event
	Facilities within Applicable Ratings and System Stable with No Cascading or Uncontrolled Outages
	Non-consequential Load Loss Allowed

	1
	Normal System
	Common tower outage, DC Tie Resource outage, DC Tie Load outage, or the outage of a Large Load
	Yes
	No

	2
	Unavailability of a generating unit, followed by Manual System Adjustments
	Common tower outage, DC Tie Resource outage, DC Tie Load outage, or opening of a line section without a fault
	Yes
	No

	3
	Unavailability of a transformer with the high voltage winding operated at 300 kV or above and low voltage winding operated at 100 kV or above, followed by Manual System Adjustments
	Common tower outage; opening of a line section without a fault; or
Contingency loss of one of the following:
1.  Generating unit;
2.  Transmission circuit;
3.  Transformer;
4.  Shunt device; 
5.  FACTS device; or
6.  DC Tie Resource or DC Tie Load
	Yes
	NoYes

	4
	Unavailability of a DC Tie Resource or DC Tie Load, followed by Manual System Adjustments
	Common tower outage; opening of a line section without a fault; or
Contingency loss of one of the following:
1.  Generating unit;
2.  Transmission circuit;
3.  Transformer;
4.  Shunt device; 
5.  FACTS device; or
6.  DC Tie Resource or DC Tie Load
	Yes
	No


Table 1: ERCOT-specific Reliability Performance Criteria
(2)	ERCOT and the TSPs shall endeavor to resolve any performance deficiencies as appropriate.  If a Transmission Facility improvement is required to meet the criteria in this Section 4.1.1.2, but the improvement cannot be implemented in time to resolve the performance deficiency, an interim solution may be used to resolve the deficiency until the improvement has been implemented.
(a)	A Remedial Action Scheme (RAS) shall not be planned to resolve a planning criteria performance deficiency unless it is expected that system conditions will change such that the RAS will no longer be needed within the next five years.
	[PGRR113:  Replace item (a) above with the following upon system implementation of NPRR1198:]
(a)	A Remedial Action Scheme (RAS) or Constraint Management Plan (CMP) shall not be planned to resolve a planning criteria performance deficiency unless it is expected that system conditions will change such that the RAS or CMP will no longer be needed within the next five years.



[bookmark: _Toc194046309]4.1.1.8		Maintenance Outage Reliability Criteria
(1)	In an off-peak system condition selected in accordance with paragraph (3) below, with any transmission element included in paragraph (2) below unavailable, followed by Manual System Adjustments, followed by a common tower outage or the contingency loss of a transmission circuit, transformer, shunt device, or FACTS device, with or without a single line-to-ground fault, all Facilities shall be within their applicable Ratings, the ERCOT System shall remain stable with no cascading or uncontrolled Islanding, and there shall be no non-consequential Load loss.  An operational solution may be planned on a permanent basis to resolve a performance deficiency under this condition.
(2)	The unavailability of the following transmission elements shall be considered for the requirements of this Section:
(a)	Any double-circuit transmission line consisting of two circuits sharing a tower of 0.5 miles or greater where both circuits must be removed from service for a maintenance outage; or
(b)	Any transmission circuit, transformer, shunt device, or FACTS device.
(3)	At least one off-peak system condition occurring outside of the Peak Load Season shall be selected for assessment.
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