	



Power Operations Bulletin # 538

ERCOT has posted/revised the Resource Manual.

The Various Changes are shown below.

A copy of the procedure can be found at:

http://www.ercot.com/mktrules/guides/procedures/index.html
3.3
Responding to Diminishing Reserves

Procedure Purpose:  Monitor the Physical Responsive Capability (PRC) for issuing advance notice of diminishing Responsive Reserve.  Steps within this procedure are intended to keep ERCOT from progressing into EEA.
	Protocol Reference


	3.17.3(2)
	6.5.9.4.1
	6.5.9.4(5)
	6.5.7.6.2.3

	
	6.5.9.1(1)
	
	
	

	Guide Reference


	
	
	
	

	
	
	
	
	

	NERC Standard
	BAL-002

R2.4
	EOP-001-0 R3.1
	EOP-002 R1, R2, R4, R6.1, R6.2, R6.4, R8
	IRO-005-2
R1.4, R1.5, R4
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	Step
	Action

	NOTE
	· ERCOT, at management’s discretion, may issue an appeal through the public news media for voluntary energy conservation at any time.
· System conditions may dictate operating beyond the scope of this procedure. The System Operator has the authority to issue and/or keep a notification in effect as he/she deems necessary.
· If Non-Spin Reserve Service is being deployed at any time other than the top of the hour (less than 12 consecutive 5-minute intervals), deselect any Resources whose COP Non-Spin Resource Responsibility is “ZERO” for subsequent hours.

	Advisory

	1
	IF:

· PRC falls > 3000 MW;
THEN:

· Coordinate with the Real Time Operator, AND 

· Post on MIS Public using Notice Builder. 
Typical MIS posting: 

“ERCOT is issuing an Advisory for Physical Responsive Capability less than 3000 MW.” 

	2
	Make log entry.

	Watch

	1
	IF:

· PRC falls > 2500 MW;
THEN:

· Coordinate with the Real Time Operator and Transmission Operator, AND 

· Utilize Non-Spin that can be deployed to increase the Physical Responsive Capability (see Section 6.2 in Desktop Guide),

· Post on MIS Public using Notice Builder.
Typical MIS postings:
“ERCOT is issuing a Watch for Physical Responsive Capability less than 2500 MW”.
“ERCOT is deploying Non-Spin Reserve”.

	2
	Make log entry.

	Cancelation

	1
	IF:

· (HDL-GEN) ≥ deployed Non-Spin plus 500 MW, AND
·  Physical Responsive Capability is ≥ 3000 MW;
THEN:

· Coordinate with the Real Time Desk and recall Non-Spin by sending a Zero MW XML (Refer to Desktop Guide section 6.2 “Recall All Non-Spin or Partial Non-Spin Recall”), AND
· End messages on MIS Public using Notice Builder. 


3.4
Responding to Capacity Shortages

Procedure Purpose:  Deployment/Termination of Non-Spin Reserve Service for Capacity Shortages as requested by the Real-Time Operator.
	Protocol Reference
	
	
	
	

	
	
	
	
	

	Guide Reference 
	
	
	
	

	
	
	
	
	

	NERC Standard
	EOP-001-0 R3.1
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	Step
	Action

	NOTE
	If Non-Spin is being deployed at any time other than the top of the hour (less than 12 consecutive 5-minute intervals), deselect any Resources whose COP Non-Spin Resource Responsibility is “ZERO” for subsequent hours. (Refer to Desktop Guide section 6.2 “Non-Spin Deployment and Recall”)

	Deployment
	WHEN:

· Notified by the Real-Time Operator to deploy Non-Spin  for capacity shortages;
THEN:

· Coordinate with the Transmission Operator to verify the Non-Spin doesn’t create congestion,

· Deploy Non-Spin, (Refer to Desktop Guide section 6.2 “Deploy All Non-Spin or Partial Non-Spin deployment”),
· Notify the RUC Operator of the deployment,
· Post as “Operational Information” message on MIS Public using Notice Builder.

Typical MIS posting:

“ERCOT is deploying Non-Spin Reserve”.

	Termination
	WHEN:

· Notified by the Real-Time Operator that the Non-Spin Reserve Service is no longer needed;
THEN:

· Recall the Non-Spin, by sending a Zero MW XML (Refer to Desktop Guide section 6.2 “Recall All Non-Spin or Partial Non-Spin Recall”), AND
· Cancel message on MIS Public using Notice Builder.


3.6
SCED/AGC/RLC Failures

Procedure Purpose: To ensure Market Participants are notified via MIS Public using Notice Builder of any SCED/AGC/RLC failures.

	Protocol Reference
	6.5.9.2
	6.5.9.1(2)
	6.5.9.2(3)
	6.5.9.2(4)

	
	
	
	
	

	Guide Reference
	
	
	
	

	
	
	
	
	

	NERC Standard
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	Step
	Action

	1
	WHEN:

· Notified by the Real-Time Operator of a SCED/AGC/RLC failure;
THEN:
· Post the following message on MIS Public using Notice Builder:
Typical MIS posting:
“ERCOT has issued an Emergency Notice due to the failure of [SCED/AGC].”

	2
	WHEN:

· Notified by the Real-Time Operator that SCED/AGC has been restored;
THEN:

· Cancel message on MIS Public using Notice Builder.

	Log
	Make log entry of actions taken.


3.7
Responding to North to Houston Interface Issues

Procedure Purpose:  Deployment/Termination of Non-Spin Reserve Service for Congestion Management as requested by the Transmission Operator.
	Protocol Reference
	6.5.9.1(1)(e)
	
	
	

	
	
	
	
	

	Guide Reference 
	
	
	
	

	
	
	
	
	

	NERC Standard
	EOP-001-0
R2, R4.2
	EOP-003

R1
	IRO-002

R6, R8
	IRO-003

R1

	
	IRO-004

R3
	IRO-005-2
R1.2, R1.3, R1.7, R3, R5, R16, R17
	IRO-006

R1, R4
	TOP-002

R10

	
	TOP-004

R1, R2, R6, R6.6
	TOP-006

R5
	TOP-007

R3, R4
	TOP-008

R1
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	Step
	Action

	Deploy

Non-Spin
& Post
	WHEN:

· Notified by the Transmission Operator to deploy Non-Spin in the Houston area for the North-Houston Interface;
THEN:

· Deploy Non-Spin in the Houston area (Coast Weather Zone WZ_COAST) (Refer to Desktop Guide section 6.2 “Partial Non-Spin deployment”)
· Post on MIS Public using Notice Builder.

Typical MIS posting:

“ERCOT is issuing a Watch for the North to Houston interface and deploying Non-Spin Reserve to specific resources”.

	NOTE
	To the extent that ERCOT deploys a Load Resource that has chosen a block deployment option, ERCOT shall either deploy the entire offer or, if only partial deployment is possible, skip the offer by the Load Resource with the block deployment option and proceed to deploy the next available Resource.

	Deploy Load

Resources

& Post
	WHEN:

· Notified by the Transmission Operator to deploy Load Resources in the Houston area for the North-Houston Interface;
THEN:

· Deploy Load Resources in the Houston area (Coast Weather Zone WZ_COAST) by XML (Refer to Desktop Guide section 6.1 “Deployment for Congestion/IROL”)
· Post on MIS Public using Notice Builder.

Typical MIS posting:

“ERCOT is issuing an Emergency Notice for the North to Houston interface and deploying specific Load Resources”.

	Recall

Load

Resources
	WHEN:

· Notified by the Transmission Operator to recall Load Resources in the Houston area for the North-Houston Interface;
THEN:

· Recall Load Resources in the Houston area (Coast Weather Zone WZ_COAST) by sending a Zero MW XML (Refer to Desktop Guide section 6.1 “Recall (Full or Partial)”)
· Cancel message on MIS Public using Notice Builder.


	Recall

Non-Spin
	WHEN:

· Notified by the Transmission Operator to recall Non-Spin in the Houston area for the North-Houston Interface;
THEN:

· Recall Non-Spin in the Houston area (Coast Weather Zone WZ_COAST) by sending a Zero MW XML, (Refer to Desktop Guide section 6.2 (“Partial Non-Spin Recall”)
· Cancel message on MIS Public using Notice Builder.



	Log
	Log the actions taken.


3.8
Deploying Non-Spin for Local Congestion

Procedure Purpose:  Mitigating local congestion.
	Protocol Reference
	6.1 (3)
	6.5.1.2 (1)
	
	

	
	
	
	
	

	Guide Reference 
	
	
	
	

	
	
	
	
	

	NERC Standard
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	Step
	Action

	1
	WHEN:
· Notified by the ERCOT Transmission and Security operator that specific Resources carrying Non-Spin are needed for local congestion; 
THEN:
· Deploy specific Resources

	POST
	Post message on MIS public utilizing Notice Builder.
Typical MIS Posting:
ERCOT is deploying Non-Spin Reserve for XXXX constraint.

	CANCEL

POSTING
	WHEN:

· Non-Spin is no longer needed to solve congestion,
THEN:

· Cancel the MIS message.

	LOG
	Log actions.


7.1
Market Notices

Procedure Purpose:  Guidelines for issuing Emergency Conditions and the four possible levels: Operating Condition Notices (OCN), Advisories, Watches, and Emergency Notices.
	Protocol Reference


	6.3.2(3)(a)(i)(ii)
	6.5.7.1.10(3)(c)
	6.5.9.2(1)
	6.5.9.3

	
	6.5.9.3.1
	6.5.9.3.2
	6.5.9.3.3
	6.5.9.3.4

	
	3.1.4.6(2)
	6.3.3
	3.1.4.7(1)
	

	Guide Reference


	4.2.1
	4.2.2
	4.2.3
	4.2.4

	
	
	
	
	

	NERC Standard
	COM-002

R2
	EOP-001-0
R4.1
	IRO-005-2
R1.10
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	Step
	Action

	OCN

	1
	As directed by the Shift Supervisor or when appropriate, issue an Operating Condition Notice (OCN).  The OCN can be issued for any of the following reasons or to obtain additional information from Market Participants.

· There is a projected reserve capacity shortage that could affect System reliability and may require more Resources.

· When cold weather is 5 days away when temperatures are forecasted to be in between 20°F and 26°F and the maximum temperature is expected to remain 32°F or below in three or more Weather Zones in the ERCOT Region

· When severe cold weather is 5 days away and when temperatures are forecasted to remain between 20°F and 26°F or below in five or more Weather Zones in the ERCOT Region

· When an approaching Hurricane / Tropical Storm is approximately 5 days away. 
· 
· 
· Unplanned Transmission Outages that may impact System reliability.

· When adverse weather conditions are expected, ERCOT may confer with TOs and QSEs regarding the potential for adverse reliability impacts and contingency preparedness.

	Advisory

	1
	As directed by the Shift Supervisor or when appropriate, issue an Advisory.  The Advisory can be issued for any of the following reasons or to obtain additional information from Market Participants.

· When an approaching Hurricane / Tropical Storm is approximately 3 days away.  

· When cold weather is 3 days away when temperatures are forecasted to be in between 20°F and 26°F and the maximum temperature is expected to remain 32°F or below in three or more Weather Zones in the ERCOT Region.

· When severe cold weather is 3 days away and when temperatures are forecasted to remain between 20°F and 26°F or below in five or more Weather Zones in the ERCOT Region.

· 
· When conditions are developing or have changed and more Ancillary Services will be needed to maintain current or near-term operating reliability.

· ERCOT may exercise its authority, in such circumstances, to increase Ancillary Service requirements above the quantities originally specified in the Day-Ahead in accordance with procedures.

· When weather or conditions require more lead-time than the normal Day-Ahead Market (DAM) allows.

· Transmission system conditions are such that operations within first contingency criteria are not likely or possible because of Forced Outages or other conditions.

· Loss of communications or control condition is anticipated or significantly limited.

· ERCOT may require information from QSEs representing Resources regarding the Resources’ fuel capabilities. Requests for this type of information shall be for a time period of no more than seven days from the date of the request.

	Watch

	1
	As directed by the Shift Supervisor or when appropriate, issue a Watch.  The Watch can be issued for any of the following reasons or to obtain additional information from Market Participants.

·  When an approaching Hurricane / Tropical Storm is approximately 3 days away.  

· When cold weather is 3 days away when temperatures are forecasted to be in between 20°F and 26°F and the maximum temperature is expected to remain 32°F or below in three or more Weather Zones in the ERCOT Region.

· When severe cold weather is 3 days away and when temperatures are forecasted to remain between 20°F and 26°F or below in five or more Weather Zones in the ERCOT Region.

· 
· 
· A transmission condition has been identified that requires emergency energy from any of the CFE DC-Ties.

· Conditions have developed such that additional Ancillary Services are needed in the Operating Period.

· Insufficient Ancillary Services or Energy Offers in the DAM or in SASM.

· Market-based congestion management techniques embedded in SCED will not be adequate to resolve transmission violations.

· Forced Outages or other abnormal operating conditions have occurred, or may occur that require operations with active transmission violations.

· The need to immediately procure Ancillary Services from existing offers.

· ERCOT may instruct TOs to reconfigure ERCOT System elements as necessary to improve the reliability of the ERCOT System.
· ERCOT varies from time-line for DAM/DRUC.

	Emergency Notice

	1
	As directed by the Shift Supervisor or when appropriate, issue an Emergency Notice.  The Emergency Notice can be issued for any of the following reasons or to obtain additional information from Market Participants.

· SCED fails to reach a solution.

· ERCOT cannot maintain minimum reliability standards during the Operating Period using every Resource practically obtainable from the market.

· ERCOT forecasts an inability to meet applicable reliability standards and it has exercised all other reasonable options.

· A transmission condition has been identified causing unreliable operation or overloaded elements.

· A severe single contingency event presents the threat of uncontrolled separation or cascading outages, large-scale service disruption to load, and/or overload of critical transmission elements and no practicable resource solution exists.

· ERCOT has determined a fuel shortage exists that would affect reliability.

· ERCOT varies from timing requirements or omits Day-Ahead or Adjustment Period and Real-Time procedures (HRUC/SCED).
· When cold or severe cold weather is in the ERCOT Region and it is beginning to have an adverse impact on the ERCOT System.


	Scripts

	Hotline
	Hotline calls are usually made by Real-Time Operator, the scripts below are for reference if needed:

Notify QSEs of Notice:
Typical script:
“This call requires everyone to remain on the line until it is complete.  [QSE] I will be asking you for the repeat back. This is ERCOT operator [first and last name].  At [xx:xx], ERCOT is issuing a [state Notice type] for [state reason].  [QSE] please repeat this back to me.  That is correct, thank you.”

Notify TOs of Notice:
Typical script:
“This call requires everyone to remain on the line until it is complete.  [TO] I will be asking you for the repeat back. This is ERCOT operator [first and last name].  At [xx:xx], ERCOT is issuing a [state Notice type] for [state reason].  [TO] please repeat this back to me.  That is correct, thank you.”

All directives shall be in a clear, concise, and definitive manner.  Ensure the recipient of the directive repeats the information back correctly.  Acknowledge the response as correct or repeat the original statement to resolve any misunderstandings.

	Post
	· All notices must be posted on MIS Public using Notice Builder. 
· For “free form” messages, the “Notice priority” will be specified as follows:
· OCN type messages – low priority

· Advisory/Watch type messages – medium priority
· Emergency type messages – high priority

	Log
	Make log entry.
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