Power Operations Bulletin # 596
ERCOT has posted/revised the Real Time Manual.

The Various Changes are shown below. 

A copy of the procedure can be found at:

http://www.ercot.com/mktrules/guides/procedures/index.html
2.6
Site Failovers and Database Loads

Procedure Purpose: To provide notice to the Market Participants when ERCOT performs site failovers and database loads.
	Protocol Reference 
	
	
	
	

	
	
	
	
	

	Guide Reference 
	
	
	
	

	
	
	
	
	

	NERC Standard
	
	
	
	

	
	
	
	
	


	Version: 1 
	Revision:5 
	Effective Date:  June 1, 2012


	Step
	Action

	Database

Load
	Approximately 5 - 30 minutes before database load, make the following Hotline call to QSEs:

Typical Script:
This is ERCOT operator [first and last name], at [xx:xx], ERCOT will perform a database load on its Energy & Market Management Systems.  During this time, SCED Base Points will reflect accurate dispatch instructions.  In the event ICCP is temporarily suspended, all systems should re-establish automatically within a few minutes.

	Site

Failover
	Approximately 5 - 30 minutes before site failover, make the following Hotline call to QSEs:

Typical Script:
This is ERCOT operator [first and last name], at [xx:xx], ERCOT will perform a site failover of its Energy & Market Management Systems.  During this time, market communications will be unavailable for about 30 minutes, and real-time communications will be unavailable for about 5 minutes.  All systems should re-establish communications automatically.

	Site

Failover

with 

W-N

Active
	IF:

· The West – North is active;
THEN:

· MP’s base points should remain the same during the failover, however to ensure the management of WGR’s is sustained, use the following script:
Approximately 5 minutes before the site failover, make the following Hotline call to QSEs:

Typical Script:
At [xx:xx], ERCOT will perform a site failover of its Energy & Market Management Systems.  During this time, market communications will be unavailable for about 30 minutes, and real-time communications will be unavailable for about 5 minutes.  All systems should re-establish communications automatically.  The West to North constraint is active; WGRs which are currently being curtailed and required to follow their Base Points are required to stay at their current output during this failover.  A call will be made when we have completed the site failover.

	Site Failover
Posting
	The site failover message is already built in Notice Builder under “EMS Site Failover”.

	If EBPs are needed
	IF:

· Site Failover is taking longer than expected and EBPs are needed;
THEN:

· Make the following hotline call to QSEs:

Typical Script:
“This call requires everyone to remain on the line until it is complete. [QSE] I will be asking you for the repeat back. This is ERCOT operator [first and last name].  The site failover is taking longer than expected; Emergency Base Points will be issued.  ERCOT will make another hotline call when the site failover is complete.  [QSE] please repeat this back to me.  That is correct, thank you.”

	If EBPs
are needed and W-N was Active before Site Failover started
	IF:

· Site Failover is taking longer than expected and EBPs are needed, AND

· The West – North was active before the start of the Site Failover;
THEN:

· Make the following hotline call to QSEs:
Typical Script:
“This call requires everyone to remain on the line until it is complete. [QSE] I will be asking you for the repeat back. This is ERCOT operator [first and last name].  The site failover is taking longer than expected; Emergency Base Points will be issued.  WGRs which were required to follow their Base Point instruction before the site failover are required to continue to stay at their current output.  ERCOT will make another hotline call when the site failover is complete.  [QSE] please repeat this back to me.  That is correct, thank you.”

	Site

Failover

Complete
	Typical Script:
“This call requires everyone to remain on the line until it is complete. [QSE] I will be asking you for the repeat back. This is ERCOT operator [first and last name].  At [XX:XX], the site failover is complete.  All QSEs should continue normal operations.  [QSE] please repeat this back to me.  That is correct, thank you.”


5.3
Implement EEA Levels
Procedure Purpose:  To provide for maximum possible continuity of service while maintaining the integrity of the ERCOT System to reduce the chance of Cascading Outages.

	Protocol Reference

	6.5.7.6.2.2
	6.5.9.1(3)
	6.5.9.4
	6.5.9.4.1

	
	6.5.9.4.2
	
	
	

	Guide Reference

	4.5.3
	4.5.3.1
	4.5.3.2
	4.5.3.3

	
	4.5.3.4
	
	
	

	NERC Standard
	COM-002-2
R2
	EOP-001-0
R3.1, R3.3, R5
	EOP-002-2.1
R1, R2, R4, R6.1, R6.2, R6.4, R6.6,  
	IRO-005-2
R1.5

	
	
	
	
	


	Version: 1 
	Revision: 8
	Effective Date:  June 1, 2012


	Step
	Action

	NOTE
	· IF frequency falls < 59.8 Hz, ERCOT CAN immediately implement EEA 3.
· IF frequency falls < 59.5 Hz, ERCOT SHALL immediately implement EEA 3.

	NOTE
	· Public media appeals may be enacted prior to EEA. When a media appeal for voluntary energy conservation is enacted, QSEs should be notified via Hotline call (see EEA 2 for typical script).
· Confidentiality requirements regarding Transmission Operations and System Capacity information will be lifted, as needed to restore Reliability.
· QSEs need to contact the Texas Commission on Environmental Quality (TCEQ) for enforcement discretion on air permitting requirements.

	Implement EEA Level 1

	1


	IF:

· PRC < 2300 MW;
THEN:

· Select the activate EEA flag in EMS, 
· Using the Hotline, notify all QSEs to implement EEA 1. 
Typical Script: 
“This call requires everyone to remain on the line until it is complete.  [QSE] I will be asking you for the repeat back. This is ERCOT Operator [first and last name].  At [xx:xx], ERCOT is declaring EEA 1, QSEs are to perform their necessary steps for EEA 1.  Report to ERCOT any loss of generation or issues, and ERCOT is reminding you that you can schedule available interchange into ERCOT across the DC-Ties. [QSE] please repeat this back to me.  That is correct, thank you.”

All directives shall be in a clear, concise, and definitive manner.  Ensure the recipient of the directive repeats the information back correctly.  Acknowledge the response as correct or repeat the original statement to resolve any misunderstandings.

	2
	IF:
· Generation Resource (that are not bid in for Non-Spin) have a unit status of OFF and can be brought On-line within the timeframe of the emergency;

THEN:

· Issue a VDI to commit the Resource
· Choose “Commit” as the Instruction Type from Resource level

· VDIs need a start/stop time (issue one hour at a time)

	3
	IF:
· A Generation Resource was scheduled to come Off-line before the start of the emergency and requests to come Off-line;

THEN:

· Issue a VDI to commit the Resource
· Choose “Commit” as the Instruction Type from Resource level

· VDIs need a start/stop time (issue one hour at a time) 

	4
	Verify and log that all measures have been implemented.   

	Implement EEA Level 2

	1

	IF:

· PRC < 1750 MW or unable to maintain system frequency at 60.00Hz;
THEN:

· Determine whether system conditions require the deployment of Load Resources and/or ERS Resources by considering the following:
· If at peak hour, will the ERS be sufficient and have they already been deployed in the current contract period.
· If not at peak hour, will half of Load Resources be sufficient

· PRC < 1750 MW, deploy Group 1 (as system conditions require, deploy remaining Load Resources).
· PRC < 1375 MW, deploy both Groups 1 and 2 simultaneously. 
· Using the Hotline, notify all QSEs to implement EEA 2 and any measures associated with EEA 1, if not already implemented. 


	Load

Resources
	IF:

· Deploying Load Resources, the Resource Operator must complete the XML deployment of the Load Resources before the Hotline call is made.

· PRC < 1750 MW, deploy Group 1
· PRC < 1375 MW, deploy both Groups 1 and 2 simultaneously
Typical Script for one Group: 
“This call requires everyone to remain on the line until it is complete.  [QSE] I will be asking you for the repeat back.  This is ERCOT Operator [first and last name], at [xx:xx], ERCOT is declaring EEA 2 and has deployed Group 1 Load Resources.  Implement all measures associated with EEA 1, if not already implemented. [QSE] please repeat this back to me.  That is correct, thank you”
Typical Script for both Groups: 
“This call requires everyone to remain on the line until it is complete.  [QSE] I will be asking you for the repeat back.  This is ERCOT Operator [first and last name], at [xx:xx], ERCOT is declaring EEA 2 and has deployed all Load Resources.  Implement all measures associated with EEA 1, if not already implemented. [QSE] please repeat this back to me.  That is correct, thank you”
All directives shall be in a clear, concise, and definitive manner.  Ensure the recipient of the directive repeats the information back correctly.  Acknowledge the response as correct or repeat the original statement to resolve any misunderstandings.

	ERS
Resources
	IF:
· Deploying ERS, deploy all ERS Resources as a single block.

Typical Script: 
“This call requires everyone to remain on the line until it is complete.  [QSE] I will be asking you for the repeat back.  This is ERCOT Operator [first and last name], at [xx:xx], ERCOT is declaring EEA 2.  ERCOT is directing QSEs to deploy all contracted ERS Resources in the current time period until further notice.  Implement all measures associated with EEA 1 if not already implemented.  [QSE] please repeat this back to me.  That is correct, thank you”.
All directives shall be in a clear, concise, and definitive manner.  Ensure the recipient of the directive repeats the information back correctly.  Acknowledge the response as correct or repeat the original statement to resolve any misunderstandings.

	When

ERS
Business Hours

Change
	IF:

· ERS Resources are deployed, and additional ERS Resources are needed and available due to business hour changes;
THEN:

· Deploy the next business hour
Typical Script: 
“This call requires everyone to remain on the line until it is complete.  [QSE] I will be asking you for the repeat back.  This is ERCOT Operator [first and last name], at [xx:xx], ERCOT is in EEA 2.  ERCOT is directing QSEs to deploy all contracted ERS Resources in the current time period until further notice.  All previously deployed ERS Resources are to remain deployed consistent with their obligation until recalled.  [QSE] please repeat this back to me.  That is correct, thank you”.

	NOTE
	· ERS can only be deployed  a maximum of 8 hours per contract period unless renewed.

· Contract Periods:

· February - May

· June – September

· October – January 

· 
For current deployment data, refer to the Real Time Values Spreadsheet “ERS Tab”

	Media Appeal
	· Unless already in effect, verify with the Shift Supervisor that the communications group has issued an appeal through the public news media for voluntary energy conservation,  
· Notify QSEs, via Hotline, that a media appeal for conservation is in effect.
Typical Script: 
“This is ERCOT Operator [first and last name]; ERCOT has issued an appeal through the public news media for voluntary energy conservation.  Any questions?  Thank you”.

	2
	Verify and log that all measures have been implemented.

	Implement EEA Level 3

	1

	IF:

· Unable to maintain system frequency at 59.80 Hz;
THEN:

· Using the Hotline, notify all QSEs to implement EEA 3 and any measures associated with EEA 1 and 2, if not already implemented.
Typical Script: 
“This call requires everyone to remain on the line until it is complete.  [QSE] I will be asking you for the repeat back.  This is ERCOT Operator [first and last name], at [xx:xx], ERCOT is declaring EEA 3, [MW Amount] of firm load is being shed.  Implement all measures associated with EEA 1 and 2, if not already implemented. 

[QSE] please repeat this back to me.  That is correct, thank you”

All directives shall be in a clear, concise, and definitive manner.  Ensure the recipient of the directive repeats the information back correctly.  Acknowledge the response as correct or repeat the original statement to resolve any misunderstandings.

	2
	Verify and log that all measures have been implemented.


5.4
Restore EEA Levels

Procedure Purpose:  To restore the ERCOT grid to normal state as system conditions warrant while recovering from an EEA event.

	Protocol Reference

	6.5.9.4.3
	
	
	

	
	
	
	
	

	Guide Reference

	4.5.3.3(8)
	
	
	

	
	
	
	
	

	NERC Standard
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	Step
	Action

	Restore Firm Load

	RESERVES
	If 1375 MW of PRC is not restored within 75 minutes, reduce MW loading on Resource(s) to bring reserves up, if available.

	1
	IF:

· Sufficient Regulation Service exists to control to 60 Hz, AND
· PRC ≥ 1375 MW;
THEN:

· Using the Hotline, notify all QSEs of firm load restoration.
Typical Script: 
“This call requires everyone to remain on the line until it is complete.  [QSE] I will be asking you for the repeat back.  This is ERCOT Operator [first and last name], at [xx:xx], ERCOT is restoring firm load. 

[QSE] please repeat this back to me.  “That is correct, thank you.”

All directives shall be in a clear, concise, and definitive manner.  Ensure the recipient of the directive repeats the information back correctly.  Acknowledge the response as correct or repeat the original statement to resolve any misunderstandings.

	Move From EEA Level 3 to EEA Level 2

	1
	IF:

· Sufficient Regulation Service exists to control to 60 Hz, AND
· PRC is ≥ 1750 MW, AND
· All firm load has been instructed to be restored;
THEN:

· Using the Hotline, notify all QSEs of the reduction from EEA 3 to EEA 2
· Coordinate with the Resource Desk and recall Load Resources or ERS Resources
· Consider recalling ERS first if ERS deployment is nearing 8 hours in a contract period. 
Typical script for Load Resource recall: 
“This call requires everyone to remain on the line until it is complete.  [QSE] I will be asking you for the repeat back.  This is ERCOT Operator [first and last name].  At [xx:xx], ERCOT is moving from EEA 3 to EEA 2.  QSEs are to recall all Load Resources at this time.  [QSE] please repeat this back to me.  “That is correct, thank you.”
Typical script for ERS recall: 
“This call requires everyone to remain on the line until it is complete.  [QSE] I will be asking you for the repeat back.  This is ERCOT Operator [first and last name].  At [xx:xx], ERCOT is moving from EEA 3 to EEA 2.  QSEs are to recall all ERS Resources at this time.  [QSE] please repeat this back to me.  “That is correct, thank you.”
All directives shall be in a clear, concise, and definitive manner.  Ensure the recipient of the directive repeats the information back correctly.  Acknowledge the response as correct or repeat the original statement to resolve any misunderstandings.

	2
	Verify and log that all measures have been implemented.

	NOTE
	Once Load Resources are recalled, they have 3 hours to return to service.

	NOTE
	Once ERS Resources are recalled, they have 10 hours to return to service.

	Move From EEA Level 2 to EEA Level 1

	1
	IF:

· The system can maintain PRC ≥ 2300 MW, AND
· All Load Resources or ERS Resources have been instructed to be restored;
THEN:

· Using the Hotline, notify all QSEs of the reduction from EEA 2 to EEA 1
· Coordinate with the Resource Desk and recall Load Resources or ERS Resources.
Typical script for Load Resource recall: 
“This call requires everyone to remain on the line until it is complete.  [QSE] I will be asking you for the repeat back.  This is ERCOT Operator [first and last name].  At [xx:xx], ERCOT is moving from EEA 2 to EEA 1.  QSEs are to recall all Load Resources at this time.  [QSE] please repeat this back to me.  “That is correct, thank you.”
Typical script for ERS recall: 
“This call requires everyone to remain on the line until it is complete.  [QSE] I will be asking you for the repeat back.  This is ERCOT Operator [first and last name].  At [xx:xx], ERCOT is moving from EEA 2 to EEA 1.  QSE’s are to recall all ERS Resources at this time. [QSE] please repeat this back to me.  That is correct, thank you.”
All directives shall be in a clear, concise, and definitive manner.  Ensure the recipient of the directive repeats the information back correctly.  Acknowledge the response as correct or repeat the original statement to resolve any misunderstandings.

	Move From EEA Level 1 to EEA 0

	1
	IF:

· The system can maintain PRC ≥ 2300 MW, AND
· All uncommitted units secured in EEA 1 can be released, AND
· Emergency energy from the DC Ties is no longer needed; 
THEN:

· Uncheck the EEA flag in EMS and make inactive,  
· Using the hotline, notify all QSEs of the termination of EEA.
Typical script: 
“This call requires everyone to remain on the line until it is complete.  [QSE] I will be asking you for the repeat back.  This is ERCOT Operator [first and last name].  At [xx:xx], ERCOT is terminating EEA 1.  A Watch still remains in effect.  [QSE] please repeat this back to me.  That is correct, thank you.”
All directives shall be in a clear, concise, and definitive manner.  Ensure the recipient of the directive repeats the information back correctly.  Acknowledge the response as correct or repeat the original statement to resolve any misunderstandings.

	Cancel Watch

	1
	WHEN:

· PRC is ≥ 3000 MW, AND
· Non-Spin has been recalled;
THEN:

· Cancel Watch
Typical script:
“This is ERCOT Operator [first and last name].  At [xx:xx], ERCOT is canceling the Watch for Physical Responsive Capability.   At this time, Resource testing may resume.  [QSE] please repeat this back to me.  That is correct, thank you.”


6.3
Extreme Hot Weather
Procedure Purpose: To ensure ERCOT and Market Participants are prepared for Extreme Hot weather operations.
	Protocol Reference
	6.3.2(3)(a)(i)
	6.5.7.1.10(3)(c)
	6.5.9.2(1)
	6.5.9.3

	
	6.5.9.3.1
	6.5.9.3.2
	6.5.9.3.3
	6.5.9.3.4

	Guide Reference
	4.2.1
	4.2.2
	4.2.3
	4.2.4

	
	
	
	
	

	NERC Standard
	COM-002

R2
	EOP-001-0

R4.1, R5
	IRO-005-2

R1.10
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	Step
	Action

	NOTE
	Extreme Hot weather notifications are issued when:

Temperatures are forecasted to be 103°F or above in the North Central and South Central weather zones. 

– OR – 

Temperatures are forecasted to be 94°F or above in the North Central and South Central weather zones during the following months (October – May). 

	OCN
	When extreme hot weather is forecasted approximately 5 days away.  using the Hotline issue an OCN to all QSEs:
Typical Script:
“This call requires everyone to remain on the line until it is complete. [QSE] I will be asking you for the repeat back. This is ERCOT operator [first and last name]. At [xx:xx], ERCOT is issuing an OCN for the extreme hot weather with forecasted temperatures to be above [103°F or 94°F] in the North Central and South Central weather zones.   QSEs are instructed to:

· Review fuel supplies and notify ERCOT of any known or anticipated fuel restrictions,

· Review Planned Resource outages and consider delaying maintenance,

· Review and implement weatherization and emergency operating procedures and notify ERCOT of any changes or conditions that could affect System Reliability.
ERCOT will continue to monitor the weather system. [QSE] please repeat this back to me.  That is correct, thank you.”

	Advisory
	When extreme hot weather is forecasted approximately 1 to 3 days away, using the Hotline issue an Advisory to all QSEs:
Typical Script:
“This call requires everyone to remain on the line until it is complete. [QSE] I will be asking you for the repeat back. This is ERCOT operator [first and last name]. At [xx:xx], ERCOT is issuing an Advisory for the extreme hot weather with forecasted temperatures to be above [103°F or 94°F] in the North Central and South Central weather zones.   QSEs are instructed to:

· Review fuel supplies and notify ERCOT of any known or anticipated fuel restrictions,

· Review Planned Resource outages and consider delaying maintenance,

· Review and implement weatherization and emergency operating procedures and notify ERCOT of any changes or conditions that could affect System Reliability.
ERCOT will continue to monitor the weather system. [QSE] please repeat this back to me.  That is correct, thank you.”

	Watch
	When extreme hot weather is projected for next day or current day and ERCOT has reliability concerns, using the Hotline issue a Watch to all QSEs: 

Typical Script:
“This call requires everyone to remain on the line until it is complete. [QSE] I will be asking you for the repeat back. This is ERCOT operator [first and last name]. At [xx:xx], ERCOT is issuing a Watch for the extreme hot weather with forecasted temperatures to be above [103°F or 94°F] in the North Central and South Central weather zones [today or tomorrow].  ERCOT is expecting statewide power supplies to be very tight.  QSEs are instructed to:
· Make available any Resources that can be returned to service and keep COPs and HSLs updated,

· Review fuel supplies and notify ERCOT of any known or anticipated fuel restrictions,
· Review and implement weatherization and emergency operating procedures and notify ERCOT of any changes or conditions that could affect System Reliability.
ERCOT will continue to monitor the weather and will convey information and directives as conditions warrant. [QSE] please repeat this back to me.  That is correct, thank you.”

	Emergency

Notice
	When extreme hot weather has arrived and is beginning to have an adverse impact on the ERCOT System, using the Hotline issue an Emergency Notice to all QSEs:
Typical Script:
“This call requires everyone to remain on the line until it is complete.  [TO] I will be asking you for the repeat back. This is ERCOT operator [first and last name].  At [xx:xx], ERCOT is issuing an Emergency Notice, the extreme hot weather system is beginning to have an adverse impact on the ERCOT System such as [state what the adverse impacts are].
· Prepare for higher than usual loads and the possibility of deploying Load Resources and/or ERS Resources.

ERCOT will continue to monitor the extreme hot weather system and will convey information and directives as conditions warrant. [QSE] please repeat this back to me.  That is correct, thank you.”

	Post
	Coordinate with the Transmission & Security Operator for the posting of the notices on MIS Public using Notice Builder.

	Cancel

Posting
	Coordinate with the Transmission & Security Operator for the cancelation of the postings on MIS Public.

	Log
	Log all information in the Operator logs and notify the Shift Supervisor of any issues.
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Updated all step 1’s

Updated step 1 in Implement EEA Level 1, step 1 in Implement EEA Level 2A, added note and updated step 2 in Implement EEA Level 2B, step 1 in Implement EEA Level 3
Updated all step 1’s

Updated all steps 
Added new procedure
Updated section number and all steps
Updated section number and all steps
	June 8, 2011

	2.6

3.1

5.1

5.2

5.3

5.4

8.1


	1.0 / 3

1.0 / 5

1.0 / 6

1.0 / 4
1.0 / 4

1.0 / 5

1.0 / 1


	Added step If EBPs are needed”, updated step IF EBPs are needed and W-N was Active before site failover started

Added step Hydro, updated step Frequency Deviations 

Updated step Watch

Updated all steps 

Updated 1st note, step 1 in EEA level 1 & 2A

Updated step 1 in Move for EEA level 1 to 0

Added Market Participant Backup Control Center Transfer procedure
	July 20, 2011

	3.1

3.2

3.4

4.1

6.4

6.5
	1.0 / 6

1.0 / 6

1.0 / 4

1.0 / 4

1.0 / 0

1.0 / 3
	Updated step Monitor, 15 minutes, 20 minutes and 25 minutes in Response to High Frequency 

Updated step 2 in LFC Failure, step 4 & 5in EMS Failure

Updated step Capacity Surplus

Updated step 2 in Workflow Controller Messages
Added new procedure “Extreme Hot Weather”

Changed section number
	August 3, 2011

	2.7
3.1

5.1

5.2

5.3

5.4

6.4

7.1
	1.0 / 1
1.0/ 7

1.0 / 7

1.0 / 5

1.0 / 5

1.0 / 6

1.0 / 1

1.0 / 1
	Updated step Hotline Call
Updated NERC Standard reference table

Added projected reserve capacity shortage and Extreme Hot Weather in Watch
Updated step 1 in Advisory & Watch

Updated 2nd Note, step 1 in Implement EEA 1, step Media Appeal & 1 in Implement EEA 2A, 1st Note & step 2 in Implement EEA 2B
Added Note to Move From EEA 3 to EEA 2B and Move From EEA 2A to EEA 1

Updated temperature from 102 to 103

Updated 4th note and step 1
	September 1, 2011

	3.2

5.3

5.4
	1.0 / 7

1.0 / 6

1.0 / 7
	Updated SCED Failure step 2 and 3, RLC Failure step 3 and LFC (AGC) Failure step 3

Combined EEA 2A & B per NPRR 379

Combined EEA 2 A & B per NPRR 379
	October 1, 2011

	3.2
	1.0 / 8
	Updated script for LFC and EMS Failure
	November 1, 2011
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	1.0 / 1

1.0 / 4

1.0 / 5
1.0 / 8

1.0 / 3


	Added step Review, Updated “Site Failover with W-N Active”

Added Note to Large Resource Trips or Runbacks

Updated Post in “Scripts”Updated “OCN” and “Advisory” 

All procedures in this manual have been reviewed.
	December 15, 2011
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3.1
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8.1


	1.0 / 1

1.0 / 7

1.0 / 6
1.0 / 2


	Updated Scope

Updated Response to High Frequency & Response to Low Frequency
Updated Large Resource Trips or Runbacks, Quick Start Generation Resource
Updated Market Participant Backup Control Center Transfer 
	January 19, 2012
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5.3

7.1

8.1


	1.0 / 1

1.0 / 8

1.0 / 7

1.0 / 9

1.0 / 7

1.0 / 2

1.0 / 3


	Updated paragraph 4

Updated BAAL

Updated Desktop Guide reference & step QSE Override & QSE unable to Override
Updated step 1 in Watch

Updated Step 1 in Implement EEA Level 1
Updated Desktop Guide references

Changed title names, updated steps 1 & 3 & step Power System Stabilizers (PSS) & Automatic Voltage Regulators (AVR)
	March 1, 2012
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1.0 / 9

1.0 / 6
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1.0 / 10

1.0 / 4
1.0 / 2

1.0 / 4

1.0 / 4


	Changed TSO, DSP to TO

Changed Shift Engineer to Operations Support Engineer, removed Automatic SCED Runs & Hydro Generation in Fast Response Mode, updated Note, Monitor/Deploy, 15 minutes, 20 minutes in Response to Low Frequency 
Updated step 2, 4 & 5, added SCED Data Input Failure, updated RLC Failure, LFC Failure, & EMMS Failure sections

Updated Nerc Recovery Criteria step & step 3

Updated Requirements and Notes
Changed Shift Engineer to Operations Support Engineer, deleted Large Resource Trips or Runbacks section

Updated OCN, Advisory, Watch, Emergency Notice sections

Deleted Cold Weather, replaced with Extreme Cold Weather

Section changed to Extreme Hot Weather, added OCN and Emergency Notice steps

Section number changed

Changed Shift Engineer to Operations Support Engineer
	May 1, 2012

	3.1

3.4

5.2
	1.0 / 10

1.0 / 5

1.0 / 6
	Added back step Hydro Generation Operating in Synchronous Condenser Fast Response Mode

Updated to reflect changes in the TAC approved Non-Spin document

Updated to reflect changes in the TAC approved Non-Spin document
	May 14, 2012
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5.3
5.4
6.3
	1.0 / 5
1.0 / 8
1.0 / 8
1.0 / 3
	Updated Site Failover step
Updated EILS to ERS per NPRR 451
Updated EILS to ERS per NPRR 451
Updated EILS to ERS per NPRR 451
	June 1, 2012
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